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Grinding is an abrasive machining operation commonly known as a finishing process, which 
gives great added value to the final product in a wide range of fields such as automotive, 
aerospace or energy industry. Thus, a continuous research is required in order to meet the 
industrial demand. Current industrial requirements are related to the minimization of grinding 
cost and, consequently, the increase of process efficiency. In this sense, new abrasives are being 
developed to increase tool life and removal rates. Microcrystalline sintered alumina creates this 
new generation, which seems to be more durable comparing with conventional alumina, being 
its behavior not deeply analyzed. Likewise, tool life is directly related to grinding wheel wear, 
being wear flat one of the most harmful, leading to a real industrial problem of thermal damage 
and decrease of process efficiency. 
In this respect, this research work is developed in order to tackle the problem of wear flat in 
abrasive grains of alumina, taking into account the influence of crystalline structure. The study 
is focused on the characterization of wear flat analyzing its generation and evolution under 
grinding contact conditions. The wear flat is addressed from both experimental and numerical 
points of view, dividing the work in real grinding tests, tribological tests and a numerical 
analysis of the wear. 
Real grinding tests are carried out isolating wear flat, studying this phenomenon depending on 
the crystalline structure and grinding parameters. This work shows the importance of 
tribochemical reactions and the third body in the contact and the influence of crystalline 
structure in both wear flat generation and worn surface appearance. After that, to control contact 
conditions, an original design of pin-on-disk tribometer is implemented. The tribometer 
reproduces the thermal cycle of abrasive grains at 30 m/s achieving 190 MPa. These results 
show a higher depth of grove for WFA comparing to SG. Finally, a numerical analysis of an 
abrasive grain is done. The thermal model shows higher contact temperature for SG. Moreover, 
DEM wear model of a single abrasive grain presents the evolution of the third body wear, 
achieving higher wear for WFA. 
In consequences, higher %A is achieved for SG abrasive wheel. In contrast, the tribometer tests 
and the numerical analysis reveal a higher influence of tribochemical reactions in the case of 
WFA. This is explained due to the higher temperature achieved in the contact for SG, which 
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  INTRODUCTION I.
Grinding is an abrasive machining process in which the material is removed by thousands of 
abrasive particles with a higher hardness than the workpiece material. These abrasive grains, 
together with the bond and the porosity, constitute abrasive grinding wheel. Abrasive tools 
present non-defined cutting edges. Combining this with grinding machining conditions, high 
quality workpieces of hard materials can be obtained. 
Grinding is commonly known as a finishing process. Constant research of the process and 
industrial necessities lead to improvements in grinding machines, in abrasive materials and 
hence in grinding wheels configuration. These technological advances allow higher depth of cut 
and cutting speeds (Creep Feed Grinding, High Efficiency Depth Grinding), leading to a more 
efficient process with higher material removal rates (Q’=1000 mm
3
/mm s), lower machining 
times and improved surface quality. All of these enhancements allows the grinding process to be 
more competitive than other machining processes and hence to extend the application field. 
I.1. Industrial context 
The continuous industrial requirements in a wide range of fields such as automotive, aerospace 
or energy make the need to continuously research in grinding to meet industrial demand and to 
be competitors with respect to other manufacturing processes. This way, the aim of researchers 
should be to reduce the gap between industrial necessities and academic research in a shorter 
period of time as much as possible. However, not only researches close to industry are 
acknowledged, but also fundamental studies enable a better understanding of the process, 
helping to reach industrial solutions. 
New industrial requirements related to the increase of grinding process efficiency and ground 
surfaces quality imply a constant adaptation of the process. Advanced materials, which have in 
general high hardness and low machinability, have to be ground, meeting all industrial 
requirements. Thus, a new generation of abrasives and grinding wheels are being developed 
over the past years with the aim of increasing tool life and removal rates, improving process 
time and costs. The development of microcrystalline sintered alumina created a new abrasive 
generation, which, nowadays, is submitted to continuous improvements to be competitive with 
superabrasives in more critical operations, in aeronautical sector between others. Regarding 
wheel life, SG is more durable and more efficient than conventional alumina, with the 
particularity of self-sharpening. However, to ensure the optimum design and application of 
microcrystalline grinding wheels, a deeper analysis of the contact and wear mechanisms during 
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grinding is required. The present work is developed in order to fill the lack of knowledge of 
microcrystalline grains behavior under grinding conditions. 
Concerning tool life, this is directly related to grinding wheel wear, which produces dimensional, 
geometrical or surface quality errors, leading to rejected parts and, consequently, economic 
losses. From the different wear mechanisms, wear flat occurrence leads to the most damaging 
impact for the workpiece, thermal damage. Likewise, this type of wear is not taken into account 
for microcrystalline abrasives due to its ability to self-sharpen. However, depending on grinding 
parameters and wheel conditioning, the flatness of microcrystalline grinding wheels also occurs. 
In this sense, this research work addressed the problematic of wear flat from a scientific point of 
view, applying fundamental studies to the real industrial problem of thermal damage and small 
grinding wheel life. The study is focused on the characterization of wear flat occurrence under 
grinding contact conditions. Firstly, carefully designed experimental grinding tests are carried 
out with the aim to analyze the influence of crystalline structure of abrasive grains in wear flat 
generation. Moreover, this tests show the importance of tribochemical reactions which leads to 
wear flat occurrence and contact condition changes. To avoid the randomness of grinding 
process, tribological tests are carried out. The original design of a tribometer allows to control 
contact conditions and to reproduce the real contact of abrasive grains, reproducing also their 
thermal cycle. A thermal model of abrasive grain is accomplished to determinate the part of the 
abrasive grain affected by the temperature and, hence, the part more susceptible to worn. Finally, 
to better understand wear during the complete contact, and not only to compare the initial and 
final states of abrasive grains, a first approach of abrasive grain wear model is developed using 
DEM. Both the tribometer and the numerical model are good tools for grinding wheel 
manufacturers to characterize the behavior of abrasive grains for specific grinding conditions. 
I.2. Objectives and contributions 
The main objectives of the present research work and the contributions arisen from them are 
summarized in this section. 
To determinate the influence of crystalline structure of abrasive grains on wear flat occurrence 
during real grinding operation. 
The isolation of wear flat from other types of wear allows to carry out an exhaustive 
characterization of the evolution of grinding wheel flatness depending on the crystalline 
structure and grinding parameters. 
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To study the tribochemical nature of wear flat and analyze the influence of the third body 
generation in the contact between abrasive grains and workpiece. 
Tribochemical reactions in the contact lead to the flatness of abrasive grains and to the third 
body generation. Depending on the crystalline structure of abrasive grains, not only the smooth 
appearance of flat wheel surface varies, but also the quantity and composition of the third body. 
Thus, the contact and grinding conditions are different. 
To perform an original design of pin-on-disk tribometer implemented on a surface grinding 
machine. 
The main characteristic of designed pin-on-disk tribometer is the ability of reproduce a 
discontinuous contact between abrasive grains and workpiece, simulating the real thermal cycle 
of abrasive grains. Moreover, real contact conditions of grinding process are reproduced, 
exhaustively controlled and quantified during the contact. 
To quantify real contact pressure and real wear of abrasive grains depending on the crystalline 
structure. 
Real contact area is quantified establishing a methodology to analyze surface topography. 
Moreover, the wear generated in abrasive disk is quantified and, depending on its characteristics, 
the predominant type of wear is established. 
To provide a useful industrial tool for the design of grinding wheels for specific applications. 
Real contact conditions can be reproduced and the wear of abrasive grains can be characterized 
before manufacture required grinding wheel.  
To determinate the alumina abrasive grain affected zone by the temperature under real contact 
conditions. 
The aim is to analyze the influence of high temperatures achieved in the contact between 
alumina abrasive grain and the workpiece. A thermal model is developed in order to establish 
two domains in the abrasive grain, the part affected by the temperature and the part at room 
temperature. 
To propose an abrasive grain wear model to analyze the influence of the third body generation 
in the contact between alumina and steel under grinding contact conditions. 
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A discrete element wear model is developed with the aim of reproducing the influence of 
tribochemical reactions in the contact. The model considers the third body generation, its 
adhesion to flat part of abrasive grain and the wear of the abrasive grain. 
I.3. Content layout 
The work is divided in six chapters, being the first one the present chapter, Chapter I, in which 
the introduction of the work is done. 
Chapter II gathers a bibliographic review of the State of the Art in grinding. The main grinding 
wheels wear aspects which have been essential as starting point of the present research work, 
are addressed. The different crystalline structure of alumina and the different types of wear of 
grinding wheels and abrasive grain are analyzed. The attention is focused in wear flat, the 
tribochemical nature wear. Thus, tribological studies of the wear of alumina against steel are 
analyzed, emphasizing on grinding contact applications. Finally, to better understand the 
grinding process, grinding models are analyzed, focusing on wear models. 
Chapter III presents experimental grinding tests in which the main objective is to characterize 
the wear flat occurrence in different crystalline structures abrasive grains. Wear flat evolution 
and its effect on grinding parameters during real grinding process are analyzed. Also grinding 
wheel surface is exhaustively characterized for a better understanding of the tribochemical 
mechanism that take place in the contact between abrasive grains and workpiece. 
In Chapter IV an original design of pin-on-disk tribometer is developed. A real grinding wheel 
is used as a disk and a workpiece material as a pin. This fact allows reproducing real thermal 
cycle of abrasive grains. The tribometer is implemented on a grinding machine in order to 
achieve grinding contact conditions. Tribological tests are carried out for different crystalline 
structures. New methodology to characterize the wear of abrasive grains under real heavy 
contact conditions is implemented, being useful for the grinding wheel manufacturer to know 
the behavior of new abrasive grains before implement the wheel on a real process. 
Chapter V gathers the abrasive wear simulation. Firstly, a thermal model of alumina abrasive 
grain is accomplished in order to establish the part of the abrasive grain affected by the 
temperature. After that, using contact conditions of tribometer tests, the DEM is used to model 
the wear of a single alumina abrasive grain. This first approach of wear model allows a better 
understanding of the influence of adhered third body to flat grains and the influence of 
crystalline structure to wear generation. 
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Finally, Chapter VI summarizes the main contributions and conclusions taken from the present 
work. Moreover, the future research work on the analysis and characterization of grinding wheel 
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 STATE OF THE ART II.
II.1. Abstract 
This chapter gathers the review of the main grinding aspects which have been essential as 
starting point of the present research work. Non defined cutting edges of grinding wheel 
together with heavy contact conditions of abrasive grains (cutting speed higher than 30 m/s and 
pressures about 1-2 GPa) hinder the characterization of the contact during grinding. From the 
different types of wear that take place during grinding, wear flat presents the most harmful 
effects for the process. The specific energy consumption is mainly turned into heat, increasing 
the temperature in the contact, resulting in thermal damage and loss of accuracy in workpieces 
and in the acceleration of tribochemical reactions in the contact. 
Moreover, new generation of abrasives are emerged due to the continuous research works and 
industrial requirements. In this sense, wear flat occurrence depending on the abrasive material 
or abrasive grain structure is of interest in order to prevent harmful effects in the process. One of 
the handicap to characterize wear flat is the %A measurement and quantification, being the 
studies based on non-contact methods the most relevant. Likewise, tribological approaches are 
developed in order to reproducing the wear flat occurrence during grinding, being the 
extrapolation of results to real grinding the main inconvenience of this approach.  
Finally, process modeling and simulation is a critical predictive tool to avoid problems once the 
process is implemented on the industry or for a better understanding of the influence of each 
parameters from a research point of view. Different type of models to simulate diverse variables 
have been developed: temperature, forces and specific energy simulations are the most popular. 
However, few works referred to wear flat prediction are found, and the presence of third body in 
the contact is not taken into account for wear modeling. 
II.2. Grinding process 
II.2.1. Introduction 
Grinding process is an abrasive process in which the material is removed by a serial of very 
hard abrasive grains, harder than workpiece material. Randomly positioned abrasive grains are 
embedded on a bond, creating an abrasive grinding wheel. Non-defined cutting edges hinder the 
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characterization of the process and particularly of grinding wheel. In turn, they allow achieving 
high quality surfaces in a wide range of workpiece materials Figure 1. 
 
Figure 1: Ground workpieces of different material for different field of application 
Comparing with other machining processes, grinding has been characterized by low removal 
rates and low efficiency. However, the latest technological advances both in grinding machines 
Figure 2 and in abrasives make the possibility to be more competitive in a great variety of 
industrial sectors. There is a great diversity of grinding operations according to the kinematic of 
the process, such as surface grinding, internal and external grinding and centerless grinding. 
And also in terms of grinding wheel configuration and cutting parameters different operations 
can be defined, from roughing to super-finishing, using conventional abrasives or 
superabrasives. 
Furthermore, in the last years, industrial requirements of removal rate and process efficiency 
increase and machining times decrease, have led processes, such as Creep Feed Grinding or 
High Efficiency Deep Grinding (HEDG) [1,2]. Creep feed grinding is characterized for a depth 
of cut until 1000 times the conventional ones. With this process, complex profiles in only a 
single pass or a few passes are possible to grind. The values of specific material removal rates 
for creep feed grinding are Q’w=0.1-15mm
2
/mm·s. In HEDG reached cutting speed can achieve 
200m/s [3], while conventional grinding is about 35m/s. Moreover, specific material removal 
rates are about Q’w=50-2000 mm
2
/mm·s, higher than for creep feed grinding and for 
conventional grinding. As it is shown before, grinding presents a great amount of alternatives 
for workpiece manufacturing. 
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Figure 2: Horizontal grinding machine [4] 
II.2.2. Latest developments in grinding 
The rapid evolution of technology has forced manufacturing processes to evolve at the same rate 
in order to satisfy industrial requirements. Therefore, research efforts in this field have to be 
constant. In this sense, grinding machines suffer great evolution in the last years to achieve 
required flexibility, productivity and accuracy reducing process costs. In general, the kinematic 
and accuracy of advanced grinding machines allow to obtain complex geometries with high 
removal rates [5]. On the one hand, the adaptation on grinding machines of tool exchangers, 
integrated workpiece automation and new dressing systems WireDress® [6] as it is shown in 
Figure 3, which leads to an increase of productivity of the process. Accuracy or geometric 
complexity is increased due to the development and integration of simulation tools and CAM 
tools in the process [7]. Moreover, monitoring of the process, on-machine measurements and 
thermal compensations in process [8] are a key to improve the quality of workpieces and to 
reduce process costs. 
On the other hand, the sustainability of grinding is one of the handicaps of the process. The 
environmental impact has been addressed mainly from the point of view of the coolant and tool 
wear. Regarding the tool wear, embodied energy, emissions from tool use and waste regulations 
are the topics that affect to environmental sustainability [9]. With reference to cooling 
techniques, the oil-water coolant is being replaced in the latest years. Not only to address the 
environmental impact but also to enable the minimization of thermal problem in grinding. 
Cryogenic cooling or MQL and CO2 combination are the latest advanced in grinding cooling 
techniques [10]. Grinding fluid is also a key factor in grinding wheels wear. If the fluid gets to 
the contact zone, the friction is reduced. However, the large contact length hinders the fluid 
penetration and its effect is reduced. In this field, researchers are worried about how guaranty 
contact lubrication and new techniques are continuously emerging [11]. 




Figure 3: (a) Wire Dress system developed by Studer company, integrated on grinding machines, (b) tool 
exchange of Studer S33 grinding machine [6] 
Accordingly, the design of dressing process affects directly to wheel wear [12]. Dressing 
parameters define the topography and an adequate dressing frequency ensures not irreversible 
damages in the workpiece. Dressing does not minimize the wear but avoid the negative effects 
that it makes. However, grinding wheel recovery take up non-productive time, being the 
necessity of minimizes dressing times. Therefore, a great amount of studies are focused on the 
optimization of dressing process [13,14]. 
From the elements previously mentioned, grinding wheel topography is a key to achieve high 
quality surfaces because of the direct contact between workpiece and wheel. However, the quick 
evolution of workpiece materials and hence, of abrasive materials, hinder the characterization of 
grinding wheel wear. This problem is addressed in Section II.5 and is the main issue of the 
present research work. Wheel wear is one of the most negative handicaps for the industry due to 
the damage that induces, both in process and in a final workpiece. The excessive wheel wear 
increases power consumption, decreasing the efficiency of the process. Furthermore, regarding 
the effects on a final workpiece, thermal damage, high roughness and vibration marks can be 
shown. All this leads to great economic losses for grinding process. Consequently, research 
effort is noticed for years in the characterization and minimization of grinding wheel wear 
[15,16], being the contribution of the present work in this line. 
Textured grinding wheels are being trend in the last years. The texture geometries and texture 
dimensions (TD) are suitable for each grinding application and abrasive type [17,18]. In Figure 
4 (a) different texture patterns can be shown and in Figure 4 (b) a real textured grinding wheel. 
Some research works reveals that circumferential grooved wheel improve grinding process both 
in terms of surface quality and in process time [19].  
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Figure 4: (a) Scheme of designs of textured grinding wheel with different TD [18], (b) Real circumferential 
textured grinding wheel [19] 
Not only to improve wheel life but also new industrial requirements, force to grinding wheel 
manufacturers to achieve customized solutions for each specific grinding operation. In Figure 5 
it is shown a new design of wheel for superfinishing for continuous grinding. In this wheel 
vitrified bond is used for rough and finishing operations and resinoid bond for the last step, 
superfinishing. This is only one of the thousands of specific designs that wheel manufacturers 
have to implement in the industry. 
 
Figure 5: Design of 2 zone tool for gear grinding [20]. 
These industrial solutions can be successfully solved due to continuous research works that are 
developed for process enhancement. One of the fields that is booming is process monitoring, 
which is nowadays a requirement for grinding manufacturers. Not only from the industry to 
have an exhaustive control of each operation, but also, from a scientific point of view to study 
the parameters where improvements could be introduced. A great quantity of data, Big Data, 
allow to interpret the results with the aim of prevent workpiece damages or irregularities in the 
process, therefore, studies of multi-sensor data analysis are developed [21]. Power, force or 
temperature monitoring systems implemented on grinding machines are the most standard 
outputs of the process. However, best results of measurements are reached when sensors are 
closest to the origin of the signal. To measure the temperature in the contact, the research works 
are focused on sensor integrated wheels [22,23]. The implementation on a real process supposes 
a great complexity due to the rotation movement and high speed of the wheel. In the sense of 
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wheel wear monitoring, the latest research works are focused on acoustic emission technique 
[24], or on pneumatic sensors [25]. This issue is deeply addressed in Section II.5.3 where wheel 
topography measurements and specifically, wear flat measurement is going to be deeply 
analyzed. 
II.2.3. Basis of grinding process 
In grinding, five main elements affect to the process: grinding machine, grinding wheel, 
workpiece material, grinding fluid and dressing process. All of them are carefully selected and 
designed to each grinding operation. Together with a correct design of cutting parameters, 
grinding is competent for achieving high accuracy and close tolerances machining hard material. 
In Figure 6 are shown the main elements that take part in grinding process and the definition of 
cutting parameters for surface grinding. The more detailed basis of the process can be found in 
[1,2]. 
 
Figure 6: Grinding basis.(a) Main elements of grinding process [26],(b) Surface grinding cutting parameters [1] 
As it is mentioned, non-defined cutting edges of grinding wheels hinder the study of the contact 
between a workpiece and abrasive grains. Furthermore, the characterization of the contact 
during grinding involves the study of wear, thermal problems and sliding friction, which are 
interconnected. High temperatures close to workpiece material melting point are reached 
between abrasive grains and the workpiece. Great proportion of generated heat is directed to the 
workpiece, between 25 % and 85 % depending on materials in contact and grinding conditions 
[2]. So, thermal damage could be generated on ground surfaces and hence final workpieces 
could be rejected. Furthermore, in the contact between abrasive grain and workpiece, high local 
pressures and high speed are achieved. As a consequence of this heavy contact conditions the 
wear of abrasive grains occurs, modifying contact conditions and also decreasing the efficiency 
of grinding process. Despite this topic have been addressed from scientific point of view for 
years, it still presents a lack of knowledge due to the difficulties of overlapping phenomena. 
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Therefore, a deep study of the contact and wear of abrasive grains is required and during the 
present research work the problem of abrasive grain wear is going to be addressed. 
II.3. Grinding wheels 
Grinding tools are defined by abrasive grains, bonding material and in some cases by the 
porosity. The properties of each element together with grinding wheel geometry lead to a 
custom design for each industrial application. In the same way, constant technological advances 
demand that grinding wheels meet the industrial requirements: increase the production of high 
quality surfaces increasing process efficiency, thus, increasing removal rates and cutting speed. 
However, one of the characteristic of new materials is its low machinability, arisen difficulties 
with the abrasive materials used, and decreasing grinding wheel life. 
Firstly, to a better understanding of wheel behavior during grinding and before submit the latest 
studies to improve wheel life; a brief classification according to abrasive grains and bond 
material is done. Furthermore, other factor as grain size or porosity determinates the durability 
of each grinding wheel for the specific application. 
II.3.1. General classification 
General classification is done between conventional abrasives or superabrasives. On the one 
hand, aluminum oxides (Al2O3) and silicon carbide (SiC) are the conventional abrasive grains, 
presenting hexagonal crystal structure. Usually vitrified of resinoid bond is used to confine the 
wheel. On the other hand, diamond and cubic boron nitride (CBN) constitute the superabrasives, 
which are bonded with vitrified, resinoid or metallic material. There is no porosity in case of 
resin and metal bond. Therefore, to change wheel specification the formulation of the bond is 
modified. Each abrasive type, conventional or superabrasives, present standard marking system, 
in which abrasive material, grain size, grade (related to the hardness of the complete wheel), 
structure (related to the porosity) and bond material is defined. 
Abrasive material is chosen depending on the ground material, taking into account its hardness 
and the chemical affinity between abrasive and workpiece material. In case of SiC, despite 
presenting good mechanical properties, its chemical affinity with ferrous metals limits its 
application field. SiC is commonly used to ground carbides, ceramics, casting and non-ferrous 
metals. 
Superabrasives are harder and support higher temperatures than conventional ones. Furthermore, 
diamond is harder than CBN, but its hardness is fallen sharply when 700ºC are achieved [1]. 
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Moreover, diamond present high wear with ferrous metals and tungsten. Therefore its 
application field is mainly high speed grinding of ceramics and carbide metal. On the contrary, 
one of the most important characteristic of CBN is the thermal stability up to 1400ºC. In 
addition, CBN do not present chemical affinity with ferrous materials. Therefore, it is used for 
high speed grinding of high hardness ferrous materials, tool steel as well as superalloys, 
normally used in aeronautic industry due to its heat-resistant characteristic. 
Table 1: Properties of abrasive grain materials [27] 
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20.6 23.5 46.1 78.5 
 
The main properties of abrasive material mentioned are built on Table 1. Both hardness and 
friability of abrasive grains have to be into account to design a grinding wheel. The hardness is 
related to the resistance to penetration, in contrast, friability with the tendency for the fracture. 
The hardest grain is not always the best choice. The friction increase promoting heat and 
vibrations. Therefore, increasing the friability of abrasive grains increase the tendency to 
fracture, leading to a new sharp cutting points. 
Alumina and diamond are natural abrasives. However, all of used abrasive grains are synthetic. 
Physical properties of abrasive materials are modified with the aim of achieving the balance 
between hardness and friability among others. This fact leads to a continuous development on 
abrasives to enhance their properties and tool life. Generally, to improve the properties, 
chemical composition and crystalline structure are modified. This issue is deeply explained for 
alumina abrasive grains bellow. 
Chapter II: State of the Art 
19 
Additionally, not only the characteristic of each abrasive have to be taken into account, but also 
the cost of each one. Conventional alumina is the most economic choice, so manufacturers 
selected it whenever possible. By contrast, there are some applications in which the use of 
superabrasive wheels is mandatory, such as when very hard materials are ground, high 
temperatures are expected or high speed is required. 
II.3.2. Alumina: crystallographic structure 
Bauxite is the raw material to get aluminum oxide abrasive grains. The first step to become 
bauxite in alumina is to purify by Bayer process. In this process 2500ºC is reached to ensure the 
extraction of aluminum hydroxide. After that, three methods are distinguished according to the 
type of alumina. The different states of purity reached on the alumina, the added elements or the 
different crystallographic grades achieved during the processes lead to a great variety of 
alumina abrasive grains. Regarding the purity or added elements the following classification is 
done [27]: 
 Brown or regular alumina is gotten adding titanium oxides (TiO2) on the dehydration of 
alumina with coke and iron. These abrasive grains present low hardness and high toughness. 
Brown alumina is usually used for heavy-duty grinding due to its irregular shape. Depending 
on its purity, the friability of abrasive grains increase, becoming suitable for roughing or 
semi-roughing operations. 
 White alumina is obtained by fusing pre-purified alumina. The absence of added elements 
during the treatment increases the purity of the alumina until 98-100 %. The abrasive grains 
present high hardness and low friability. This characteristic makes white alumina appropriate 
for finishing operation. 
 Modified alumina by adding chrome, titanium or vanadium, around 3 %, during the fusion 
of pre-purified alumina. Depending on the element added, the properties of abrasive grains 
change. Chrome addition increases the hardness of the abrasive, and titanium the toughness. 
These abrasive grains are usually used for finishing operations. 
In parallel with the above classification, depending mainly on the crystallization rate, 
monocrystalline, conventional or microcrystalline abrasive grains are obtained. The more rapid 
the cooling, the smaller the size of crystals achieved. Also the presence of impurities or addition 
of elements has influence on the crystal size. The classification takes into account the crystal 
size of abrasive grains, thus, the number of crystals that compose one abrasive grain, as it is 
shown in Figure 7. 
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The conventional abrasive grain, composed by three or four crystals is the most common on 
wheel manufacturing. The hardness of abrasive grains depends on the crystalline structure but 
also on the elements added during the manufacturing. Due to the elements added, the hardness 
of conventional alumina vary from 22.2 to 20.0 GPa. The value of white fused alumina 
(20.8 GPa) is taken to compare with other crystalline structures because is the conventional 
alumina that it is going to be studied during the present Research work. Furthermore the 
friability of white alumina is of 56.6. Besides that, not only complete wheels with conventional 
abrasive grains are manufactured but also this type of grains is required as base grain on almost 
every alumina grinding wheels. The values given for friability and hardness are achieved with a 
Ball Mill Test following the American National Standard B7418. 
   
Conventional Monocrystal Microcrystal 
Figure 7: Crystalline structures of alumina abrasive grains 
A unique crystal builds monocrystalline abrasive grain. To get this crystalline structure during 
the fusion of alumina alkaline compounds and iron sulphides are added to achieve a pure 
material. Both the fusion and the crystallization process are exhaustively controlled in order to 
achieve one crystal abrasive grain. The hardness of monocrystalline alumina is 22.4 GPa, higher 
than conventional ones. However, its friability is reduced until 47.7. Monocrystalline alumina is 
used on finishing operations in the industry. 
Lastly, microcrystalline abrasive grains are composed by thousands of crystals. As well as in 
monocrystal structure, controlling the cooling of alumina, very small crystals are achieved. 
During this process second-phase inclusions of alumina are shown in the crystals. However, this 
is not the unique technique to obtain microcrystalline abrasive grains. Also sintering process is 
used to obtain sintered alumina with a crystal size between 1-5 µm. The raw material is 
extruded and chopped and sintered at a lower temperature than melting temperature. 
But the most relevant development on abrasive grains is also related to the process for obtaining 
microcrystalline structure in alumina. This new generation of microcrystalline abrasive grains 
was developed by Leitheiser et al. US 1982/4,314,827 [28] in early 1980´s. At the beginning the 
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patent belongs to 3M Company, and a year later to Norton Company. Microcrystalline alumina 
is obtained using a synthesis technology, in which an hydrosol or sol is converted into a gel or 
other physic stage and after drying and firing ceramic material is obtained. Due to the process 
this microcrystalline structure is named SG
TM
 (Sol-Gel).  
The main dissimilarity with the first explained process is that in this case the alumina is not 
fused. Besides, it presents a homogeneous microcrystalline structure of randomly oriented 
crystals, in which α-phase and second-phase of alumina are homogenously presented. 
Furthermore, the size of achieved microcrystals is usually lower than 1 µm. The process to 
obtain SG
TM
 abrasive grains presents higher efficiency than the two others. Due to the absence 
of fusion of the material, the power required during the process is lower.  
Through in those three processes microcrystalline structure of abrasive grains is achieved, it is 
characterized for high toughness and low hardness comparing with conventional alumina. The 
dissimilarities are higher on sintered abrasive grains. While microcrystalline structure achieved 
controlling the cooling and SG present hardness around 11 GPa and a friability index of 19, 
sintered alumina´s hardness is of 6.5 GPa and its friability index of 13.4. Therefore, 
microcrystalline abrasive grains present higher tendency to fracture than conventional. 
Moreover, the microcrystalline structure is also shown on grain surface, presenting sharp edges, 
as it is shown in Figure 8. This characteristic makes microcrystalline grains suitable for 
heavy-duty grinding operations. 
 
Figure 8: Detail of sharp edges on grain surface of microcrystalline structure of SG abrasive [29]. 
Due to their high friability, in the industrial applications, microcrystalline grains are mixed with 
conventional grains to ensure the toughness of the wheel. Therefore, if only microcrystalline 
wheels were manufactured, wheel life would be reduced because of the high tendency to 
fracture of abrasive grains. The percentage of SG
TM
 abrasive grains regarding the total amount 
of abrasive material that compound the wheel is specified in the grinding wheel nomenclature. 
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The most habitual percentages are 10%, 30% and 50% of SG abrasive grains, named 1SG, 3SG 
and 5SG respectively. 
Different shapes of abrasive grains and addition of chemical composition between other lead to 








. The last one 
was developed after SG
TM
 abrasive grains and it is gotten extruding. The shape of TG
TM
 
abrasive grains present high aspect ratio, until 8:1 approximately which are named ALTOS
TM
 
and are manufactured by Norton [30]. In Figure 9 are shown TG
TM 
abrasive grains of aspect 
ratio 5:1. These abrasive grains are characterized by their low packing density, increasing 
material removal rates and decreasing specific cutting energy. Furthermore, the coolant 
effectiveness is increased. All these characteristics become suitable abrasive to ground high 
removal rates in superalloys, in the same way as CBN [31]. 
Finally, as it is mentioned before, one or other abrasive grain structure is used depending on the 
hardness of ground material and the surface quality required. Moreover, each crystalline 
structure present different tendency to wear, influenced also by cutting parameters. While on 
conventional abrasive grains, grain fracture supposes a volumetric wear on grinding wheel, for 
microcrystalline abrasive grain fracture leads to a self-sharpening of the wheel. It is commonly 
accepted that microcrystalline abrasive grains present self-sharpening during the process [1,32]. 
This affirmation it is correct if heavy-duty grinding operation is carried out, thus, if achieved 
grinding forces are high enough to break the microcrystals. However, during the present work, 
is demonstrated that this affirmation present some exceptions, for example changing cutting 
parameters. On the contrary, monocrystalline grains do not present grain fracture, only grain 
pull-out can be occurred. 
 
Figure 9: TGTM with aspect ratio 5:1 manufactured by Norton [30]  
As it is show, the crystalline structure of abrasive grains and their shapes present great influence 
on the wheel life and grinding efficiency. In this sense, the last trend on wheel manufacturers is 
to create a personalized grinding wheel for specific applications mixing different types of 
abrasive grains. Therefore, due to the industrial necessity of know the behavior of abrasive 
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grains under grinding conditions, the influence of crystalline structure on grinding wheel wear is 
deeply analyzed on Section II.5.2 and it is going to be the main issue of the research. 
II.3.3. Grinding wheel wear 
In the last years research efforts has been constant to improve abrasive wheel life, due to the 
high cost that suppose for the overall grinding process. Wheel life is directly related to grinding 
wheel wear, thus, grinding wheel users are worried about the minimization of the wear and their 
effects on the process. 
Before starting with a deeply analysis of the most relevant studies related to wheel wear, wear 
types are classified, emphasizing in the consequences that affect to wheel behavior. In these 
sense, special attention is paid in the characterization of wear flat, due to the negative and 
irreversible effects that this wear cause in the final workpieces. 
In the bibliography several classifications of wear can be found, and the name assigned to each 
type of wear also differs depending on the author. In this case, it is considered appropriate to 
establish a first distinction between macrogeometric and microgeometric wear [1]. The first one 
is related to grinding wheel wear and the microgeometric wear with the abrasive grain wear. 
The macrogeometric wear is promoted not only for the kinematic of the process but also in the 
set-up of grinding process. Three wear types are distinguished: profile deviation, roundness 
deviation and sharpness loss or cutting ability loss, as it is shown in Figure 10 On the one hand, 
profile deviation implies the loss of wheel shape, and hence dimensional and geometric 
variations on ground workpiece are achieved. In case of shape wheels, geometrical errors and on 
conventional wheels the final dimensions are not achieved. This wear is quantified as 
volumetric wheel wear, with G-ratio parameter, which is defined hereafter. This wheel wear 
happens if designed wheel is not enough hard to support large grinding forces. It is related to 
abrasive grain loss, microgeometric parameter which is defined in this section. 
 
Figure 10: Macrogeometric grinding wheel wear [1] 
Chapter II: State of the Art 
24 
On the other hand, due to grinding wheel assembly on the machine, radial run out is generated, 
which is corrected with a dressing before grinding. Machine eccentricities also affect to ground 
workpieces. Generally, these are also removed with a previous dressing. This wear produce 
wave marks on ground surfaces, modifying required surface quality. Furthermore, wave marks 
can be confused with vibrations, hindering the identification of the problem. Finally, the loss of 
cutting ability is considered macrogeometric wear from grinding wheel point of view. However, 
analyzing abrasive grain wear, also microgeometric wear is considered. 
The main types of microgeometric wear are grain fracture, bond fracture and wear flat. In 
Figure 11 are represented three main types of abrasive grain wear. All wear types are generated 
at the same time in the wheel during grinding process. However, one wear type will be the 
predominant depending on the wheel design, the nature of abrasive, the crystalline structure of 
the grain and grinding condition. 
 
Figure 11: Microgeometric abrasive grain wear 
Grain fracture is promoted by mechanical and thermal stress generated on abrasive grains 
intermittently. Transgranular or intragranular microcracks are generated inside the grains and 
their propagation leads to grain fracture. Transgranular cracks propagate through grain boundary, 
which makes easier the propagation comparing with intragranular cracks. Therefore, this type of 
fracture is more common than intragranular cracks, requiring higher stress. In the case of 
transgranular propagation, a complete crystal is lost. Depending on the size of crystals, the 
effect on wheel surface is negative or not for the process. If grain fracture take place on 
microcrystalline structure abrasive, self-sharpening of the grain is achieved, being a favorable 
effect for the process. However, if is emerged on conventional abrasive grains, much higher 
proportion of abrasive grain is lost, leading to a volumetric wear of grinding wheel. On the 
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contrary, this type of wear rarely occurs on monocrystalline structure, and if it occurs, it is due 
to intragranular microcraks. 
Bond fracture, also named grain pull out, is the main wear if the forces generated during 
grinding are large enough to break bond bridges. The role of bond is to hold the grains, being 
strong enough under normal grinding conditions. However, if grains are too exposed the 
mechanical stress increases, leading to a bond fracture. The loss of a complete abrasive grain 
implies high volumetric wear on grinding wheel, which affect to final dimensions of the 
workpiece if it is not adequately quantified or identified. Furthermore, process temperatures 
promotes bond softening, decreasing its strength. In extreme situations, the bond softening can 
achieve values so high that flows through the wheel matrix. In this situation, the grains are too 
embedded on the bond leading to a cutting edge reduction [33]. 
The randomness of grinding wheel surface hinders wear measurement. The characterization of 
volumetric wear is done with G-ratio in the stable wear zone, zone 2 in Figure 12. This curve 
represents the wear pattern of grinding wheels. 
 
Figure 12: Wear pattern of grinding wheel [9] 
Grinding ratio establishes wheel wear resistance and it is defined as the volume of material 
removed per unit of volume of wheel wear. In the Eq.1 G-ratio of steady stage of wear is 
represented, in which ∆Vw refers to removed workpiece material and ∆Vs to volume of wheel 
wear. G-ratio values vary in a wide range (from 1 to 60,000) depending on the wheel design and 
ground material. 
  
   
   
 
Eq.1 
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Finally, wear flat is characterized by the flattening of abrasive grains. The volumetric wear in 
this case is negligible comparing with generated on grain and bond fracture. However, its 
consequences are too negative for the process. Wear flat results in thermal damage and loss of 
accuracy in the workpiece. Also affects to process efficiency, increasing both power and 
specific energy during grinding. Comparing with other types of wear, wear flat implies great 
economic losses for grinders. Consequently, wear flat is continuously studied, being Malkin the 
first author who shown the influence of the increase of flat areas on grinding forces and the burn 
generated because too large real contact areas generate higher temperatures in the contact [15]. 
The development of new generation of abrasive leads to a recent studies worried about the 
behavior of new abrasives, including the tendency of grain flattening [16,34]. 
However, one of the handicaps of grinding wheel wear characterization is that all types of wears 
take place at the same time, thus, to study the effect of each wear type in the process is nearly 
unable. The works carried out to study wheel wear [34] do not separate each type, and develop a 
complete study identifying each wear type in different abrasive grains. Other works, focused on 
measurement of wear flat [35–37] do not take care the other types of wear despite appear in the 
wheel. They accept that wear flat predominates in the wheel and that its effects dominate the 
contact. 
As it is mentioned, both from industrial and scientific point of view, the study of the occurrence 
of wear flat on grinding wheel surface during the process is the key to understanding wear 
behavior in the contact. Accordingly, wear flat characterization is the issue addressed on the 
present work. Therefore, before starting with a deep analysis of wear flat, the study of the 
tribology of abrasive machining processes is required, in the next section is discussed. 
II.4. Tribology of abrasive machining processes 
As mentioned before, the contact between abrasive grains and workpiece material determinate 
the wear of grinding wheels. Therefore, to understand the phenomena that take place in the 
contact helps to improve grinding wheel life. Additionally, tribology is the science and 
engineering in which the interaction and hence, the friction and wear between two or more 
bodies in motion are analyzed [38]. In this sense, tribology provides a good approach and 
become in a right tool to analyze the contact between abrasive grains and workpiece material. 
Through tribological studies of grinding process, not only the relation between the parameters 
involved in grinding can be done but also the prediction of process outputs [2]. 
Regarding tribology, Archard [39] presented the first studies analyzing the contact and rubbing 
between two flat surfaces. Taking into account that the real contact area is smaller than apparent 
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contact area, the first assumption of the work carried out is that multiple contact condition are 
considered to study the contact between two flat surfaces. On Archard’s study the discontinuity 
on the contact is due to the roughness of two surfaces, on micro scale. Extrapolating this 
phenomenon to grinding process, on macro scale, the real contact corresponds to contact of 
abrasive grains embedded on a wheel matrix. Results show plastic and elastic deformation of 
contact area. 
Tests were carried out on pin on ring wear machine and different combinations of steel-steel 
contact were analyzed. Furthermore, a linear wear patterns for different applied load were done 
from 1.5 to 124 KPa. Comparing with grinding contact conditions the contact is too mild and 
the materials in contact do not correspond to grinding. However, despite wear results, even wear 
patterns cannot be extrapolated to grinding, the multi-contact consideration of two flat surfaces 
are also assumed on grinding. 
In general, the study of the contact between two bodies is not carried out with heavy contact 
conditions. One of the limitations is the device used for analyze the contact. One of the most 
common techniques is the sliding of a pin on a rotating disk, named pin-on-disk tests. The 
simplest set up of this device Figure 17 presents limitations both in maximum reached sliding 
speeds and on applied load. Therefore, different configurations of pin-on-disk devices are found 
on the bibliography depending on the required contact conditions [40,41]. In these studies, high 
sliding speeds are achieved and the pin moves radially to make non-overlapping spiral path and 
therefore allow the study of the wear pattern on the disk. 
Montgomery developed high speed pin-on-disk tests in order to study steel-steel friction under 
heavy conditions. [40]. Sliding speeds from 40 to 183 m/s and apparent contact pressures of 
140 MPa were tested. The high temperature achieved leads to a melting of pin just in contact 
with the disk and in the next step melted material is removed. Wear results of present study are 
applicable to wear resistance steels; in particular this study is directed to the study of the wear 
resistance of barrel guns. Concerning grinding process, sliding speeds are higher than achieved 
during a conventional grinding, only are suitable for superabrasive grinding wheels. 
Furthermore, contact pressures are far from achieved during grinding. 
In tribology, the most common technique to study high normal pressure, from 100 MPa to 
3 GPa is using plate impact pressure–shear friction experiments [42,43]. Dynamic conditions of 
this kind of tests present contact times in the order of µs and sliding distance of a few µm. 
Although the local contact pressures achieved are in the range of grinding conditions, the 
experiment does not present more analogies with grinding process, so, is not valid as approach 
of this machining process. 
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The more recent study analyzing friction under heavy contact conditions is carried out by 
Philipon [41]. On this work Philipon developed a new pin-on-disk set up to study dry friction 
between two metallic bodies under static and dynamic conditions. Steel-steel contact is studied 
in a wide range of sliding speeds, low speeds from 0 to 3 m/s and high sliding speeds from 13 to 
60 m/s were analyzed. The pressure achieved with designed experimental set up is 230MPa and 
the studied sliding distance was 30mm. 
This work concludes that friction coefficient decrease with sliding speed and with local pressure. 
Philipon attributes this phenomenon to thermal effects in the contact. The high temperature 
generates the oxidation of bodies in contact leading to a third body, which acts as a lubricant 
decreasing the friction in the contact. A deeper analysis of third body generation is carried out 
on following paragraphs in this section. 
 
Figure 13: Friction coefficient evolution with sliding speed and contact pressure for steel-steel dry sliding [41] 
Studied sliding speeds correspond to grinding cutting speeds as it is shown in Figure 13. 
Designed pin-on-disk is suitable to achieve high contact pressures. However, on plotted and 
analyzed results the maximum contact pressure is 33.15 MPa. In spite of mentioned differences, 
the results of this study are considered a first approach for a deeply analysis of the contact under 
grinding conditions. 
The wear of alumina as ceramic material is widely studied from a tribological point of view. 
Ceramic-ceramic behavior has been long analyzed due to the importance in a wide range of 
applications, highlighting biomedical field for the manufacture of prosthesis [44–47]. Alumina 
is one of the materials to knee or hip prosthesis manufacturing. Therefore, alumina-alumina 
wear resistance is of interest to increase and ensure prosthesis life. All the works define different 
alumina wear zones. None of the mentioned authors agree on the limits of the zones neither on 
the number of states in which alumina wear is classified. However, on every works three 
regions can be differentiated: mild wear region, transition region and severe wear region. This 
last wear happens under the heaviest contact conditions. 
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Severe wear of alumina is characterized for high stress leading to high density of intragranular 
cracking and high dislocation density. It is also demonstrated that alumina undergo plastic 
deformation when suffer compressive and shear stresses [45]. Although the results obtained in 
these studies, firstly not correspond to steel-alumina contact and secondly the contact conditions 
are far from achieved during grinding, it is possible to affirm that alumina, during grinding, is 
going to work on severe wear region. Therefore, as a close approach, the above described 
phenomenon for severe wear is also expected on alumina abrasive grains. 
II.4.1. Alumina-steel contact 
As mentioned, ceramic-ceramic or metal-metal contact has been long studied and helps to 
understand the contact between bodies in general. However, few works refers to ceramic-metal 
contact, and particularly alumina-steel contact. In the manufacturing industry, alumina-steel 
contact is usual not only in grinding process, but also in turning or milling, being alumina a 
common coating for cutting tools. Also on machine elements, such as bearings or guides 
alumina-steel contact happens. Therefore, the necessity of minimize the wear of alumina or steel 
depending on the application, leads to the characterization of alumina-steel contact [48–56]. 
There are works focused mainly on the study of cutting tools wear. On one hand, the machining 
of ceramic workpiece material using metallic cutting tools is analyzed. In this case the wear 
metallic tool is characterize, passing alumina wear over [54–56]. On the other hand, if alumina 
is used as a coat of cutting tools to improve machining efficiency, the wear of alumina is studied. 
The contact conditions on these cases promotes friction, but the wear analysis is focused on tool 
wear characterization, identifying flank wear between other instead of analyze deeply the wear 
mechanisms at micro scale, tool wear is studied, such as flank wear [57]. 
In present research work, the wear of alumina abrasive grains are going to be characterized, so 
only the wear of alumina in contact with steel is going to be deeply analyzed. In this sense, 
Ravikiran presents a numerous works studying the behavior of alumina against steel [49,51–
53,58,59]. His contributions are remarkable to understand the influence of contact conditions in 
alumina wear and derived results can be applied to alumina abrasive grains wear under grinding 
conditions. 
Analyzing the behavior during dry sliding against hardened steel, zirconia-toughened alumina 
(ZTA) and pure alumina (99.5 %) is compared [52]. While pure alumina is harder than ZTA, 
ZTA is tougher and present higher resistance to wear. Furthermore, ZTA present better 
chemical behavior than pure alumina at high sliding speed [57]. Sliding tests were carried out at 
15.5 MPa varying the sliding speed from 0.1 to 12 m/s. Both types of alumina behave similarly 
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until 7 m/s, friction coefficient is about 0.3-0.4 and decrease until 0.2 when sliding speed reach 
12 m/s. Regarding the third body generated in the contact. At sliding speeds lower than 7 m/s Fe 
particles and iron oxides are the main components. However, for higher speeds, FeAlO3 and 
Fe3O4 is the main composition of the third body. 
Regarding wear, as of 8 m/s, ZTA presents higher wear rate than pure alumina due to the higher 
influence of chemical reactions. Furthermore, ZTA presents thermoelastic instability, leading to 
a higher contact pressures and temperature. Both types of studied alumina are used to abrasive 
grain manufacturing. Therefore, to know the behavior of each alumina under described contact 
conditions is useful to select a correct abrasive grain and hence grinding wheel for a concrete 
application.  
A wider range of pressures were analyzed, from 3.3 to 30 MPa comparing 87 % Al2O3 and pure 
alumina (99.5 %) [60]. The studied speed range, steel and sliding condition, dry, correspond to 
previous study. The aim of this work is to link the influence of sliding speed (S), contact 
pressure (P) and apparent area (A) making an empirical relation between the three parameters as 
it is shown on Eq.2 Ravikiran established a critical value N=21 which separate the steady state 
from the friction thermoelastic instability. With regards to contact area, it is shown that smaller 
contact areas lead to less stable contact due to the discontinuous layer attached to worn surface. 
              Eq.2 
From works carried out by Nevelos [46] it is concluded that tribochemical reactions characterize 
mild wear region of alumina. Therefore, in the first attempt to characterize alumina wear under 
described conditions on Ravikiran studies, it could be concluded that mild wear is the 
predominant region. However, Ravikiran classified the studied wear on severe wear. This 
discrepancy with the alumina wear classification is due to the both regions are achieved and the 
outcomes of both regions are overlapped.  
In general, the majority of studies are focused on dry sliding [54,58,61]. However, grinding 
process is usually carried out with lubrication in order to minimize the wear. Therefore, the 
influence of lubrication in the contact has to be taken into account. Additionally, some studies 
are attempted to tackle the problem of lubricated sliding. In one of his works Ravikiran deals 
with this issue carrying out pin-on-disk tests using water lubrication. On this study, the effect of 
the lubrication reduce the wear at low sliding speed, lower the 3 m/s [49]. However, water 
accelerates the oxidation and for high speed the wear increase. Regarding friction coefficient, at 
low sliding speeds wet contact present lower values, however, when wear rise, higher values of 
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friction coefficient are achieved for wet friction. The values of friction coefficient for higher 
sliding speeds are about 0.3-0.4 for wet friction and 0.2 for dry friction.  
Moreover, He [62] carried out pin on plate tests using both wet air and water based lubricant. 
Achieved pressures are from 170 to 320 MPa, higher than used by Ravikiran. However, very 
low sliding speeds about 0.2 m/s are used. Results show the increase of real contact area with 
contact pressure, as happens with the evolution of wear flat areas during grinding. Regarding 
lubrication, in this work the oxidation effect due to the water lubrication is highlighted. At the 
beginning water present a lubrication effect, decreasing friction coefficient in ≈ 0.1 comparing 
with dry friction as it is shown in Figure 14. However, the oxidation of water lubricated contact 
leads to a higher friction coefficient. 
 
Figure 14: Friction coefficient evolution with sliding distance for alumina steel contact on dry and water 
lubricated conditions [62]. 
Comparing with friction coefficient during grinding, lower values of friction coefficient are 
shown on pin-on-disk tests for lubricated contact. However, friction coefficient behaves 
similarly on dry grinding reaching values from 0.18 to 0.25 [63]. For lubricated grinding, in this 
study values until 0.55 were achieved. The difference is that the main wear mechanism during 
pin-on-disk tests is sliding while during grinding have to be cutting. If grinding is efficient and 
the abrasive grains are not worn, sliding of abrasive grains present a minor influence in friction 
coefficient. However, if wear flat occurs, the main wear mechanism is rubbing and friction 
coefficient behaves as on pin-on-disk tests. 
As a brief outline, a wide range of alumina is characterized (87 % Al2O3, 99.5 % Al2O3, ZTA). 
Studied alumina is also used to manufacturing abrasive grains, making easily the extrapolation 
of results to grinding process. Different kind of tribometer is used for the characterization, being 
pin-on-disk tribometer the most common. Thus, during the present study, an original design of 
pin-on-disk set up is going to use to characterize the alumina. The maximum achieved values 
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for sliding speed on tribological tests are 12 m/s. On the contrary, cutting speed on grinding is 
about 30 m/s for conventional process and much higher, until 120m/s on high speed operations. 
Similarly, maximum real contact pressure achieved during grinding are about 1-2 GPa. Instead, 
the maximum contact pressure achieved on analyzed studies is 320 MPa, furthermore at very 
conservative speed about 0.2 m/s. The combination of high speed and high pressure has not 
been analyzed from a tribological point of view. Therefore, this lack of knowledge is going to 
be tackled during the present study. 
Furthermore, exhaustive analysis of tribochemical reactions in the contact is carried out. Third 
body is analyzed, being the composition different on each case of study. This third body 
modifies contact conditions, and it is adhered both to alumina and to steel. This issue is deeply 
analyzed in the following subsection, analyzing the effect of contact conditions and the 
materials in contact. Friction coefficient due to third body generation changes, as it is also 
mentioned for metal-metal contact [41]. The effect of dry or wet friction is also described. Dry 
friction decreases friction coefficient, which is detrimental effect for grinding process due to the 
loose of process efficiency. On the contrary, water lubrication sliding present higher values of 
friction coefficient but promotes the oxidation and accelerates the wear. 
On the one hand, the characterization of alumina is carried out under heavy contact conditions 
from a tribological point of view. However, from a grinding point of view these parameters are 
very low and are not representative of grinding contact. On the other hand, only wear rate, 
friction coefficient and third body is analyzed to characterize the behavior of the alumina. 
However, a lack of information is found regarding other parameters such as normal and 
tangential force in the contact, wear types or a deeper analysis of worn surfaces.  
As mentioned before, there are differences on the maximum achieved values in the contact 
regarding grinding. However, the tendencies of the behavior of the alumina are applicable to 
grinding process. Therefore, these contact studies are the basis to understand alumina wear 
behavior during grinding. More accurate results are going to be achieved if grinding contact 
conditions are implemented on pin-on-disk tribometer or even if the contact analysis is carried 
out during grinding. In the following subsections the contact during grinding is studied. Firstly 
the introduction of material removal mechanisms that occurs during grinding is done, analyzing 
also the approaches to characterize grinding process. After that, the study of the contact under 
grinding contact conditions from a tribological point of view is carried out, thus, the study of 
alumina-steel contact under grinding contact conditions is accomplished. 
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II.4.2. Material removal mechanisms in grinding process 
Regarding real grinding process, material removal occurs when thousands of abrasive grains 
contact with a workpiece, which is mainly determinate for cutting parameter and wheel 
topography. However, in the paragraphs above the complexity of the contact in grinding is 
explained, being the sliding friction the phenomena which dominate the contact due to the 
kinematic of grinding [64]. During sliding friction the combination of adhesion, plastic 
deformation and grooves generation leads to a material removal. Therefore, the machining of 
material in grinding is defined by three material removal mechanisms and on each one different 
wear mechanisms take place.  
 
Figure 15: Material removal mechanisms in grinding [65]: (a) rubbing, (b) ploughing and (c) cutting [65] 
The three material removal mechanisms are rubbing, ploughing and cutting [66]. Each abrasive 
grain suffers the three phases and depending on the abrasive grain penetration on the workpiece, 
and cutting speed one or other is the predominant. In Figure 15 are shown the material removal 
mechanisms. During grinding all stages take place at the same time on different abrasive grains 
and each abrasive grain reveals a different stage depending on the penetration on the workpiece. 
To a better understanding of the influence of material removal mechanisms in the efficiency of 
grinding, the interrelation with specific energy of the process is carried out. 
Specific energy of grinding process is defined as the energy required removing a volumetric unit 
of material as it is represented on Eq.3. Furthermore, Kannapan presented the theory in which 
cutting specific energy is divided in three summand [67], corresponding to the three material 
removal mechanisms In Eq.4 the ecu correspond to the energy involved in cutting, epl in 
ploughing and esl is the energy required for rubbing. 




               Eq.4 
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Rubbing Figure 15 (a), the first mechanism that occurs in the contact, is characterized for no 
chip formation and elastic deformation of workpiece material. Friction is the predominant 
phenomenon, becoming all the energy (esl) in heat, and hence contributing to the increase of 
contact temperature. In Figure 16 (b) the evolution of specific energy with wear flat generation 
is plotted. This graphic shows the effect of rubbing on specific energy. At the beginning, when 
abrasive grains present cutting edge, the specific energy of the process correspond to cutting. 
However, with the increase of wear, the total specific energy increases. This ec increase Eq.4 
corresponds to rubbing, maintaining constant ecu. Thus, the contact area increase and also the 
temperature in the contact and higher contact area leads to a less efficient process [67]. 
Consecutively, and in some cases overlapping to rubbing, ploughing occurs. The deformation 
suffered by the workpiece in this case presents higher values than for rubbing, corresponding to 
plastic deformation of workpiece material Figure 15 (b). The penetration of abrasive grains 
draws a scratch on the workpiece, the material is displaced but not material removal happens. 
Regarding the efficiency of the process, Figure 16 (a) shows the evolution of specific energy 
with equivalent chip thickness for a just dressed grinding wheel. So, it is assumed that rubbing 
specific energy is negligible [27] and a total specific energy correspond to ploughing and 
cutting. If heq present low value, the largest amount of energy correspond to ploughing. 
However, with the increase of equivalent chip thickness, epl is decreased exponentially, the 
process become more efficient for high heq. 
In the last stage, cutting of material happen Figure 15 (c). Shearing is the predominant and more 
efficient material removal mechanisms. The consumed energy is used to remove material, and 
no energy is lost in deformation or friction. Therefore, the cutting parameters have to be 
designed to achieve large enough uncut chip thickness and hence, minimizing the effect of 
ploughing and the wheel wear, specially wear flat have to be characterized to early detection in 
order to reduce the rubbing between worn abrasive grains and the workpiece. 
The predominant wear mechanism of abrasive grains affects directly to the process efficiency. 
Grinding process is designed to prevail cutting mechanism in the contact and hence, to 
maximize the efficiency of the process. However, the wear of abrasive grains modifies designed 
contact giving way to ploughing and rubbing as predominant mechanisms. Therefore, this issue 
worried both scientific and industrial communities. In this sense, from scientific point of view 
the problem have been addressed through single grain studies, which allows the easiest 
identification of wear mechanisms [65,68,69]. In following subsections, the most common tests 
carried out to the characterization of the contact in grinding are briefly outlined. 
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Figure 16: Evolution of grinding specific energy (a) with equivalent chip thickness and (b) wear flat area. The 
influence of wear mechanisms in specific energy is highlighted [27]. 
II.4.3. Approaches for the characterization of grinding process 
As it is shown above, the efficiency of the process is determinate for predominant material 
removal mechanisms, for specific grinding process and for cutting conditions. Furthermore, the 
randomness of wheel surface and the interaction of surrounding abrasive grains hinder the 
characterization of the contact between abrasive grains and workpiece. 
The experimental grinding tests have been the most popular for years to study the influence of 
grinding conditions on process efficiency and also to characterize the evolution of wear on 
grinding wheels. The main advantage of this kind of tests is that are carried out on a real 
grinding machine and hence the results are directly applicable to an industrial process. The 
influence of cutting speed, workpiece speed and even the apparent pressure can be easily 
analyzed using experimental tests. However, in many cases grinding tests present limitations 
related to control of real pressure, because when abrasive grains worn, the real contact area 
change. Wear flat area increases and hence local pressure of abrasive grain changes [34]. Also 
some limitations are found on monitoring of diverse process parameters [22,23,70,71], such as 
tool wear and temperature in contact zone, depending on grinding set up. 
Therefore, to carry out the characterization of grinding process, instead of carrying out the study 
on a real process or with real grinding wheels, diverse tests have been developed during years in 
order to isolate described phenomena. So, to ensure the control of process in terms of 
temperature, real contact pressure even grinding surface wear tribological approaches are 
required. 
On one hand, single grit scratch test is the more common technique to study material removal 
mechanism and chip formation [65,66,68]. The identification of material removal mechanisms 
is possible with this kind of test [66]. Furthermore, in the last years is also used for the 
validation of grinding force models for different grinding wheels [72,73]. Also high speed 
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scratch tests were carried out by Hadmi [74], showing the influence of the speed on the wear 
behavior. However, as it is previously mentioned the handicap of all these studies is the 
extrapolation of results to a complete grinding wheel. The randomness of wheel surface difficult 
the extrapolation of results achieved on a single grain tests. 
 
Figure 17: Pin-on-disk test set up [75] 
On the other hand, pin-on-disk test are usually used for friction characterization [40,41,74]. On 
this studies pin loaded against a disk, this is rotating at slow speed Figure 17. Both normal 
pressure and sliding speed are exhaustively controlled. Pin-on-disk tests present high versatility, 
a widely range of material can be analyzed in a wide range of pressure and speed values. 
However, these values are far from values achieved during grinding, in which until 200m/s 
speed and about 1-2 GPa pressures can be achieved. The majority of works are oriented to study 
the friction between the two materials in contact. Likewise, Klocke use pin-on-disk test to 
analyze the behavior of abrasive material [16]. In the following subsection a deeper analysis of 
pin-on-disk approach to analyze the contact between steel and alumina under grinding contact 
conditions is carried out. 
Despite the advantages named for mentioned tribological approaches, all of them present 
limitations for grinding process. On single grain tests and scratch tests, the influence of 
surrounding abrasive grains is not taken into account. Moreover, on pin-on-disk test the abrasive 
grains are not studied, only the tribochemical reaction between two materials in contact. So, the 
results obtained on these studies cannot be directly extrapolated to grinding process. However, 
these approaches are the basis to understand wear phenomena and allow the continuous 
improvements on grinding process. 
As grinding process approach in this section also grinding process simulations are going to be 
considered. During years and also in the most recent research works, the thermal analysis in 
grinding [76] have been fundamental to understand the behavior of grinding process. Also, 
modeling of material removal mechanisms and grinding forces on new workpiece materials 
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helps to the characterization of grinding [77,78]. Additionally, wheel wear and abrasive grain 
wear models [79] are developed to know the influence of materials in contact on grinding wheel 
life between others [79,80]. These models are useful to a better understanding of the phenomena 
that take place during grinding. Meanwhile, these simulations have to be verified on a real 
grinding process to be accepted from an industrial point of view. Therefore, the main industrial 
problems such as tool wear and thermal damage on workpiece are the most relevant topics on 
grinding process simulation. Tool life prediction is one of the most important issues that 
concern to grinding manufacturer. In Section II.6 modeling and simulation of grinding process 
and in particular abrasive grain wear behavior is going to be addressed. 
II.4.4. Alumina-steel contact under grinding conditions: approaches 
The grinding process kinematic is not taken into account when alumina steel contact is analyzed 
from a tribological point of view. Thus, one of the disadvantages of this kind of study is to 
extrapolate the results to real grinding process. On the contrary, the contact analysis during 
grinding present difficulties because of the great amount of parameters that take place. The 
identification of the influence of each parameter in the contact is too difficult during grinding 
process. The isolation of different phenomenon is required. 
In this sense, Klocke [16,33] characterized microcrystalline alumina. The comparison of white 
alumina with 3 SG, 5 SG and 10 SG alumina were carried out. To perform a complete analysis 
of the contact, pin-on-disk test, single scratch test and grinding test were carried out. Regarding 
pin-on-disk tribometer, alumina pin and steel disk are used. Real contact pressure between 
0.5-1.5 GPa are achieved during pin on disk tests. This real pressure is the highest seen in the 
bibliography. With a conventional pin-on-disk set up is too difficult to achieve so high real 
contact pressures. One of the handicaps analyzing the contact is to determinate real contact area 
and in this work there are no evidences of measuring real contact area. Furthermore, the 
implemented sliding speed is of 2 m/s, far from 30m/s, usual on conventional grinding. 
Likewise, the continuous contact of alumina with steel implies too high local temperatures in 
the contact, promoting the plastic flow of alumina. Contact surface presents very smooth 
appearance due to the deformation of the alumina. Furthermore, third body is adhered to 
deformed surface. FeO is the main component analyzed on adhered layer as it is shown in 
Figure 18 and also spinel (FeAl2O4) is attached between plastically deformed alumina and iron 
oxide. On this scheme are identified the more representative phenomena that occurs to alumina 
during sliding against steel. Subsurface cracks correspond to severe wear region. On the 
contrary, tribochemical reactions correspond to mild wear region. As it is previously affirm, 
alumina can be suffered mild and severe wear and its effects are overlapped. 
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Figure 18: Main findings of TEM analysis of worn alumina [16] 
Despite being the most complete study that it is found in the bibliography, the extrapolations of 
results cannot be done to a real grinding process because two critical factors are not taken into 
account. Firstly, effects of surrounding abrasive grains are not considered on single grain tests 
and on scratch tests. And secondly, on pin-on-disk tribometer a continuous contact of alumina 
with steel is studied. However, on real grinding process, the intermittent contact of abrasive 
grains occurs, the thermal cycles suffered by abrasive grains are not reproduced. Therefore, 
achieved temperature and hence the effect of temperature on alumina wear is not representative 
of a grinding process. This Study represents an attempt to tackle these two critical factors that 
affects to contact characterization. 
Taking into account the difficulties involved in the analysis of the contact on pin-on-disk 
tribometer and its subsequent extrapolation of results, the analysis during grinding is done. The 
analysis of the contact of abrasive grains with alumina is required to better understanding of 
wear flat. In this sense, the attritious wear of alumina have been deeply studied by Malkin 
[15,81]. To study the wear of alumina abrasive grains, surface grinding tests were carried out. 
Thus, high local contact pressures were achieved at 30 m/s sliding speed. Malkin affirms that 
tribochemical reactions take place in the contact between abrasive grains and workpiece. Again, 
as it is mentioned on Klocke´s analysis, despite contact parameters correspond to severe wear, 
the tribochemical reactions, typical of the mild wear regions also occurs. This fact is due to the 
alumina firstly suffer mild wear and if heavy contact conditions are imposed, after that also 
severe wear happens. Moreover, the effects of both regions are not isolated phenomena. 
Therefore, tribochemical reaction, adhesion, abrasion and plastic flow of alumina could appear 
together despite severe wear govern the contact. 
It can be concluded that the control of the heavy contact between two surfaces and the analysis 
of the phenomena that take place in the contact is a complex task. However, it is of great 
importance to the characterization of wear flat during grinding process. Wear flat is 
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tribochemical nature wear, therefore, is of interest for the present study to know the chemical 
reactions that take place during the contact are. 
II.4.5. Third body generation under grinding contact conditions 
During the analysis of the contact carried out in this section, the third body is generated as a 
result of tribochemical reactions that take place in the contact. Depending on the materials in 
contact or contact conditions, the main composition of the third body changes. Moreover, Third 
body adhered to worn alumina is determinant for the value of friction coefficient achieved. As it 
is shown analyzing different works, sliding speed or contact pressure influence the friction 
coefficient evolution. But if third body becomes increasingly important, the friction coefficient 
decrease regardless contact parameters. Therefore, it is deeply analyzed hereafter due to the 
influence of third body in the contact characterization. 
Table 2: Third body composition depending on contact conditions 
 Contact Pressure Sliding/cutting speed Third body 
Ravikiran [51,52,59] 15.5 MPa 
< 7 m/s Fe particles 
7 m/s <vs< 12 m/s FeAlO3 and Fe3O4 
Klocke [16,33] 0.5 1.5 GPa 2 m/s 
External: Fe and FeO 
Internal: FeAl2O4 
Malkin [15,27,81] 1-2 GPa 30 m/s FeAl2O4 
 
As it is mentioned different chemical reactions take place during alumina-steel contact. In Table 
2 are summarized the main third body components and the contact conditions of the most 
representative studies. Despite on these studies a temperature in the contact is not measured, the 
analyzed components gives an idea of reached values. Heavier contact conditions leads to a 
higher temperature. The temperature is a decisive parameter in the chemical reaction imposing 
one or other final Figure 19 Fe2O3-Al2O3 phase diagram is represented. Fe2O3 is an iron oxide 
and on its mineral form is named hematite and the crystalline form of Al2O3 is corundum. 
Analyzing phase diagram, it is shown that until 1100 ºC there are no chemical reactions. In this 
sense Ravikiran found Fe particles at a lower sliding speed and 15.5 MPa, the less aggressive 
contact condition. With the temperature increase first reactions lead to AlFeO3, corresponding to 
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iron oxides, in purple is marked on phase diagram. Ravikiran at higher sliding speed found this 
component together with Fe3O4, other iron oxide. 
Despite on analyzed works the temperature in the contact is not measured, it is accepted that the 
temperature in the contact during grinding is close to the workpiece melting temperature. In this 
case steel is the workpiece material, therefore, it is going to be assumed that contact temperature 
on grinding is about 1375ºC. This tempereature is highlighted on phase diagram in red Figure 
19. Above this temperature spinel appears. There are different composition for spinel being the 
FeAl2O4 the more predominant between these two materials in contact. The chemical reaction to 
generate FeAl2O4 needs higher temperature than the oxidation. On phase diagram the range of 
temperature that corresponds to spinel formation is marked in blue. Therefore, spinel only is 
generated if heavy contact conditions are imposed as on Malkin´s works, on real grinding 
process. 
 
Figure 19: Fe2O3-Al2O3 phase diagram [82] 
Besides that, Klocke found spinel, Fe particles and iron oxide. FeAl2O4 is formed in the 
interface between FeO and alumina and is only ocasionally observed. Klocke affirm that FeO 
layer is melted and subsequently cristallization of the melted oxide occurs. Melting temperature 
of FeO is 1240 ºC [16]. At this temperature the plastic flow of alumina also occurs, as it is 
shown in paragraphs above. Comparing Malkin and Klocke results, differences on third body 
composition are found, however, the range of contact temperature in both cases is almost the 
same. So the dissimilarities found on the third body are due to the thermal cycle of the alumina. 
In the case of grinding, abrasive grains present intermitent contact. Therefore, the melting and 
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subsequent crystallization of FeO is not the predominant phenomena in the contact. On the 
contrary, on pin-on-disk test a continuous contact of alumina promotes mentioned chemical 
reactions and smooth layer formation. 
As it is shown, third body governs the contact between alumina and steel under heavy contact 
conditions. In the present Research work the contact during grinding process is addressed, and 
in particular the wear flat evolution is going to be studied. Wear flat is a tribochemical nature 
wear, being third body generation directly linked to wear flat. So, to know how each parameter 
affects to third body generation to a better understanding of wear flat evolution is required. In 
Section II.5 a deep analysis of wear flat is carried out. 
II.5. Wear Flat of alumina grinding wheels 
II.5.1. Wear Mechanisms involves in wear flat generation 
In the paragraphs above, wear types are described, related not only to abrasive grain wear but 
also to whole grinding wheel wear. Abrasive grain flattening occurs due to the overlapping of 
wear mechanism between abrasive grains and workpiece, changing contact conditions and 
promoting wear of abrasive grains. Therefore, deeply mention to wear mechanisms which leads 
to wear flat is done hereafter. 
Heavy contact conditions are achieved during grinding, pressure values are in the order of 
1-2 GPa, promoting very high local temperatures, close to workpieces melting point [27] and 
high tribological stress. Furthermore, the small depth of cut and high cutting speed of the 
process, comparing with other machining processes, promotes sliding friction. This 
phenomenon dominates the contact between abrasive grains and workpiece [63]. Henceforth, to 
analyze the contact of abrasive grain, the cutting material is not taken into account, only the 
phenomena that affect to abrasive grains is considered. 
Wear flat is a tribochemical type of wear [27]. Mechanical effects are related to abrasion, 
adhesion and plastic flow of abrasive grains. Chemical reactions depend on materials in contact 
and the temperature on the contact leads to a different compound. All the mechanisms appear at 
the same time being impossible to isolate each one and study its consequences separately during 
grinding process. Abrasion of material occurs due to the differences of hardness between grains 
and workpiece. The grains are harder than the workpiece; however, abrasive grains also suffer 
the friction effect. 
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Adhesion is characterized by micro-welding between materials in contact and the breakage of 
generated bridges. It is promoted by high temperatures and the absence of coolant in the contact. 
Plastic flow of abrasive material is encouraged by forces supported by the grain. Due to the 
plastic flow, peaks on abrasive surface disappear, decreasing the friction in the contact. Finally, 
chemical affinity of materials in contact accelerates wear process and leads to a new 
components in the contact, composing the third body. The concept of the third body is 
previously explained in Section II.4.3. In general, described wear mechanisms increases their 
effects with high temperatures reached during grinding and their influence on the wear is 
reduced if the contact is adequately lubricated. 
From the wear mechanisms described, chemical affinity of materials in contact is the 
predominant phenomena. One of the factors to take into account when an abrasive material is 
chosen for specific application is its chemical affinity with the workpiece material. For example, 
to ground steels, SiC abrasives are avoided. In this sense, alumina is the most widely used 
abrasive for steel grinding. Its chemical affinity is not as high as SiC material, however also 
chemical reactions take place during grinding, related to the oxidation of iron and the reaction 
with the abrasive. The following chemical reaction Eq.5 governs the contact between ferrous 
materials and alumina [27]. 
2Fe +O2 +2Al2O3 → 2FeAl2O4 Eq.5 
Spinel (FeAl2O4) is the main component generated between steel and alumina contact under 
grinding conditions as it is previously explained on the third body analysis. This component is 
attached to the flat abrasive grains with the formation of very strong links, changing the contact 
conditions [83]. Wear flat of abrasive grains and the third body adhered to flat surfaces decrease 
friction coefficient. Coolant also influences in chemical reaction. On one hand, if water 
lubricant is used, reached temperatures are lower, so the stimulation of chemical reaction is less 
aggressive. On the other hand, water accelerates the oxidation of iron, and hence the third body 
generation [49]. However, lubricate the process presents more beneficial effects, so there are 
only few applications in which dry grinding is applied. 
II.5.2. Wear Flat characterization during grinding 
Wear flat occurrence is conditioned by contact conditions. Its evolution during grinding affects 
to process efficiency, increasing the temperature in the contact, normal forces and power 
consumption. However, if adequate characterization of wear flat is carried out, the damaging 
effects of wear could be reduced or even detached. Thus, if the occurrence and evolution of 
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wear flat is decisive for a particular grinding process, dressing could be adequately design to 
avoid achieving large flat areas. In this sense, the first step is to measure the areas corresponding 
to flat grains using % A parameter, which is widely used to characterize this type of wear. 
The % A is the percentage of flat surface compared to the apparent area of grinding wheel. 
 
Figure 20: Evolution of grinding forces with wear flat [27] 
Malkin studied the influence of % A on grinding forces as it is shown in Figure 20. The two 
analyzed steels present the same behavior. At the beginning, to low values of % A, forces 
increase slowly showing efficiency grinding. However, a critical % A is reached and forces 
present a high increase. This critical value establish the burn in the workpiece and the decrease 
of process efficiency [81]. In the same way, as % A increase, friction coefficient decrease, 
promoting the sliding friction in the contact. The loose of cutting edges of abrasive grains 
occurs, being ploughing and rubbing the material removal mechanisms. 
Malkin study deeply grinding wheel wear and its influence during grinding process [81,84]. 
This works evolve not only wear flat, but also fracture wear using monocrystalline alumina to 
ground steel. Using monocrystalline alumina transgranular grain fracture is avoided, but wheel 
may suffer bond fracture. One of the handicaps of these works is that wear flat is not isolated 
from the other type of wear. If abrasive grain flattening occurs, grinding forces increase. So, 
bond fracture could take place, losing a flat abrasive grain. For the process, these consecutive 
events present advantages. However, the evaluation of wear flat generation is not possible and 
after the loose, starting again grain flattening on a new abrasive grains. 
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In the same way, these studies reveal that wear flat area increases with the wheel hardness. The 
hardness of grinding wheels is referred to the resistance of the bond to maintain abrasive grains 
embedded on a wheel matrix. So, harder wheels require higher tangential forces to break a bond. 
If forces are not higher enough to break the bond bridges, the flattening of abrasive grains is 
growing steadily and hence achieved % A is higher. Regarding dressing influence, fine dressing 
promotes a faster evolution of wear flat. The flatness of just fine dressed abrasive grains is 
higher than if coarse dressing is done. The topography achieved on both cases is different. With 
coarse dressing more distance between contact areas are obtained. Larger cutting edges are 
achieved. On the contrary, closer contact areas related to fine dressing promotes the increase of 
the temperature, and the evolution of wear flat is faster than for coarse dressing. Third body is 
also generated in the contact, corresponding to spinel FeAl2O4. An extensive analysis of third 
body analyzed by Malkin has been presented in Section II.3 on this chapter. 
 
Figure 21: Plastic flow of SG abrasive grains and third body adhesion (a) a complete worn abrasive grain and 
(b) detailed flat grain and third body adhesion [34] 
More recent work related to wear flat occurrence on alumina during grinding process is carried 
out by Nadolny [34]. In this case, microcrystalline alumina is characterized, due to the 
popularity and the extensively use in the industry. The experimental work is carried out for 
internal cylindrical grinding using SG grinding wheels, analyzing wheel life, wheel topography 
and the predominant wear phenomena. Nadolny confirms that abrasive wear, plastic flow, 
thermo-fatigue wear and micro chipping happen in the contact between SG alumina and steel. 
Furthermore, to high percentage of bond in the wheel, plastic flow and abrasive wear 
predominates the contact. In this case, wear flat is the main wear type. The higher amount of 
bond is in contact with abrasive grains. If grain temperature increases, the bond around the grain 
is also heated. Consequently, tribochemical reactions and plastic flow of alumina is promoted. 
In Figure 21 both phenomena are shown. On this work the effect of each wear type is not 
individually analyzed. Nadolny is not concerned about the influence of wear flat as isolated 
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phenomena, but in the different type of wear that SG alumina grinding wheel can be suffered. In 
this sense, despite the study is focused on internal cylindrical grinding, obtained results can be 
directly extrapolated to other industrial cases. 
As it is shown on Klocke’s tribological tests [16], Nadolny confirms that during grinding tests 
plastic deformation of alumina also occurs. Described plastic deformation is generated because 
of the sliding of microcrystals promoted by high temperatures in the contact and subsequent 
adhesion. On the contrary, monocrystalline alumina is analyzed by Malkin, being the plastic 
flow of alumina not mentioned during all the studies. The reason is that on monocrystalline 
alumina there are not crystals inside the grains, a complete grain is formed by an only crystal. 
So, the effects that lead to plastic flow of alumina cannot take place on monocrystalline abrasive 
grains. Meanwhile, plastic deformation of alumina depends not only on the size of microcrystals 
but also in the strain level in the contact. 
 
Figure 22: Thermal cycle experiment on conventional and SG alumina carried out by Klocke [16] 
Klocke [16] compare the behavior of white alumina, which is conventional alumina, with SG 
alumina. Firstly, thermal cycle experiment was carried out showing a lower heat conductivity of 
SG alumina comparing to white alumina as it is shown in Figure 22. This difference is attributed 
to a higher grain boundary in SG alumina as well as to the presence of pores. Lower heat 
conductivity leads to a higher plastic deformation of alumina and also promotes tribochemical 
reactions. Therefore, during pin-on-disk a smooth surface of SG abrasive grains is shown due to 
the plastic flow and third body generation as it is previously mentioned Figure 18. 
Accordingly, the crystalline structure of abrasive grains have an influence on plastic flow of 
alumina and hence of wear flat occurrence. In this sense, there are not works comparing the 
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behavior of the three crystalline structures under real contact conditions. To ensure an 
exhaustive control of contact conditions a tribological approach together with real grinding tests 
are required. Therefore, in the present research work the comparison of crystalline structure of 
abrasive grain on the wear flat generation is going to be addressed. Hereupon, Klocke’s work, 
provide good approaches of the behavior of the alumina against steel from a tribological point 
of view. However, the contact conditions reproduced on the tribometer do not reach real cutting 
speed of grinding process. This study has been deeply analyzed in Section II.4.3. 
II.5.3. Wear Flat and wheel topography measurement techniques 
One of the handicaps of grinding process analysis is to measure grinding wheel topography. 
Numerous techniques have been developed for the characterization of grinding wheel 
topography in general, and of wear flat in particular. Nature of abrasive grains and randomness 
of wheel surface make difficult the measurement of wheel topography. There is not established 
a commonly accepted methodology to characterize wheel topography and hence wheel wear. 
From scientific point of view different techniques have been developed during years. However 
the specific preparation of specimens or wheel surface and high time consuming methods hinder 
the application on industrial environments. 
In general, the technique to measure wheel topography is divided in two steps. Firstly the 
topography is obtained. The methods are divided on contact or non-contact and can be carried 
out during grinding, which are known as online methods, or once the grinding process has 
finished, offline methods. The tendency in the last research works is to develop online methods 
because from an industrial point of view only these are suitable. Subsequently, achieved 
topography have to be analyzed, thus, the data have to be assessed to quantify the wear. In the 
following paragraphs the most used methodologies are presented, pointing out its advantages 
and limitations. 
Contact methods are basically referred to profilometer technique [85,86] and usually are not 
implemented on a grinding machines. In this case, depending on the size of the stily, surface 
information can be lost. Nowadays, they are rarely used for wheel surface characterization due 
to their limitations. Therefore, in the last years a great amount of works based on non-contact 
methods are developed to characterize wheel topography. Great diversity of methods are 
undertake depending on the needs. One of these is based on grinding sound and it was 
implemented to determinate the necessity of dressing [87]. This monitoring system was 
developed using neural network technique. From the dressing sound is taken the reference 
frequency and wheel surface is discriminated depending on the frequency of grinding signals. 
Moreover, acoustic emission (AE) methods are developed to wheel topography characterization 
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of alumina grinding wheels [24]. The measurement is carried out at 30 m/s, being an advantage 
regarding optical scanning methods. However, the study is focused on roughness parameters of 
wheel topography and the relation with process parameters and wear flat study is not addressed 
using AE quick method. 
 
Figure 23: Automatic image processing device implemented on surface grinding machine [88] 
As it is described, in general these sensors are not available for practical applications or are not 
able to analyze wear flat. However, optical methods do not attempt to all these limitations. The 
low time consuming and wheel or workpiece material independence becomes optical methods 
on an optimal solution to wheel topography characterization. Therefore, optical method is going 
to be used to characterize wear flat evolution on the present Study. In general, optical methods 
are performed on grinding machine, so are classified as online methods. However, online term 
leads to discrepancies in the bibliography. If wheel measurement is carried out during grinding, 
online methods are considered. However, the majority of devices are not able to get the surface 
topography at cutting speed and the wheel has to be decelerated even stopped during the 
measurement. Both software and hardware limitations and also the presence of cooling during 
grinding do not allow online measurement. To achieve an accurate topography, wheel surface 
has to be dry, otherwise, the water disperse light or laser rays.  
Different works related to wheel loading measurement [89,90] or wear flat characterization [35–
37] are carried out by optical methods. CCD camera is used to get 2D images of wheel surface, 
and confocal technique is implemented to analyze3D topography. This last measurement is 
usually conducted outside the grinding machine, due to the complexity of the microscopes, and 
on the contrary is usually undertaken to complement the grinding surface analysis [34,91]. 3D 
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roughness surface parameters are taken from these measurements, being Abbot Firestone curve 
a useful parameter to determinate both loading or abrasive grain sharpness loose. 
The characterization of wear flat is usually done through the analysis of 2D images taken using 
CCD camera implemented on surface grinding machine as it is shown in Figure 23. Some works 
are focused on the development of an automatic image processing device [35,37,88]. Despite 
this method is classified as online method, the images are taken with the wheel stopped and the 
position of the image is servo controlled to ensure the analysis of wear flat on the same abrasive 
grains. However, due to the randomness of the abrasive surface, it is not mandatory to analyze 
the same abrasive grain during a complete study. It is enough to take a high number of samples 
and take the mean value of wear flat for each wear state. 
The particularity of wear flat is that a flat surface is generated on abrasive grains. To measure 
the area corresponding to flat surfaces this property is seized. The technique of coaxial light is 
widely used to measure wear flat [35,88]. Once images are taken, 2D images have to be 
analyzed. A great variety of methodologies are developed. The most common and the least time 
consuming image processing technique is related to the binary segmentation of images. The 
difficulty is to determinate the threshold value which divided flat area from rough surface. In 
general, the images are analyzed on gray scale, establishing the threshold values to determinate 
flat or not flat surface. Mathematically, the binarization is defined as it is shown on Eq.6, where 
t is the threshold value established and gq is the grey level of the corresponding pixel. 
       {
                
            
} Eq.6 
Likewise, diverse filters are developed to differentiate the real wear flat areas from other 
measured points that do not correspond to flat grains. One of the technique is based on the 
detection of pixels that are on the focus plane, which correspond to wear flat [35]. The region 
growing method was also developed to characterize wear flat evolution [36]. The limitation of 
this method is that the same abrasive grain has to be analyzed, so angular encoder and wheel 
position servo control is required. In Figure 24 previously detailed steps to wheel topography 
characterization or schematically plotted. 
Additionally, depending on the wheel surface and abrasive grains nature, wear flat 
characterization becomes on a challenging task. While the identification of wear flat on CBN or 
diamond abrasive grains is fairly straightforward, on alumina grinding wheels the abrasive 
grains and bond present difficulties to be differentiated. Furthermore, the translucent 
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characteristic both of alumina and vitreous bond hinder this identification. In these sense, the 
analysis of alumina grinding wheel on a vitreous matrix is going to be analyzed. To carry out 
the characterization of wear flat evolution on this wheels, the image collecting are done using 
binary segmentation technique to quantify the % A on wheel topography. 
 
 
Figure 24: Schematic diagram of wheel surface analysis [88] 
II.6. Simulation of grinding process 
Simulation and modeling of grinding process is an excellent tool to select the optimum 
combination and process strategy in order to achieve minimum process time and maximum 
workpiece quality and process efficiency. An adequate combination between process and 
machining parameters and grinding results makes process simulation almost essential both for 
industrial production and for research community. Therefore, modeling and simulation of 
process has become on a critical predictive analysis for grinding. 
Parameters such as, grinding forces, grinding temperature, abrasive wheel topography, thus 
wheel wear, or even surface integrity are predicted using grinding models and simulations. 
Some models are more suitable for grinding design while others for control the process. There 
are different categories of models with different application areas as it is represented in Figure 
25 [92]. Physical, empirical and heuristic models are the three main types. Physical models 
involve regression, finite element, fundamental analytical, kinematic and molecular dynamic 
models, which are described for macroscopic to microscopic studies. Regression and artificial 
neuronal net are referred to empirical models and rule based model correspond to heuristic 
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model. One of each model category presents advantages and limitations, so a brief gathering of 
this kind of models is accomplished hereafter. 
 
Figure 25: Application and classification of different types of grinding models [92]. 
Fundamental analytical methods are based on mathematical formulations, providing a good 
understanding of grinding. These methods are widely used to model grinding forces, process 
energy or contact temperature [73,93]. However, the accuracy of the process relies on input 
parameters, which are obtained experimentally. Kinematic models reproduce in detail grinding, 
being the results too close to real process. On the contrary, kinematic models are high time 
consuming and it is very complex to reproduce realistic grinding wheel topography. Therefore, 
single grain approaches are reproduced and only the tendency of forces or other parameters can 
be obtained, moreover, material removal mechanisms are analyzed [14,65,94]. 
Finite element analysis enable the simulation of the complete grinding process, however the 
computational requirements is very high. This type of method needs an experimental result to be 
verified and in some cases there is not possible to measure required parameters with accuracy, 
such as temperature in the contact. However, are widely used to removal mechanism simulation 
[95] or grinding temperature simulation [96] between others, being focused on macroscopic 
behavior of grinding. As on kinematic methods, instead of simulate a complete process, the 
approach of single grain is broadly used. 
On the contrary, molecular dynamic models are developed to the understanding of microscopic 
material behavior and material properties at atomic level. Three dimensional simulations of 
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single grain studying the interaction with a workpiece are carried out as it is shown on Figure 26. 
Material anisotropy and atom-atom interaction is modeling, being simulations of very high CPU 
and time consuming. The most studies are focused on micro cutting, no specially in grinding 
[97]. The simulation of grinding process is limited to initial states of the contact, being contact 
length in the order of nm and contact time in ps [98,99]. Analyzing scratching models or even 
grinding, the largest work achieve 120 000 atoms [100,101]. Moreover, on molecular dynamic 
studies the abrasive grain is not being studied, the attention is focused on material removal 
mechanisms. 
 
Figure 26: Groove scratching tests with 2 grains 360 000 time steps, 144ps. (a) side view, (b) top view [92]. 
The main reason to develop a regression analysis method, mathematical statistical method, is 
the low computational power. Results obtained from this method are highly dependent of 
number of experiments and their quality. The majority of the works are focused on grinding 
forces modeling for different workpiece and abrasive materials in order to optimize both 
grinding and dressing processes [102]. Additionally, wheel wear is also analyzed basically using 
G-ratio parameter. Comparing with artificial neural net (ANN) models, both present an equality 
on the quality of simulations. As well as on regression methods, a great amount of data is 
required, in this case for training. The design of an adequate ANN is very complex. Meanwhile, 
these two methods are promising if they are combined with physics models. In grinding, ANN 
are useful to predict both output and input parameters and also to monitoring of grinding. The 
prediction of wheel life is possible using ANN models [103]. Finally, ruled based methods are 
developed in order to help human reasoning when difficult problems have to be addressed. A 
sophisticated knowledge base helps to achieve high quality prediction of output parameters. 
Different algorithms are developed to learning and reasoning of grinding behavior. In general, 
rule based methods are designed for give recommendation of grinding to users, combining the 
design of grinding wheel and the election of grinding parameters [104]. 
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As it is described, to accurate process modeling, wheel topography, workpiece characteristics as 
well as kinematic of the process has to be taken into account, being a complex relationship 
between all of them. Force models are developed to predict grinding wheel wear, so it is also 
necessary to consider wheel topography. Moreover, force models also predict grinding energy, 
allowing the determination of contact temperature and its effect on workpiece surface integrity. 
Therefore, workpiece characteristics have to be taken into account too. Thus, there are 
difficulties to develop accurate simulations and there are wide varieties of models focusing on 
the design and control of grinding process. Meanwhile, the first grinding simulation correspond 
to 2D models [105], while the most recent studies are referred to 3D models [106–108], because 
of the computational power increase. Furthermore, there are not many works referred to 
abrasive grain wear. Temperature, forces and material removal mechanism are topics which 
concern to researchers in this field, leaving out the wear of abrasive grains. The present research 
work is focused on wheel wear, particularly on wear flat, therefore, in the following paragraphs 
a deeply analysis of wheel topography and abrasive grain wear modeling is tackled. 
II.6.1. Modeling of grinding wheel topography  
The randomness of wheel surface and diverse shapes of abrasive grains hinder wheel workpiece 
contact modeling. Single grain tests have been the most popular to understand the contact in 
grinding. To simulate single grain contact finite element methods or analytical methods are used 
[109] . However, the main objective of these works is usually the characterization of material 
removal mechanisms, without considering the wear suffered by the abrasive grain. Moreover, 
the shape of the abrasive grains is widely discussed in the bibliography. Conical, spherical 
ellipsoidal, pyramidal even irregular shapes of abrasive grains are analyzed in order to achieve 
more realistic contact modeling [110–112]. 
Nevertheless, carrying out a single grain tests the influence of surrounding abrasive grains is not 
taken into account. In this sense, high efforts to modeling wheel topography have been done. 2D 
and 3D topography models were developed using physical approaches [113] and stochastically 
approaches [114]. These models take into account abrasive grain shape and size, random 
distribution of wheel matrix and dressing mechanics accounting for fracture and deformation 
leading to a dressed surface. In Figure 27is presented a general 3D wheel surface approach. 
Moreover, volumetric composition of grinding wheel is considered to simulate 3D wheel 
structure using a numerical method [112]. The shape and position of the grains, the pores even 
the bond are simulated, leading to a realistic wheel matrix. However, this work do not take into 
account the effect of dressing process on wheel surface neither the wear suffered by abrasive 
grains. Osa [115] simulates the wheel-workpiece contact and to reproduce 3D structure of 
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grinding wheel discrete element model (DEM) is used, showing that DEM is a useful tool to 
grinding wheel modeling. In the same way, this study reproduces the wheel topography but the 
wheel wear is not addressed. 
 
Figure 27: Scheme of 3D topography physical approach [110] 
Regarding workpiece ground roughness and wheel topography prediction, mathematical models 
are developed taking into account wheel topography dressing effect and also wear effect [116]. 
The wear is introduced in the model as a height (0-3 µm) from the highest peak obtained with 
dressing modeling. These wear values are suitable to reduce the roughness, however, high wear 
values leads to thermal problems. 
On the one hand, there are some works in which the attritious wear and grain fracture is taken 
into account to determinate real grinding forces [117]. From this analytical model grinding 
forces, power consumption, workpieces burn identification even workpiece roundness are 
obtained, being the wear an input parameter to the simulation. On the other hand, works which 
refer to abrasive wear are focused on the wear of steel, without model the wear suffered by 
abrasive grains [111]. Blunting of abrasive grains is also modeling on this research work 
achieving an empirical expression for blunting. However, this simulation cannot be directly 
extrapolated to grinding process due to the contact conditions and because in this modeling pin 
steel against abrasive paper has been analyzed. Moreover, this work concludes that the wear of 
brittle materials is proportional to the hardness, therefore abrasive grains present higher wear 
resistance than steels. Additionally, regarding grinding process, Torrance affirms that the rake 
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angle of abrasive grains also affect to the wear rate between abrasive grains and workpiece 
material [111]. 
II.6.2. Modeling of grinding wheel wear 
With concern to abrasive grains wear, this is mainly modeling taking into account the flattening 
of abrasive grains, being the height value of wear the parameter of interest in the majority of 
cases, because determinates the penetration of abrasive grain in the materials. In this sense, 
probabilistic method is developed [118] in order to predict the state of wheel surface during 
grinding, which is determined for the number of contacts of each abrasive grain with the 
workpiece. 
More specific model is developed to characterize the wear and wheel life expectancy of CBN 
abrasive grains taking into account two different phases [119]. In the first phase grain pull out is 
considered and in the second phase grain wear, involving wear flat and grain fracture together. 
To model the first phase, grinding kinematic, grain-workpiece thermal shock and Paris-law 
approach is considered, showing that the thermal stress affects until 5 times more than 
mechanical stress to grain pull out. Additionally, second phase is modeling with Preston 
approach, showing that the grain wear rate is highly dependent of workpiece feed rate. 
Regarding wheel loading, analytical model is developed [120] based on the adhesion of 
workpiece material to CBN abrasive grains. The abrasive grain size and number of cutting 
edges are known. However, wheel loading have to be quantified with the workpiece material 
embedded on wheel pores and not only taking into account the material adhered to abrasive 
grains. In fact, this analytical model predicts a high dependence of wheel loading with depth of 
cut and with cutting speed.  
Finally, wear flat have been simulated through an statistical analysis allowing the determination 
both of active grain density and wear flat area [121]. In this work a pyramidal grain shape is 
assumed for diamond abrasive grains, becoming on square flat areas with wear. Linear relation 
between grinding forces and wear flat area is achieved for the different tests carried out as it is 
shown in Figure 28. The advantage of simulate CBN or diamond abrasive grains is the ease of 
real measurement real of wear flat values to validate the simulation and the ease to determinate 
the active grains of the surface. On the contrary, using a conventional abrasive grains, this two 
aspect hinder the characterization. 
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Figure 28: Evolution of normal specific grinding force with wear flat increase. 4 simulated cases are 
represented varying cutting parameters [121]. 
In this sense, a mathematical model for flat area determination taking into account mechanical 
and physicochemical reactions is developed [122]. In this study conical shape of alumina 
abrasive grains is modeled. The formulation is done regarding the grain weigh loss due to the 
mechanical interaction and the grain weigh loss because of chemical affinity of material in 
contact. However, this approach does not take into account the adhesion of third body to flat 
areas. The third body changes the contact conditions, the materials in contact change and hence, 
the physiochemical defined interactions are different once third body is adhered to flat grains. 
Briefly summarizing, works focused on the prediction of wheel wear are mainly focused on 
analytical approaches. Finite element model or discrete element models are not developed to 
predict grinding wheel wear. Meanwhile, almost all analyzed wear models are validated with 
CBN or diamond grinding wheels, due to their easy characterization. However, conventional 
abrasives are the most used in the industry and in fact the less characterized. Furthermore, the 
majority of works analyzed are focused on wheel loading, grain pull out even on wear rate, 
which can be generated due to attritious wear and grain fracture. Wear flat is a very few 
simulated wear. The tribochemical reactions that lead to wear flat and the continuous changing 
contact conditions hinder contact modeling. Third body generation is one of the factors which 
have not been taken into account for wear flat simulation and on the contrary present great 
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influence on the contact. In this sense, the present research work is focused on the simulation of 
tribochemical reactions that leads to a wear flat occurrence taking into account the adhesion of 
third body to flat surfaces. Therefore, the contact between abrasive grains and workpiece is 
going to be tackled from a tribological point of view. Hereafter the simulation of the contact 
using DEM is assessed. 
II.6.3. Application of DEM to tribological studies 
Discrete element method (DEM) is a numerical method for modeling different physical states 
such as movement, temperature, and position, for a great number of elements. The model takes 
into account all the interactions between two particles or between a particle and geometries. 
DEM is commonly used to model discrete media, heterogeneous material, being a very useful 
for composite modeling [123] between others. However, the development of cohesive beam 
model allows the simulation of continuous materials using DEM [122], without miss the 
particularity of its discontinuities. This fact becomes a discrete element method on a suitable 
approach for the wear and fracture simulation. 
 
Figure 29: DEM simulation of the contact between two bodies and third body generation [124] 
The contact between two bodies has been studied using both FEM and DEM. The models 
developed using FEM are generally based on Archard wear law [39]. However, one of the 
handicaps of FEM is that once the material is detached from one of the bodies, is no longer 
taken into account. However, in a real contact, once the material is detached the third body 
generated is retained between the first two bodies in contact. The adhesion force is the 
responsible of maintain the third body in the contact. Moreover, DEM allows maintaining also 
the third body in the contact as it is shown in Figure 29, being the adhesion forces well 
represented. In this sense, several studies were carried out modeling the contact between two 
bodies and the third body generation [124,125]. 
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In parallel, abrasive processes, from polishing to grinding, are studied using DEM. The discrete 
abrasive particles used on polishing [126] are well modeled using discrete media, furthermore 
wear occurs in the contact. Grinding wheels present heterogeneous matrix, composed by pores, 
grains and bond. Moreover in the contact between abrasive grains and workpiece, adhesion, 
abrasion and fracture occur, so DEM is an adequate approach to simulate the process [115]. In 
this work discrete elements simulate the abrasive grains and beams properties correspond to 
bond properties. 
Taking into account on the one hand the suitability of DEM for wear and third body 
characterization and on the other hand the discontinuous attribute of grinding process, in the 
present research work DEM is going to be used to simulate the contact between abrasive grains 
and the workpiece. Moreover, this model is going to be capable to reproduce the third body and 
its influence on the contact. 
II.7. Conclusions 
After a deep analysis of the state of the art relating to the wear of abrasive grinding wheels and 
in particular the characterization of wear flat on alumina grinding wheels, the following 
conclusions can be drawn: 
 One of the most generalized problem in the study of wheel wear during grinding 
process is the overlapping of different type of wear. This fact hinders the analysis of 
each type of wear separately and the effect of each occurrence on the process. The 
isolation of each type of wear is not addressed on real grinding tests. 
 The values of %A obtained in grinding tests is not very large due to the presence of 
grain pull out or grain breakage at the same time of wear flat increase. Therefore, the 
real evolution of wear flat cannot be analyzed. In order to address this problem, in the 
present work the isolation of wear flat from the other type of wear is going to be 
addressed. 
 Malkin carry out a real grinding tests analyzing monocrystalline grinding wheels and 
varying wheel hardness, showing maximum values of wear flat about 8% for 
500 mm
3
/mm. Also the influence of dressing parameters has been studied, concluding 
that fine dressing promotes a more rapid evolution of wear flat than coarse dressing. 
Therefore, the flatness of just fine dressed abrasive grains is higher than if coarse 
dressing is done. However, obtained values are not too large due to the occurrence of 
the other type of wear at the same time. 
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 Form the different works analyzed, can be shown the dissimilarities between analyzing 
wear flat on CBN or diamond grinding wheels and on alumina grinding wheels. Almost 
all methodologies to characterize or quantify wear flat are developed on CBN or 
diamond grinding wheels. However, the characteristics of alumina abrasive grains and 
the corresponding bond hinder the extrapolation of CBN methodologies to alumina 
grinding wheels. 
 Likewise, there is the necessity of characterizing wear flat in alumina grinding wheels 
because are the abrasive type used in the industry. Therefore, in the present work the 
evolution of wear flat on alumina grinding wheels is going to be studied. Moreover, 
from the analyzed methodologies to quantify wear flat, the technique of coaxial light is 
going to be applied. 
 In order to study the effect of wear individually, single grain tests or tribological tests 
are developed. However, the extrapolation of achieved results under controlled 
parameters on these specific test benches to real grinding process is not immediate.  
 The most relevant works to analyze the contact between alumina and steel are 
developed using pin-on-disk tribometer. However, one of the limitations of this kind of 
test bench is the contact conditions which can be reproduced. 
 While on conventional grinding tests 30 m/s sliding speeds and 1-2 GPa contact 
pressure are achieved, the heaviest contact conditions achieved on pin-on-disk are 
12 m/s and 320 MPa, but not achieved at the same time.  
 Despite Klocke develops the most complete study of alumina-steel applied to grinding 
process, two shortcomings are detected. On the one hand, Klocke develops pin-on-disk 
test analyzing SG alumina, in which s=2m/s and pr=0.5-1.5 GPa. However, the contact 
conditions are not clearly exposed in this study. Thus, in the present work a new design 
of pin-on-disk tribometer is going to be developed and it is going to be mounted on a 
real grinding machine in order to achieve s=30 m/s. 
 On the other hand, in the same study, the extrapolation of SG wear results from the 
tribometer to grinding process is performed, without consider the differences in the 
thermal cycle suffered by the alumina. In the present work, this limitation is going to be 
tackled using real grinding wheel as a disk in contrast with pin of raw alumina used by 
Klocke. 
 On the analyzed experimental works, grinding and tribological tests, the influence of 
third body generation and its adhesion to worn alumina is observed. The third body 
reduces friction coefficient changing contact conditions between alumina and steel, 
promoting sliding friction. 
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 Likewise, depending on the crystalline structure analyzed the composition of third body 
present variations. Malkin on grinding tests study wear flat of monocrystalline alumina, 
showing FeAl2O4 the main component of the third body. In contrast, Klocke on 
tribological tests found iron oxide as the main composition of the third body. 
 Regarding wear modeling, wear flat have not been deeply analyzed. The few works 
referred to wear flat are based on analytical models, without taking into account the 
influence of third body in contact conditions variations.  
Finally, once the shortcomings in the state of the art are identified, in the present work the wear 
flat of alumina is going to be deeply analyzed. Firstly, the occurrence of wear flat and its 
quantification is going to be addressed on alumina grinding wheels. Likewise, the influence of 
crystalline alumina and of grinding parameters is going to take into account. The worn alumina 
is going to be deeply analyzed in order to better understanding of third body generation in the 
contact. Moreover, tribological tests are going to be carried out in order to control contact 
conditions during alumina wear. And after that, the wear of alumina abrasive grain is going to 
be modeled in order to study the influence of temperature in the contact and wear evolution and 
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 ON THE DEVELOPMENT OF WEAR FLAT OCCURRENCE III.
ON ALUMINA GRINDING WHEEL DURING GRINDING 
III.1. Introduction 
In the review of the state of the art it is shown the difficulties of grinding process and wheel 
wear characterization mainly for the randomness of grinding wheel and also for the heavy 
contact conditions between abrasive grains and the workpiece. In this chapter specific grinding 
experimental tests are developed in order to achieve the closest conditions to real grinding 
process, implementing real sliding speed and using a real grinding wheel. Therefore, the present 
experimental work primarily is focused on the analysis of the occurrence of wear flat in 
grinding wheel during grinding. 
Hereafter it is detailed the experimental work and worn abrasive surface analysis. To this end, a 
designed methodology is decisive to isolate wear flat phenomena from other type of wears, 
while the typical contact conditions of real grinding operations are reproduced. Extremely hard 
wheel is used so that the development of wear flat emerges as the predominant effect. 
Experimental tests are implemented on three different crystalline structures of alumina, 
comparing the development of wear flat and its influence on grinding parameters. Additionally, 
a deep analysis of worn wheel surface is carried out. As it is known, wear flat is a tribochemical 
nature wear [27], therefore the analysis of worn surface and third body is of interest in order to 
understand the main wear mechanisms that leads to wear flat. Showing attention on the look of 
flat grains and on the quantity and composition of third body adhered to flat abrasive grains it is 
also possible to know the influence of crystalline structure of abrasive grains in the wear flat 
occurrence. 
III.2. Experimental set up for grinding tests 
As mentioned before, the main objective of these experimental grinding tests is to isolate the 
wear flat from other type of wears that take place in the grinding wheel. Both, grain pull out and 
grain fracture, are prevented on these tests to ensure the analysis of wear flat with grinding 
wheel and grinding parameters design. On the one hand, to avoid grain pull out, thus bond 
breakage, a very hard grinding wheel, grade R, and hard workpiece material are proposed. On 
the other hand finishing grinding parameters are chosen, but always in the range of industrial 
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parameters. Thus, the minimization of forces on each abrasive grain during grinding and hence 
the minimization of grain fracture are achieved. 
 
Figure 30: (a) The 3 grinding wheels used during tests, (b) dressed 3SG grinding wheel surface combining 
conventional an microcrystalline abrasive grains. 
Regarding grinding wheel, further to observe wear flat in more detail close structure is chosen. 
Therefore, abrasive grains of 250 µm of diameter are embedded on a vitreous bond matrix 
leading to a close and hard grinding wheel with the following nomenclature 60R6V89. The 
dimension of grinding wheels is 220x40x127 mm, and they are manufactured by UNESA. S.A. 
Alumina abrasive grains are studied, being the most common abrasive in the industry due to its 
versatility and low cost comparing with superabrasives. 
Table 3: Chemical composition of AISI D2 
C Si Mn Cr Mo V 
1.55 0.3 0.4 11.3 0.8 0.8 
 
Moreover, to analyze the influence of crystalline structure on wear flat generation, conventional 
alumina, also called white fused alumina (WFA), monocrystalline alumina (MA) and 
microcrystalline alumina (3SG) are studied; in Figure 30 (a) the three grinding wheels are 
shown. In the case of microcrystalline alumina, the 30% of abrasive grains are SG grains, they 
are mixed with conventional grains in order to decrease the friability of the wheel, as shown in 
Figure 30 (b), when microcrystalline and conventional grains can be differentiate on a just 
dressed 3SG wheel surface. 
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Figure 31: Workpiece (a) dimensions and two tests carried out, test A and test B and (b) side view of the 
workpiece highlighting grinding width and depth of cut of the grinding tests. 
In addition to the grinding wheel configuration, workpiece material is also of relevance. Hard 
grinding wheel together with hard workpiece material promotes the occurrence of wear flat on 
the grinding wheel surface. Tempered AISI D2 of hardness of 60±2 HRC is chosen to carry out 
grinding tests. AISI D2 is a high carbon and high chromium tool steel characterized by high 
wear resistance, high compressive strength and high stability in hardening.  
Table 4: Surface grinding machine main characteristics 
SURFACE GRINDING MACHINE ORBIT CNC 36 
Spindle speed 6500 rpm  
 
Power 8.5 KW 
X axis max. speed 40000 mm/min 
Y axis max. speed 3750 mm/min 
Z axis max. speed 4000 mm/min 
Work area 300x1000x600 mm 
Ø max. wheel 400 mm 
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In Table 3 the composition of this tool steel is summarized. These properties make AISI D2 
suitable for the manufacture of applications when cutting thicker and harder materials; when 
forming and where high impact loads are involved, such as metal forming operations, die 
forming, rolling or forging. The test workpiece dimensions are 30x100x20 mm as shown on 
Figure 31 (a). 
 
Figure 32: Set up of wheel, workpiece on a clamp, dynamometric device and dial gauge on grinding machine 
 
Table 5: Devices used for real parameter measurement during the tests 
Parameter Instrument  
Power consumption 
Power meter: Load Control 
Incorporated UPC 







Real depth of cut Dial gauge Mitutoyo 
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The experiments are carried out on a universal surface grinder Blohm Orbit CNC 36, its main 
characteristics are summarized in Table 4. The grinding machine is equipped with a static 
diamond. For these tests a single point diamond is used for dressing of grinding wheel surface in 
order to achieve the same surface reference in every case of study. The grinding tests are carried 
out on a wet atmosphere; using 5% oil water based cooling with a flow rate of 45 l/min. 
During tests, power consumption and grinding forces are measured; data acquisition devices are 
described on Table 5. Required software for data acquisition is LabView for power consumption 
acquisition, being 100 Hz sampling frequency, and DynoWare for grinding forces acquisition 
with a sampling frequency of 500 Hz. Furthermore, real depth of cut is measured for every 
grinding passes using a dial gauge, taking as a reference plane the part of the workpiece which 
have not been ground. The set-up of the workpiece, clamp and dynamometric device mounted 
on the grinding machine work area and dial gauge on measurement position can be shown in 
Figure 32. 
Table 6: Main equipment used for wear flat characterization and surface analysis. 
NAME CHARACTERISTICS  
Optical microscope   
PCE MM200 
 Resolution:1280 x 1024 pixels 
 Magnification: 10x-200x 
 Light source:4 white LEDs 
 
Confocal microscope 
Leica DCM 3D 
 Z range: 0.1nm-17mm 
 XY scanning by Microdisplay (stiching) 
 Magnification: 5x-150x 
 FOV 2500-80 µm, X/Y resolution 3-0.3 µm)  
Scanning Electron 
microscope (SEM)     
JOEL JSM-7000F 
 Resolution: 1nm(15KV)-1.4nm(1KV） 
 Magnification: 25x-1,000,000x 
 Accelerating voltage: 0.1KV-30KV 
 
 
Wheel surface analysis is addressed using three different microscopes: optical microscope, 
confocal microscope and scanning electron microscope (SEM) as shown in Table 6. This table 
gathers the name of used microscopes and their main characteristics and limitations. 2D images 
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taken with optical microscope are processed using a specific module, Image Analysis module, 
which is implemented on Leica Map software. This software is used to detect wear flat areas 
and to quantify the % A applying different filters, which are going to be detailed in Section 
III.3.1. Moreover, test pieces to carry out SEM and EDXA analysis have to be exhaustively 
conditioned, firstly test pieces dimensions have to be 10x10x10 mm, and analyzed surfaces have 
to be conductor, the metallization of wheel surface is required. 
III.3. Grinding tests methodology 
Methodology is divided in wear flat generation and its quantification and on wheel surface 
analysis. Firstly, wear tests are presented, tests parameters and the steps to generate and measure 
wear flat areas are explained. Secondly, once tests are finished the analysis of worn surface is 
carried out, comparing new and worn states of abrasive grains and also getting surface 
roughness parameters in order to identify differences between both states. 
III.3.1. Methodology for wear flat generation and quantification during grinding 
The current experimental work involves four grinding tests for the three abrasive grinding 
wheels previously described. During the test wheel speed (vs) is maintained constant at value of 
30 m/s, the speed usually used on conventional grinding. However, workpiece speed (vw) and 
programmed depth of cut (ae) are varied in order to study their influence on wear flat occurrence. 
The selected values of ae are suitable due to the extremely hard wheel used. Programmed 
parameters of the four tests are built in Table 7. Apart from the mentioned parameters, specific 
material removal rate obtained from programmed ae Eq.7 and speed ratio Eq.8 are shown in the 
table. Q’w is in the range of conventional grinding for the four designed tests, however, tests 1 
and 2 present qs=120, just in the limit of thermal damage in the workpiece. At time of tests 
design, wear flat occurrence is considered but workpiece burn is not taken into account. 
          Eq.7 





Tests are carried out with bw of 10 mm, on the one hand allowing the measurement of real ae 
and on the other hand corroborating that the volumetric wear of grinding wheel is negligible. 
The scheme of tests is shown in Figure 33, differentiating worn part of the wheel, marked in red 
in Figure 33 (b) and just dressed wheel, which is not going to contact with the workpiece during 
the tests (marked in green). For wheel analysis, wheel surface is used as a reference. 
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Table 7: Grinding tests real parameters 









1 30 15000 10 2.5 120 
2 30 15000 15 3.8 120 
3 30 25000 10 4.2 72 
4 30 25000 15 6.3 72 
 
 
Figure 33: (a) Wheel-workpiece positioning during tests and (b) tests scheme in order to analyze just dressed 
and worn surfaces 
Accumulative grinding tests were carried out in order to study the evolution of wear flat during 
grinding. Thus, grinding wheel is only dressed at the beginning of the tests in order to have 
information for initial surface and allowing the later comparison with worn surface. Meanwhile, 
the starting wheel surface for the three studied wheels is the same, dressed with the same 
parameters, which are built in Table 8. Small dressing depth (ad) is selected to wheel 
conditioning, as the wear flat occurrence is higher using fine dressing parameters than coarse 
dressing parameters [81]. 
Table 8: Dressing parameters 
vs [m/s] vd [mm/min] ad [µm] 
30 250 10 
Chapter III: On the development of wear flat occurrence on alumina grinding wheels… 
70 
Therefore, the first step to carry out grinding tests is dressing wheel surface, being the only time 
which is going to be dressed during a complete tests. During a complete tests a total of 
100 mm
3
/mm are removed, thus the wear flat evolution is studied from 0 to 100 mm
3
/mm. 
Comparing with other studies which are focused on wear flat evolution, the final of the tests 
regarding removed material happens quickly. On works carried out by Malkin workpiece 
removed specific volume is 5 times higher [27]. This fact is due to the hardness of grinding 
wheel, leading to a higher wear flat occurrence than on Malkin set up. 
In order to an adequate evaluation of wear flat generation, the surface images are taken every 
10 mm
3
/mm, so, for each test the wear flat is measured in 10 different states. Furthermore, to 
minimize the measurement error, on each state worn wheel surface is measured in 6 different 
zones. Regarding real depth of cut, it is measured at every pass, and after the measurement 
spark out is done until achieve programmed ae. Meanwhile, the surface is conditioned for the 
next grinding pass providing a control of real ae. To carry out the spark out on every grinding 
passes allows the correct correlation between grinding forces and real ae. In Figure 34 the 
methodology to carry out accumulative grinding tests is schematically represented. The block in 
red represents one of the 10 blocks of 10 mm
3
/mm in which is divided a complete test. As said, 
the surface measurement is done after each one. In green is represented a real depth of cut, 
inside of one block. Depending on the test, thus if ae.is 10 or 15 µm, the number of passes to 
achieve a complete bock varies. 
 
Figure 34: Methodology of accumulative grinding tests 
Quantification of wear flat is conducted by analyzing 2D images taken during the test on 
grinding machine using an optical microscope as shown in Figure 35. The images present a total 
of 192,000 pixels on an area of 2.5x1.9 mm. In the first row of Table 9 the image resolution and 
magnification are detailed. The image acquisition corresponds to the first step of the 
quantification. Images of just dressed (from now on new) and worn wheel surface at 10 different 
states of wear are taken during the experiments in order to analyze the complete evolution of 
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wear flat with workpiece material removal. The last state of wear is going to be named worn, 
referring to the state at which 100 mm
3
/mm has been removed. 
 
Figure 35: Optical microscope set on grinding machine. Light direction is perpendicular to wheel surface in 
order to apply coaxial light technique. 
The images during grinding tests are taken using the coaxial light technique. As it is analyzed 
on Section II.5.3, this technique is the most used for researchers [35] to wear flat detection on 
alumina. It is based on a light reflection on wheel surface. The light underscore perpendicularly 
to wheel surface, as shown in Figure 35. If the light shines on no flat surface the light reflects on 
any direction as Figure 36 (a) shows and the real color of the 2D image is achieved. On the 
contrary, if the light shines on flat surface Figure 36 (b), it reflects perpendicularly to flat area, 
the microscope receives the light rays and on the image white or light and bright color is 
gathered. The light reflects on flat surface, both if third body is adhered to flat grains or not, 
therefore wear flat are easily identifiable as brightest area of the images. In the case of third 
body adhered on the flat grains, the color tends to be yellow instead of being white shine area. 
However, the identification is possible in both, if third body is adhered or if it is not. 
 
Figure 36: Coaxial light of microscope (a) light hitting a rough surface (b) light hitting flat surface 
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The last step to quantify wear flat areas is processing raw 2D images taken, which is shown in 
Figure 37 (a). Specific module for image analysis of Leica Map software is used. For this 
analysis a binary segmentation technique is used in order to quantify flat areas. Pixel sets are 
identified and extracted as area corresponds to flat abrasive grains. The identification of pixels 
that correspond to flat abrasive grains or to third body adhered is carried out selecting adequate 
range of colors. Leica software allows the detection of more relevant colors of the image 
selecting the range of colors that correspond to flat areas. In this sense, wear flat areas 
presenting a white yellow color are well detected as revealed in Figure 37 (b), when wear flat is 
marked in red. 
 
Figure 37: Steps for wear flat quantification (a) raw 2D image, (b) automatically flat areas detection and (c) 
filtered image. 
Meanwhile, to achieve good results of % A quantification, the images were treated through the 
implementation of two filters. The aim of the first filter is to avoid brightness that does not 
correspond to wear flat areas. This filter deletes areas smaller than a set of 8 pixels, which are 
considered to have a brightness that is due to the light reflection on surfaces that are not flat. 
Areas of 8 pixels corresponding to 62.72 µm
2
 are negligible comparing with abrasive grain size 
of 250 µm in diameter. The second filter fills in the gaps inside one area due to measurement or 
brightness identification errors, that is, it adds a pixel to the wear flat area if all pixels around it 
correspond to a wear flat area. In Figure 37 (c) a filtered image is presented, green areas 
correspond to wear flat. Therefore, the quantification of % A is done with the number of pixels 
marked in green regarding the total of pixels in the image. 
III.3.2. Methodology for wheel surface analysis 
Ones grinding tests are finished and the wear flat is quantified, in order to enhance the study of 
the surface analysis, it is worth analyzing the wheel surface topography. In this case wheel 
surface is analyzed in two states, new and worn, being not analyzed the intermediate states, 
because of the impossibility to measure the wheel surface without destructing the wheel. The 
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dimension of working area of used microscopes is much smaller than the dimensions of 
grinding wheel, particularly in the case of SEM analysis. 
On the one hand, grinding wheel surface is measured using 3D confocal microscopy, obtaining 
wheel topography and 3D functional roughness parameters. The measurements are carried out 
with x10 magnification and a height resolution of 2 µm as it is gathered in Table 9. The studied 
area is of 3.6x4.75 mm, it is achieved using stitching function on the confocal microscope, 
taking 3x5 images with 10% of overlapping area. On the other hand, SEM and EDXA analysis 
complement the surface study. Images at two different magnifications are taken. In Table 9 the 
main parameters used for obtaining the images are built. At magnification of 50x with analyzed 
area of 1.83x2.26 mm, which permit comparing new and worn surface and the detection of third 
body deposition on flat surface. Complementarily, at magnification of 500x and analyzed area 
of 183x226 µm the details are shown, such as the microcrystal on SG abrasive grains and the 
flatness of the worn grains. Moreover, EDXA analysis of the third body is applied to 
determinate its main components. This analysis also allows the identification of materials that 
composed flat surface, which can be third body, abrasive grain and also bond material. 
Table 9: Parameters used to wear flat characterization and wheel surface analysis on the three microscopes. 
UTILITY PARAMETERS STUDIED AREA (XY) 
On machine wheel surface images to 
measure %A 
Magnification x200               
Resolution 2.8µm/pix 
2.5x1.9 mm 
Wheel topography and 3D 
functional roughness parameters 
Magnification 10x                
Z resolution 2µm 
3.6x4.75 mm 
High magnification and EDXA 




x50-x500-x1000 at 20 KV 
1.83x2.26 mm (x50) 
183x226 µm (x500) 
 
III.4. Experimental results 
In this section, firstly, the influence of grinding parameters on wear flat generation and 
occurrence is discussed. For the three types of abrasive grinding wheels, an analysis is presented 
regarding wear flat evolution with specific material removed, showing the influence of 
crystalline structure of abrasive grains in wear flat evolution. Furthermore, the influence of wear 
flat on grinding forces and the friction coefficient is analyzed, showing the conditions changes. 
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Finally, an in-depth evaluation of wheel topography is presented. 3D roughness surface 
parameters, mainly Abbott-Firestone curve, and Sk, Spk and Svk, are analyzed in order to see 
dissimilarities between new and worn surfaces. However, this study is not enough to understand 
tribochemical phenomenon that leads to attritious wear and it is completed with more detailed 
but qualitative analysis of grinding wheel surface, obtaining also the composition of third body. 
III.4.1. Grinding analysis 
III.4.1.1. The importance of measuring real depth of cut 
In Section III.2 it is continuously remarking the real and programmed depth of cut due to 
programmed ae. It is rarely achieved during grinding process despite carrying out the tests on a 
high quality grinding machine. Therefore, before starting with the discussion about the 
influence of grinding parameters, it is of interest to justify the differences obtained between 
programmed and real depth of cut. Specific removal rates from 2.5 to 6.3 mm
3
/mm s are 
achieved with programmed grinding parameters. On the contrary, after measuring real ae, 
specific removal rates are reduced for every test around 70 % regarding programmed ones. Now 
the highest Q’w is of 2.08 mm
3
/mm s instead of 6.3 mm
3
/mm s as it is shown on Table 10. The 
main reason for this behavior is probably to be found in the elastic deflection suffered by the 
machine spindle during grinding. In the grinding process, this effect is widely known. However 
the discrepancies between real and programmed values are not so large. Therefore, in the case 
of study, this effect is encouraged by the considerable hardness of the grinding wheel and the 
characteristics of the tests. So, for now on, the results and conclusions are going to be referred 
to real cutting parameters, thus to real ae. 
Table 10: Differences between real and measured depth of cut and specific material removal rate. 
Test ae Prog. [µm] ae Real [µm] Q’w Prog. [mm
3
/mm·s] Q’w Real [mm
3
/mm·s] 
1 10 3 2.5 0.75 
2 15 5 3.8 1.25 
3 10 3 4.2 1.25 
4 15 5 6.3 2.08 
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III.4.1.2. Error in wear flat quantification 
Regarding wear flat quantification, and in order to determinate the error in the measurements, 
2D images corresponding to Tests 1 are measured three times by different people. Thereby, the 
human factor when selecting the range of color that corresponds to wear flat is also taken into 
account. The images of all studied crystalline structure are represented as shown in Figure 38. 
The error of each type of grinding wheel presents different values, from 11.7% of error to WFA 
for 3.37% of error for MA. The main reason is the color of each abrasive wheel and of the 
abrasive grains. Studied WFA wheel is white, hindering the detection of wear flat areas. In 
contrast, 3SG wheel combine white opaque and blue translucent grains and MA only is 
composed of blue translucent grains, helping wear flat identification. 
 
Figure 38: Evolution of wear flat with specific material removal representing the error of wear flat 
measurement corresponding to Test 1 and the differences of studied new wheel surfaces 
III.4.1.3. Influence of crystalline structure of abrasive grains on wear flat evolution 
Once the error is determined, the effect of both crystalline structure and grinding parameters are 
going to be deeply analyzed in the following paragraphs. It is noteworthy that in all the cases 
studied here an almost linear trend of wear flat growth can be seen, which is entirely compatible 
with the results obtained by Malkin [27,81]. On the contrary, regarding the initial value of % A 
achieved in every case, on each test this value for the first measurement at 10 mm
3
/mm was 
observed to be between 4 and 6 %. Previous studies report values of around 2-3 % of wear flat 
for the same V’w. Therefore, here achieved values are relatively high in comparison with 
previous ones. The differences could be explained primarily in terms of the stringent conditions 
used to promote wear flat. The high hardness and closed structure of designed grinding wheels, 
together with the fine dressing parameters described in Section III.3.1 lead to a smooth surface. 
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Consequently, initial surfaces do not present very sharp appearance due to the dressing and 
wheel conditions. Moreover, in the initial phase of testing the most sharpened grains lose their 
cutting ability, as in the typical wear pattern of cutting tools, presenting rapid wear at the 
beginning of the tool life. Accordingly, just in 10 mm
3
/mm of specific removed material, 
the % A value was already as high as 6%. 
 
Figure 39: Influence of crystalline structure of abrasive grains on wear flat evolution whit specific material 
removal for vw=15000mm/min and ae=5µm (Test 2). 
In Figure 39 the evolution of wear flat with specific material removal is represented for Test 2, 
being real ae of 5 µm and vw of 15000 mm/min. Only Test 2 is represented in order to study the 
influence of crystalline structure on wear flat evolution because the % A increase behaves 
similarly for every studied case. Regarding the maximum value of % A achieved, 3SG wheel 
shows higher values than WFA and MA. For instance, on Test 2, maintaining constant grinding 
parameters, the maximum % A for WFA and MA is approximately 11 % whilst for 3SG 
grinding wheel this value is about 14 %. This result indicates that 3SG wheel present higher 
tendency to become flat than the other two studied crystalline structures when other types of 
abrasive wear are isolated. 
These findings are also in accordance with the work of Klocke [16]. In this study the author 
pointed out that thermal conductivity of the SG abrasive grains was smaller than that of WFA 
grains due to the greater amount of crystal edges in the first case. Monocrystalline alumina is 
not taken into account on his study. However, following the same reasoning of amount of 
crystal edges, MA does not present any crystal edges and hence the thermal conductivity has to 
be closer to WFA thermal conductivity than to SG. This fact is extremely important in wear flat 
generation. The temperatures in the grain-workpiece contact will be higher in SG grains than in 
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that the generation of wear flat is a tribochemical issue, the higher temperature will promote 
wear flat occurrence. 
Moreover, it is generally accepted, particularly in the industry, that SG abrasive grains present 
the ability of self-sharpening. This affirmation is true if the cutting parameters are adequate to 
each specific grinding operation. Thus, if roughing parameters are established using SG 
grinding wheel self-sharpening occurs due to the grinding forces on each abrasive grain are big 
enough to break the grain. However, as occurs in the present work, under the same grinding 
conditions, finishing conditions, low values of ae generate forces that are not sufficiently strong 
to produce breakage of microcrystals and self-sharpening of 3SG wheel is avoided. It can be 
concluded that, due mainly to the rubbing phase in the grinding process, SG alumina presents a 
higher tendency to develop wear flat than WFA and MA. 
 
Figure 40: Influence of real depth of cut on wear flat evolution with specific removed material. (a) Results of 
3SG grinding wheel and (b) results of MA grinding wheel. 
III.4.1.4. Influence of grinding parameters of abrasive grains on wear flat evolution 
Regarding the influence of grinding parameters, both real ae and vw are deeply analyzed. In order 
to analyze the influence of real depth of cut, workpiece speed is maintained constant. In Figure 
40 the results corresponding to Tests 1 and Tests 2 are plotted for 3SG grinding wheel Figure 
40 (a) and for MA wheel Figure 40 (b), being vw=15000 mm/min constant. It is shown that 
regardless the crystalline structure of abrasive grains, generation of wear flat increase with real 
ae. In the case of 3SG grinding wheel, wear flat starts for both depth of cut at 6 % reaching in 
the case of ae=3 µm 10.5 % of flat areas and for ae=5 µm maximum wear flat is of 14 % Figure 
40. Therefore, an increase of 25 % of wear flat at the end of the tests is observed with an 
increase of ae from 3 µm to 5 µm. Similarly, on MA grinding wheel an increase of 20 % is 
achieved at the end of the tests, being the 13 % the maximum flat area for MA and ae=5 µm. 
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on the real depth of cut, being of 4 % for ae=3 µm and 6 % for ae=5 µm. Higher depth of cut 
implies for MA higher % A not only at the final of the test, but also at the beginning, showing 
almost the same slope regardless real ae. 
For all type of abrasive grains studied, it is necessary to take into account that the correlation 
between % A and ae will only occur when the grinding forces are lower than the retaining forces 
of the grains. The high hardness of the grinding wheel (R) and small real depth of cut implies 
that in the present study the correlation of % A and ae is valid. For other cases in which grinding 
forces are higher than retaining forces, when using, for instance, a very soft grinding wheel, 
grain pull out will be the predominant source of wear, and the % A measured would decrease 
with ae. 
 
Figure 41: Influence of workpiece speed on wear flat evolution with specific removed material. (a) Results of 
3SG grinding wheel and (b) results of WFA grinding wheel. 
With concerns to workpiece speed, in Figure 41 it is plotted the evolution of wear flat with 
specific removed material maintaining constant ae=5 µm. Thus, Test 3 corresponding to 
vw=15000 mm/min and Test 4 vw=25000 mm/min are represented. In the case of 3SG wheel 
(Figure 41 (a)) higher %A is reached for higher workpiece speed. In contrast, for WFA (Figure 
41 (b)) grinding wheel higher values of % A correspond to lower vw, and for MA wheel the 
behavior of workpiece speed corresponds to WFA behavior. The slope of represented tests is 
similar, however, if the representation for ae=3 µm of 3SG grinding wheel had been chosen, 
differences in the trends depending on vw have been shown. The pattern of wear flat evolution 
presents a higher slope for higher workpiece speed in this case of study. In view of presented 
discrepancies in the tendencies of workpiece speed on wear flat occurrence, there is not possible 
to undertake a clear influence of vw in wear flat generation. 
In the tests carried out, values achieved in the first measurements at 10 mm
3
/mm vary from 4 % 
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14 %. These values are significantly higher than those described in the study by Malkin [27], 
where values of approximately 6 % were found for 100 mm
3
/mm. However, this difference can 
be explained mainly in terms of the grinding wheel hardness, in the present work R, and the aim 
to promote wear flat in the current study. Even so, the results presented here are in agreement 
with the findings confirmed in the study by Malkin, verifying that the % A increases with wheel 
hardness. 
III.4.1.5. Wear flat influence on grinding forces and friction coefficient 
 
Figure 42: Grinding kinematic, force directions representation. 
In Figure 42 grinding kinematic is represented, showing the directions which are taken into 
account in order to analyze the influence of wear flat on forces involved in the process. In 
Figure 43 normal and tangential specific grinding forces are plotted for every crystalline 
structure. The results of this graphic correspond to Test 2 with ae=5 µm and vw=15000 mm/min. 
Hereafter, the results presented from Test 2 are representative of each of the tests carried out. 
Thus, given forces for WFA, MA and 3SG show the similar evolution for the four grinding tests 
carried out. 
Regarding specific force values, about 30 % higher normal and tangential values are achieved 
on Test 2 and Test 4 comparing with Test 1 and Test 3 respectively, due to the increase of depth 
of cut from 3 µm to 5 µm. Therefore, higher depth of cut leads to higher specific normal and 
tangential forces. However, the increase of grinding forces due to workpiece speed is less 
significant that due to real ae. Specific force values present an increase lower than 10 % if vw 
increase from 15000 to 25000 mm/min. 
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Figure 43: Specific grinding forces evolution with specific removed material (Test 2) 
With regards to the evolution with specific removed material, both normal and tangential forces 
present a very slight increase as the grinding wheel is worn. A value of around 25 N/mm for 
normal specific force and around 9 N/mm for tangential specific force is reached in case of 
WFA. In spite of the different values of % A found between WFA, MA and specially 3SG worn 
grinding wheels and the increasing tendency to observe wear flat, grinding forces present very 
similar values for the three types of crystalline structures and increase very slightly, showing a 
quasi-constant increase. This observation is primarily due to the initial wheel surface, along 
with the small depth of cut achieved. 
 
Figure 44: Contact evolution between abrasive grains and workpiece. (a) Initial contact of new surface, (b) 
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Figure 44(a) represents the first state, the initial contact between abrasive grains and workpiece. 
This new surface, just dressed, is characterized by sharp edges and represents the smallest 
contact area. In Figure 44 (b) the second state represents grain wear for the first grinding passes. 
This state is immediately achieved and the sharpness of abrasive grains is lost. Finally, Figure 
44 (c) shows the last state, representing the worn surface, at 100 mm
3
/mm. Grain flatness, 
together with the closed structure leads to a high contact area. Heat evacuation is hardly affected 
for the high contact area achieved for designed tests. This effect is the responsible for the high 
values of % A measured in the first 10 mm
3
/mm and a fast increase in % A during the studied 
specific removed material. Therefore, grinding surface is continuously modified, and hence, 
contact conditions.  
To better understanding of surface modifications and its effect on the grinding force, in the 
following subsection the wheel surface roughness is deeply analyzed. Furthermore, due to the 
high temperatures in the contact, chemical reactions are promoted, leading to a third body 
generation. This third body changes the contact between abrasive grains and workpiece material, 
becoming sliding in the predominant phenomenon. Therefore, grinding forces do not suffer a 
notable increase with % A. 
The sliding phenomenon which governs the contact is promoted with designed grinding 
parameters. A small depth of cut was chosen to avoid grain breakage. Therefore, rubbing and 
ploughing are the main material removal mechanisms, whereas, the relevance of cutting is 
almost negligible. Again, due to the absence of the cutting mechanism the value of the grinding 
force is quasi-constant. 
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Friction coefficient is analyzed in order to complete the grinding analysis. In Figure 45 the 
evolution of friction coefficient with specific removed material corresponding to Test 2 is 
represented. Taking into account that the maximum variation of friction coefficient regardless  
crystalline structure is from 0.33 to 0.38, it can be affirmed that friction coefficient grows 
slightly with specific removal material, and hence with an increase of wear flat. 3SG grinding 
wheel presents the lowest friction coefficient values, from 0.3 to 0.36 approximately. This is 
due to the higher % A achieved and also higher quantity of third body adhered, as it is shown in 
the following section. On the contrary, MA grinding wheel presents the highest friction 
coefficient value, being the increase during the test more marked than in the other two cases. 
The main reason is because of the designed tests are adequate to finishing process and the 
monocrystalline alumina too. Therefore, working conditions are more suitable in this case and 
the wheel behaves better. 
In general, these values of friction coefficient are in accord with results obtained from the pin-
on-disk tribometer test used to study the wear of SG alumina [16,33]. Malkin, using 
monocrystalline alumina grinding wheels also confirmed that as the hardness of the grinding 
wheel increases, the friction coefficient decreases in experiments carried out with wheel grade R 
[27,67]. Moreover, the adherence of third body to flat abrasive grains leads to quasi-constant 
values of friction coefficient. Ones the third body is adhered, the contact behaves as a metal-
metal contact as opposed to ceramic-metal contact. Meanwhile, a low value for specific removal 
rates of 1.25 mm
3
/mm s is achieved during this test, and according to [1], this fact together with 
quasi-constant values of friction coefficient supports the notion that rubbing and ploughing are 
predominant during grinding tests carried out. 
The differences in % A reached on the three crystalline structures together with similar values 
reached on force and friction coefficient prompted the microscopic study of the wheel surface in 
order to confirm the differences found on % A values for both type of alumina. 
Summarizing, % A increases with specific removal material, however, grinding force is 
maintained quasi-constant all studied grinding wheels: WFA, MA and 3SG. Both facts, this 
initial wheel surface and designed grinding parameters lead to this behavior. In the first 
10 mm
3
/mm, flat surface is achieved, losing the sharp edges. Additionally, the % A reached in 
3SG wheel is higher than on WFA and MA alumina. The dissimilarities in thermal conductivity 
corroborate achieved values of % A, being higher contact temperature achieved in the case of 
3SG grinding wheel, and hence, promoting wear flat occurrence. A deeply a microscopic and 
3D roughness study of the grinding wheel surface is carried out in the following section in order 
to clarify mentioned differences. 
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III.4.2. Microscopic analysis of wheel surface 
Wear flat characterization by measuring % A is not enough to understand the influence of its 
evolution during grinding, so, a deeper analysis of the wheel surface is needed. Regarding % A, 
remarkably differences were found in wear flat maximum values and on its evolution with 
specific removal rate. On the contrary, friction coefficient, but primarily grinding forces do not 
present appreciable differences depending on the crystalline structure of tested abrasive wheel. 
Therefore, a detailed wheel surface analysis is required to look into tribochemical phenomena 
occurring on the abrasive grains during grinding. The surface study is divided in a 3D functional 
roughness parameters analysis, obtaining the most representative parameters to determinate the 
worn surface and in a SEM and EDXA analysis, allowing the identification of third body from 
the grains or bond. 
III.4.2.1. 3D functional roughness parameters analysis 
As it is described in Sections III.2 and III.3.2, new and worn wheel surface topography with 
dimensions of 3.6 x 4.75 mm
2
 is measured using 3D confocal microscopy with parameters 
described above. Table 11 shows the 3D topography and Abbott-Firestone curve of new and 
worn surface for WFA, 3SG and MA grinding wheels. Focusing attention on 3D surface 
representation, 3SG and MA alumina clearly present a greater degree of wear than WFA, since 
the worn 3SG and worn MA appearance is smoother than worn WFA.  
Additionally, analyzing Abbott-Firestone curve, the distribution of material confirms that the 
new surfaces are sharper than worn surfaces. In new graphics, in the first 30 µm of height until 
5% of total volume is built and the next 30 µm about 20 % of a total volume is 
presented.  However, for worn surfaces, in the first 30 µm, almost no volume appeared, and in 
the second 30 µm, between 30 and 35 % of total volume is built. This fact corroborates the loose 
of sharpness of abrasive grains. Moreover, it is confirmed that only attritious wear occurs, since 
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Table 11: 3D topography and Abbott-Firestone curve of new and worn topography for WFA, 3SG and MA. 




    





    
   
 
From Abbott-Firestone curve the height 3D functional parameters of Sk, Skp and Svk are taken as 
it is shown in Figure 46. Furthermore, in Table 12 the values of the main functional roughness 
parameters for studying surface changes are included. Spk refers to surface peaks that are above 
the core roughness depth. From the three studied crystalline structures Spk varies from 21.8 to 
3.7 for new surfaces, however, for worn state, the values are too close, varying from 2.13 to 
3.11. For every reduced peak height decrease from new to worn surface, corresponding to the 
sharpness loss, the initial peaks of the surface are removed. Likewise, the variation of Spk 
parameter depending on the crystalline structure analyzed is negligible in comparison with a 
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measurement range of 650 µm. Therefore, the value of removed peaks is not sufficiently large 
to confirm volumetric wear on the wheels. 
Table 12: Wheel surface representative functional roughness parameters. 
 
New WFA Worn WFA New MA Worn MA New 3SG Worn 3SG 
Spk [µm] 10.8 2.13 21.8 2.88 3.7 3.11 
Sk [µm] 155 125 181.9 127.8 195 79.8 
Svk [µm] 205 192 139.3 115.6 200 202 
 
In contrast, the Svk value does not present significantly changes from new to worn surfaces and 
thus dull material does not remain on deep holds, which is confirmed in the following 
paragraphs analyzing SEM images. However, comparing crystalline structures, while WFA and 
3SG present almost the same values, MA reduced valley height is smaller. The differences are 
not due to the dullness. Despite the structure of designed grinding wheel is the same for the 
three crystalline structures (9), the characteristic shape of each abrasive grain leads to 
differences on the wheel structure due to the positioning of abrasives with the bond. Therefore, 
Spk allows the identification of sharpness loss and Svk shows the absence of dullness in grinding 
wheel, however, these parameters are not useful for comparing wear flat. 
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From studied parameters, Sk is the parameter that shows the greatest variation. For WFA, Sk 
decreases by 30 µm with wear flat and for MA by 54.1 µm while for SG the decrease is 
115.2 µm, indicating greater wear for SG than for WFA and MA grinding wheel, being WFA 
the less affected wheel surface. Regarding the Abbott-Firestone curve for SG wear the absence 
of material in the first 32.5 µm together with the 3D topography confirms the wear flat of SG 
alumina. MA wheel also presents less material quantity in the first 32.5 µm, but not the absence 
of it. Accordingly, comparing 3D topography, more flat appearence is shown for both 3SG and 
MA than for WFA. 
However, it is necessary to point out that the Sk parameter is not a quantitative parameter. The 
value of Sk depends directly on the distribution of the material on the wheel surface, and if 
changes are presented in the distribution, the value of Sk also will change despite wear flat 
occurs. But the differences between new and worn surfaces are shown through core roughness 
depth, allowing the identification of changes in the surface and therefore identification of 
surface flatness. This parameter confirms the % A measured using an optical microscope mainly 
for 3SG and WFA. However, % A of MA is closer for WFA than for 3SG and surface analysis 
does not show the same results, being MA worn surface more similar to 3SG grinding wheel. 
Therefore, a deeper analysis is required to draw firmer conclusions and to understand 
tribochemical phenomena with affects to surface appearence and to the % A. Moreover, with 
this measurement technique it is not possible to distinguish between abrasive grains and 
dullness, therefore EDXA analysis provides the main chemical elements of analyzed surfaces. 
III.4.2.2. SEM and EDXA analysis 
To complete surface analysis, wheel surface topography is deeply analyzed through the images 
taken by SEM. This qualitative analysis compares both new and worn surfaces in order to 
determinate the differences due to attritious wear. The new surface shown in this section is the 
same for all the tests carried out, but the worn surface corresponds to Test 2 for every crystalline 
structures. However, obtained conclusions can be extrapolated to every studied case. 
In Table 14 transition images of wheel surface are gathered. These images of wheel topography 
are taken at magnification of 50x, with an analyzed area of 1.83 x 2.26 mm
2
. Transition zone is 
referred to the part of the wheel in which the test is carried out and the part which is only 
dressed as it is shown in blue in Figure 47. 
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Figure 47: Wheel surface after grinding tests highlighting transition zone between new and worn surface. 
In Table 14 the upper part of the images corresponds to new wheel surface and the down part of 
the images to worn abrasive grains; both parts are delimited by a red line. Moreover, the images 
in the right are taken using high contrast in SEM, which allows the differentiation of chemical 
elements and hence between abrasive grains, bond or adhered third body to flat grains. The 
elements with higher atomic weight present light colors, such as iron (Fe) and with low atomic 
weight the colors are darker, for example aluminum (Al). Therefore in the upper part of the 
images in the right the absence of iron or chromium particles is observed while in the down part, 
which correspond to worn surface white particles are shown. A deeply analysis of composition 
of worn surface is carried out hereafter. In Table 13 the atomic weights of the main elements 
that are found on analyzed surface are built. 
Table 13: Atomic weight of the main chemical elements found in the wheel surfaces. 
Chemical element Al Si Cr Fe 
Atomic weight 13 14 24 26 
 
Comparing the new surface for the three crystalline structures, WFA and MA grinding wheels 
present a less uniform surface than 3SG grinding wheel. Furthermore, in the case of WFA 
different layers could be observed. Despite this difference in the initial surface after dressing, 
the starting wheel surfaces are considered sufficiently comparable for analyzing the evolution 
of % A. Moreover, in the first 10 mm
3
/mm of specific material removed the three crystalline 
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Table 14: SEM analysis of the transition between new and worn surface. for the three types of crystalline 











































Once the tests had been conducted, the down part of the images clearly shows the wear of 
abrasive grains, revealing the differences between the WFA, MA and 3SG surfaces. At a 
magnification of 50x, the topography of 3SG wheel represents a more continuous and 
homogeneous surface than the WFA grinding wheel. The MA worn surface corresponds to an 
intermediate surface, thus it is smoother than WFA but it does not present as homogenous 
appearance as 3SG wheel surface. In addition, the grinding direction can be observed in worn 
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surface of both MA and 3SG flat areas, from left to right in the images in Table 15. Although 
the WFA surface is flat, it is possible to distinguish abrasive grains in worn surface. Even in 
MA surface, although with more difficulties than on WFA surface, the shape of abrasive grains 
are identified. However, this distinction is not possible to do in 3SG wheel. The homogeneous 
appearance hinders the identification. 
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Table 16: SEM images taken at magnification of 500x. Detailed new and flat abrasive grins 
















Regarding the flat area of worn surface, in Table 15 the flat parts of the surface after a complete 
test are highlighted in green. The areas on the 3SG and MA wheels are larger than those of the 
WFA. Moreover, the areas corresponding to 3SG surface are more connected than the areas of 
WFA. Again, MA surface presents large areas but they are not completely connected like in 
3SG surface. Accordingly with the % A values shown in Figure 39, 3SG grinding wheel 
achieves 14% of wear flat, higher value than WFA and MA which achieves a maximum value 
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of 11%. Therefore, the results for WFA and 3SG alumina are in agreement but the large flat 
areas shown in SEM analysis are not represented with the %A. 
In order to detect the reason of the differences found on both studies, a further analysis was 
conducted with a magnification of 500x on Table 16. The analyzed surface is of 183 x 226 µm
2
, 
allowing for a detailed inspection of one abrasive grain. These images verified grain flatness 
after grinding. The grain surface before and after the tests was also compared taking into 
account roughness of flat grains, since this is one of the parameters that influences third body 
adhesion. 
In the left row of Table 16 the new abrasive grains are shown. On this images the grain appears 
together with the bond. Also free white particles can be differentiated. These particles have been 
analyzed by EDXA, resulting in diamond particles from the initial grinding wheel dressing. 
Moreover, on MA and WFA abrasive grain smooth plains can be seen. In Figure 48 (b) WFA 
detailed abrasive grain is shown at magnification of 1000x, being the studied area of 
91.5x113 µm. In Figure 48 (a) the surface corresponding to SG abrasive grain is show. 
Comparing both surfaces, WFA grains present smoother surface than SG. The rough surface of 
SG abrasive grains corresponds to its microcrystalline structure. The size of microcrystals will 
be lower than 1µm as it is said in previous Chapter, and in this image it can be corroborated. 
 
Figure 48: Detailed grain surface (a) SG new abrasive grain and (b) WFA new abrasive grain. 
The right row of Table 16 shows the worn grains in detail. The three crystalline structures show 
the flat face of the grain. The appearance of flat grain is rougher than the new grain mainly in 
MA surface. However, for SG abrasive grains the microcrystalline appearence do not change. 
The characteristic of flat surfaces together with other factors as the temperature in the contact 
makes easier the adhesion of third body to the flat surface. In the case of SG abrasive grains, the 
adhesion is easier than for WFA even for MA due to the rough surface. In this sense, on the 
three images corresponding to worn abrasive grains in Table 16 and also in Table 14 and Table 
(a) (b) 
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15 a higher quantity of third body adhered for 3SG grinding wheel than for WFA can be shown. 
The MA worn surface also presents great quantity of third body adhered, although it is less than 
3SG surface. This difference is largely due to the discrepancies in the temperature reached, and 
the characteristic of flat surfaces provided by the crystalline structure of alumina. High 
temperatures accelerate chemical reactions, which generate a higher quantity of third body. 
Furthermore, the roughness of the SG abrasive grains promotes the adhesion of the third body to 
flat surfaces, causing it to remain on the grains. 
 
Figure 49: EDXA analysis for third body analysis 
In Table 16 third body is easily identified. Its appearance is similar on WFA and MA worn 
surfaces, being the attached layer thicker than for 3SG surface and generating a continuous body. 
However, for 3SG surface, the third body is more distributed for all the surface and two 
different colors are interlayer corresponding to two different compositions of the third bosy as it 
is described hereafter. Moreover, in every case third body is presented as a flat irregular shape 
with grinding direction marks. The third body changes the contact conditions, becoming 
increasingly important in the case of contact between steel and third body in comparison with 
steel and alumina contact. The scratch marks due to friction demonstrate that the third body is in 
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This quantity of third body is obtained thanks to the fact that during the test there is a lack of 
grain loss, and hence third body loss. However, on a real grinding process the third body found 
is highly reduced. 
To continue studying the third body, an EDXA analysis was carried out. In Figure 49 the main 
elements of worn wheel surface are shown for the three crystalline structures. And in Figure 50 
the distinction between abrasive grain and bond is done. Vitreous bond is marked in purple in 
the image and its correspondent EDXA analysis is shown in the upper part, with Si being the 
principal element. The vitreous bond is coating the abrasive grain, which is highlighted in blue 
in the image, likewise its EDXA analysis in the down part of the figure shows Al as the main 
element. 
 
Figure 50: EDXA analysis for the distinction between abrasive grain and bond 
As it is mentioned, EDXA analysis allows the detection of third body, remarked in green and 
orange in the three images in Figure 49. Third body is generated due to chemical reactions and 
abrasion between the workpiece and abrasive grains. Not only workpiece material but also 
contact conditions have an influence on third body composition. Iron oxides are predominant in 
the whitest zones, marked in orange in Figure 49. Furthermore, iron spinels (FeAl2O4) appear 
attached to the abrasive grain as a grey color, highlighted in green. This grey color is due to the 
presence of Al in addition to Fe. The presence of spinel is higher for 3SG worn surface than for 
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WFA and MA. Furthermore, it is possible to affirm that spinel corresponds to thinner layers that 
are only attached to abrasive grains, whilst iron oxide corresponds to thicker layers that 
generally cover the spinel. The results obtained by Klocke on pin-on-disk tribometer studying 
sol gel sintered alumina against steel disk[16] could be applied to the grinding tests employed in 
the present work.  
As it is shown on analyzed images, the wear flat measured during current experimental work 
not only corresponds to abrasive grains but also to vitreous bond. High temperatures are reached 
on contact and these high temperatures remain both on abrasive grains and on vitreous bond. In 
three studied grinding wheels, abrasive grains are in a vitreous bond environment, and thus the 
temperature reached for abrasive grains is conducted from grains to bond. However, as 
previously mentioned, the 3SG wheel reaches a higher temperature than the WFA and MA. 
Therefore, the bond evolving SG grains heat up more than the others, presenting smooth 
appearance and large flat areas. In the case of WFA this large areas are not achieve and flat 
areas correspond mainly to abrasive grains. The heat conductivity of SG alumina and WFA has 
been analyzed by Klocke [16], achieving significantly lower heat conductivity for SG alumina 
than for WFA due to the imperfections, high number of pores and great quantity of boundaries 
due to the microcrystals. 
Moreover, the fusion temperature of silica is lower than the alumina’s one. The melting 
temperature of vitreous bond is around 1200ºC [14], while SG abrasive grains are melted at 
around 2000ºC. Despite the temperature reached on contact between surface grinding wheel and 
workpiece is not measured in the current experimental work, the literature reports values are 
close to workpiece temperature melting point [81], around 1300ºC for tempered steel used in 
this work. As it is shown in SEM images, the bond of the 3SG grinding wheel is modified due 
to the high temperature and the contact with the workpiece due to the achieved temperature is in 
the order of vitreous bond melting temperature. Therefore, melted vitreous bond flows through 
the abrasive grains forming smooth flat. In the case of WFA this phenomenon does not take 
place. In contrast, for the MA grinding wheel thermal conductivity has not been analyze and the 
behavior is less controlled. However, taken into account SEM images, smoother surface than for 
WFA is achieved, which implies that achieved temperature is also close to melting temperature 
of vitreous bond.  
The melting of bond is observed in the present work due to the extreme achieved contact 
conditions and the high % A generated. However, in habitual grinding, the bond is lost with 
abrasive grains, and it is not in contact for long during a complete grinding operation. Moreover, 
in the present study, due to wheel hardness (R) this loss does not occur, and the third body 
remains on both the abrasive grains and the modified bond. 
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These facts explain why the look of worn 3SG and MA wheel is more homogenous and 
continuous than worn WFA. This also accounts for the maximum values of 14 % of wear flat 
observed during experimental work on the 3SG wheels. However, the value achieved for MA is 
not so high, being 11% measured wear flat. These differences on achieved wear flat values, 
despite presenting a similar flat surface are due to the transparent color of bond. Therefore, the 
value of % A measured is not affected by bond modification, since light reflection occurs on flat 
abrasive grains and the third body, but not on the bond (whether raw or modified). However, if 
third body will be attached to the bond, this area would be taken into account in the total %A. 
This phenomenon explains the similarities on smooth flat surfaces between 3SG and MA 
grinding wheel but not in %A measured and also similarities between % A of MA and WFA, 
about 11%. 
Moreover, the similar values of friction and grinding forces found between the three types of 
wheels are due to the initial surface designed to promote wear flat, along with the grinding 
parameters. Grinding wheels are without cutting ability almost from the beginning of the test. 
The sharpness presented on the 3SG wheel is quickly lost and the flatness and third body leads 
to a quasi-constant force. 
III.5. Preliminary conclusions 
The present chapter examined the evolution of wear flat in alumina grinding wheels by isolating 
and promoting this effect. Three crystalline structures of alumina are studied, comparing its 
influence on wear flat generation. The influence of the crystalline structure is observed on both 
the look of the grinding wheel surface and on the % A reached. Moreover, wear flat is strongly 
affected for the grinding parameters. The conclusions that derive from these results are the 
following ones: 
 Wear flat presents a linear increase the three crystalline structures, with a similar slope 
observed for WFA, 3SG and MA grinding wheels. These results are broadly consistent with 
the results obtained by Malkin [27] and they appear to point to the possibility that the pattern 
of wear flat growth depends mainly on the abrasive crystalline structure. 
 In the case of 3SG grinding wheel, the value of the total wear flat area is around 23% higher 
than that of WFA and MA grains. The WFA and MA grinding wheels behave very similarly 
for studied grinding parameters. These results confirm the influence of the crystalline 
structure on the occurrence of wear flat, and this effect is quantified for grinding wheels. 
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 Concerning to grinding parameters, workpiece speed presents different patterns depending 
on the studied case. Therefore, it is not possible to undertake a clear tendency of wear flat 
generation with vw. On the contrary, % A increases with a depth of cut between 3 and 5 µm 
from 10% to 14% respectively in the case of 3SG grinding wheel. This increase is not so 
pronounced for the case of WFA and MA grinding wheels. 
 The maximum % A reached is 14 % for SG alumina at vw=15000 mm/min and ae=5 µm after 
100 mm
3
/mm of workpiece material has been removed. 
 Both tangential and normal grinding forces remain practically constant independently of 
depth of cut and crystalline structure. A very few increase is shown with specific material 
removal. Friction coefficient also shows the same pattern, a quasi-constant value is drawn 
between 0.33-0.38 This phenomenon is because of the initial wheel surface, along with the 
grinding parameters designed to promote wear flat, ensuring that sliding is the main 
phenomenon that occurs during grinding. 
 The correlation between grinding wheel wear and 3D functional roughness parameters is 
established: Spk allows the identification of sharpness loss, Svk shows the absence of dullness 
in grinding wheel and Sk together with Spk helps to the identification of abrasive grain 
flatness and abrasive grain height loss which is related to wear flat. 
 Moreover, 3D roughness analysis revealed differences between new surfaces of different 
crystalline structures, with the 3SG surface being sharper than WFA and MA new wheel 
surface. However, after testing, the 3SG and MA surface was found to be flatter than WFA. 
SG accumulates 32.5 % of material from 32.5 µm to 65 µm, while WFA accumulates the 
same quantity of material in the first 65 µm, being the MA surface in the intermediate wear 
state. 
 Analysis of the three crystalline structures wheel surface revealed differences on just dressed 
and worn topography. For new surfaces at a magnification of 50x, 3SG surface presented a 
smoother appearance than WFA and MA new surface. Furthermore, WFA seems as it is 
composed by a different layer in the new abrasive grains. However, at a magnification of 
500x the microcrystals of the 3SG wheel are noticeable, leading to a rougher surface and 
promoting third body adhesion. 
 Once the tests had been completed, it was found that 3SG and MA worn surfaces presented a 
very homogenous appearance. Moreover, 3SG wheel presents a bit more quantity of third 
body adhered than MA and the difference in the third body adhered is increased with WFA, 
being the surface with less third body adhered to flat surface. This phenomenon is due to the 
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fact that the thermal conductivity is lower in SG alumina and hence the temperature is higher 
on contact, accelerating chemical reactions and modifying the bond on contact. Third body 
adheres to both flat abrasive grains and the transformed bond. 
 These experimental tests have demonstrated that in conditions where the most important 
material removal mechanisms are ploughing and rubbing (e.g. finishing operations), the 
main problem of SG abrasive grains when compared with the WFA grains is the excessive 
wear flat generated during the process. Moreover, MA grinding wheels, despite presenting 
the appearance as smooth as 3SG grinding wheel, the %A achieved is not so high. This fact 
is due to the influence of bond in the flat appearance and also because at finishing 
parameters monocrystalline alumina behaves better than SG abrasive grains. As the 
presented analysis show, the reason for this behavior is the crystallographic structure of the 
abrasive grain. This idea is in accord with what is found in industrial practice and will help 
wheel manufacturers to better understand the grinding process and to base their selection of 
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 NEW DESIGN OF A PIN-ON-DISK TRIBOMETER FOR IV.
ALUMINA ABRASIVE GRAIN WEAR ANALYSIS 
IV.1. Introduction 
Chapter II presents the difficulties of alumina wheel wear characterization, particularly, the 
wear flat. Its tribochemical nature raises the need to address this issue. In Chapter III, the wear 
flat occurrence on alumina grinding wheels is addressed from the perspective of studying the 
grinding process. The results obtained from the experimental work, described in previous 
chapter, indicates the importance of the tribochemical effect on the generation of wear flat. This 
issue requires a deeper analysis, with the need for an exhaustive control of contact conditions 
despite the randomness of wheel topography. In this sense, the present chapter studies the 
alumina abrasive grain wear implementing tribological tests. A new design of pin-on-disk tests 
is developed in order to reproduce grinding contact conditions. As it is deeply analyzed in the 
state of the art, alumina-steel contact has been widely studied from a tribological point of view 
using a wide range of contact conditions [16, 60]. However, both sliding speed and contact 
pressure close to grinding conditions are not achieved in the same time. Therefore, contact time 
and reached temperatures cannot be extrapolated to grinding tests. 
The aim of present chapter is to address the lack of knowledge by applying real grinding 
conditions to a new design of pin-on-disk tribometer. The main purpose of this new design is to 
reproduce a discontinuous contact between alumina and steel using real alumina grinding wheel 
as a disk. Following the study of the influence of crystalline alumina of abrasive grains in the 
wear, a comparison of the wear behavior of WFA and 3SG grinding wheels is conducted. Using 
these grinding wheels as disks, real randomness of the topography is evaluated, reproducing the 
thermal cycle that is suffered by the alumina during grinding. Furthermore, the simulated 
contact conditions are close to the grinding parameters, using a sliding speed of 30 m/s and 
controlling real contact area (Ar) in order to reach contact pressures close that achieved during 
grinding. Finally, a deep analysis of worn alumina is carried out through a 3D parametrical 
study of disk topography. This study complements the grinding wheel analysis carried out in 
Chapter III in order to acquire a deeper knowledge of the wear flat phenomenon and the wear 
mechanisms that take place during contact of abrasive grains and workpiece. After taking into 
account the two facts, wear results obtained on pin-on-disk tribometer can be extrapolated to 
real grinding process. 
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IV.2. New design of a pin-on-disk tribometer 
In general, the main challenge of studying a specific type of wear is the isolation from the other 
types. In the present work this fact is addressed designing hard grinding wheel, avoiding grain 
breakage and grain pull out. Moreover, the other issue that have detected on works carried out is 
the difficulties to reproduce grinding contact conditions on a test bench under them exhaustively 
control. Therefore, the second issue to deal with is the design of the pin-on-disk tribometer that 
allows to reproduce grinding conditions and to control the real contact. These contact conditions 
involves not only sliding speed (s) and real contact pressure (pr) of grinding process but also the 
thermal cycle suffered by abrasive grains. 
 
Figure 51: Set up of pneumatic control of pin-on-disk 
On the one hand the classical pin-on-disk test bench are designed to study less aggressive 
contact conditions between two materials, as it is detailed in Chapter II Section II.4. When high 
speed or high pressure had been analyzed, specific designs of pin-on-disk set up had been 
carried out. In the present study in order to achieve the same sliding speed  that it is used in real 
grinding process, the test bench is assemblage on a surface grinding machine. Likewise, the 
objective of this design is to achieve real contact pressures close to achieved during grinding. 
Table 17: Specification of pneumatic elements 
Pressure gauge AW30-F03BE-B, 0.05-0.85 MPa 
Selector valve Valve ¼ EVZM550-F01-00 0.15-0.8 MPa 
Pneumatic cylinder Double action pneumatic cylinder CP96SDB125-50 
Cylinder: Ø125 mm, Stroke: 50 mm 
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In this sense, a pneumatic system is designed consisted of a double-acting pneumatic cylinder 
activated by a selector valve, a switch, and a pressure gauge that allows flow regulation. The 
specifications of pneumatic elements are detailed in Table 17. In Figure 51 the pneumatic 
control set up is schematized. The theoretical maximum force of the double action cylinder is 
12000 N. However, the maximum force that is going to be achieved in the present work is 
8500 N with a pneumatic pressure of 7 bar, which is the pneumatic pressure of the workshop 
installation. The designed pneumatic device allows the reduction of pneumatic pressure with the 
pressure gauge, but not to increase it. On the cylinder plunger, a pin holder with a guide system 
is assembled to avoid rotation of the pin due to the tangential force imposed during tests as it is 
shown in Figure 52 
 
Figure 52: Pin holder and guide system of pneumatic cylinder to avoid pin rotation during tests 
On the other hand, with the purpose of achieving a discontinuous contact of alumina and thus, 
reproducing the thermal cycle of abrasive grains, two requisites are taken into account. First, pin 
and disk roles are changed. Generally, pin material is the material under examination. However, 
in this study, alumina is analyzed and an alumina disk is employed. However, if the wear of 
alumina is analyzed on this kind of test bench, being alumina pin, a continuous contact between 
alumina and steel is achieved. Therefore, in the present work steel pin and alumina disk is used. 
Cylinder plunger 
Pin Pin holder 
Guide system 
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Figure 53: Reproduction of thermal cycle of one abrasive grain (in pink) with designed pin-on-disk set up. 
With this configuration the material of abrasive grains, alumina, is studied. However, the shape 
of abrasive grans, the effect of wheel configuration, bond and matrix structure are not taken into 
account if alumina pin is used. So, in the present design of pin-on-disk tests a real grinding 
wheel is used as disk, allowing the study of different crystalline structure of abrasive grains also. 
Finally, in order to control better the real contact area, the tests are carried out on the frontal flat 
face of the grinding wheel, which is conditioned as is explained hereafter. In Figure 53, the path 
of one abrasive grain is represented from the first state in which the abrasive grain is in contact 
with the pin. Following the intermediate states in which the abrasive grain is cooling due to the 
absence of contact and finally the grain contacts again with the pin, closing the thermal cycle. 
 
Figure 54: Set up of tribometer mounted on a surface grinding machine. 
Therefore, considering all the requisites, the designed pin-on-disk tribometer allows the close 
reproduction of grinding contact conditions and its control. In Figure 54 set up of designed 
tribometer mounted on a surface grinding machine is shown. 
State 1: contact State 2: cooling State 3: cooling State 4: contact 
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IV.3. Experimental set up for pin-on-disk tests 
The present tribological study characterizes the wear of alumina abrasive grains working against 
steel under grinding conditions. As it has been deeply described in the paragraphs above, a 
particular design of pin-on-disk tribometer is required in order to achieve grinding contact 
conditions. This tribometer is mounted on a surface grinding machine, the same that it is used in 
grinding experimental work. The specifications of grinding machine are detailed in table 2 of 
Chapter III. Furthermore, dynamometric device is also used to measure grinding forces during 
the tribological tests. Table 18 specifies the name of the device and the software used to acquire 
grinding forces. Likewise, the tests are carried out with cooling, being the coolant and the flow 
the same of the previous experimental work, detailed in Table 18. 
Table 18: Set up of Pin-on-disk tests 
Surface grinding machine Blohm Orbit CNC 36 
Coolant 5% oil water based  
Flow rate: 45 l/min. 
Wheel specification 54R6V89, grain size 300 µm 
Wheel dimensions 400x20x127mm 
Workpiece Material Tempered AISI D2 60±2 HRC 
Pin Dimensions 3x5x25mm 
Dynamometric Device Kistler 9257B 
DynoWare software 
Microscope Confocal microscope Leica DCM3D magnification 10x 
Leica Map software 
 
Moreover, real grinding wheels are used as a disk to achieve results as close to grinding process 
as possible. Aiming to develop previous experimental grinding work, Chapter III, in this 
tribological study the influence of crystalline structure of abrasive grains is also taken into 
account. In this case only white fused alumina (WFA) and microcrystalline alumina (3SG, 
composed by 30% of SG abrasive grains) grinding wheels are analyzed due to a higher use on 
industrial applications. Hard grinding wheels are designed, grade R, with the same purpose of 
the previous grinding tests, isolate wear flat. Likewise, the abrasive grain diameter is about 
300 µm, so the evaluation of the grain flatness is easier. The grain size also helps to differentiate 
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grain pull out, if occurs. The wheel is the closest wheel that can be manufacture in order to 
avoid high porosity, which could lead to problems in the tests due to the small size of the pin. 
Finally, the abrasive grains are embedded on a vitreous bond matrix, as they have been on the 
grinding experimental tests. The nomenclature of a complete wheel and the dimensions are 
specified in Table 18. Moreover, Erickson [50] affirms that the wear of the materials is 
determined by contact geometry and the conditions of lubrications. Therefore, in the present 
study both items are taken into account in the tribometer test, using a real grinding wheel as a 
disk. 
 
Figure 55: (a) Pin dimensions, (b) dressing set up of vertical surface of the wheel. 
Regarding the pin material, hardened steel is also studied, detailed in Table 18. In order to 
control real contact pressure and achieve contact pressure values as close to those that occur 
during the grinding process as possible, small pin section is designed. Hardened steel pins are 
set by wire electrical discharge machining (WEDM) due to their small size. The pin section is 
3x5 mm and 25 mm long as it is shown in Figure 55. The area must be sufficiently large to 
avoid pin breakage and small enough to increase the contact pressure, being 15 mm
2
 the most 
suitable pin contact area. The close structure of the wheels and fine dressing parameters allow 
the control and the increase of the real contact area. In Figure 55 (b) the dressing set up is shown 
being dresser tool of a single point diamond assembled to dress the vertical surface of the disk. 
Finally, the characterization of wear alumina is done. Confocal microscopy is used to 
determinate the real contact area and to analyze the wear generated on the disk after carrying out 
the tests. The specifications of Leica DCM3D confocal microscopy are detailed in Table 4 of 
Chapter III. Obtained topographies are analyzed using Leica Map software, allowing the 
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IV.4. Methodology for tribological tests to characterize abrasive 
grain wear 
The contact between alumina and steel is studied in order to characterize alumina wear under 
grinding conditions. One of the handicaps of this study is accurately known the real contact 
conditions. In this sense, the quantification of real contact is necessary before starting 
tribological tests. After that, contact tests are conducted and finally the characterization of wear 
of alumina abrasive grains is attempted. Hereafter is detailed a complete methodology to 
develop the study of abrasive grain wear under controlled contact conditions. 
IV.4.1. Real contact area quantification 
Before starting the quantification of real contact area, both pin and disk have to be conditioned. 
Pins are manufactured by WEDM not only due to the small size of pin dimensions but also to 
ensure a complete contact with the disk. Roughness lower than 2µm Ra is achieved on the 
surface of 15 mm
2
 which contacts with the disk. Regarding the disk, in these tests, a real 
grinding wheel is used but a different operation surface is applied. Dressing is carried out to 
vertical surface of the grinding wheel as it is shown in Figure 55 (b). Specific holder is 
manufacture for the assembly of the dresser-tool on the horizontal position. A dresser speed of 
vd= 60 mm/min and dressing depth ad= 5 µm are used to vertical wheel surface conditioning. In 
Table 19 dressing parameters are built. 
Table 19: Dressing parameters of vertical surface 
vs [m/s] vd [mm/min] ad [µm] 
30 60 5 
 
Despite the fact that this parameters correspond to fine dressing parameters, the random wheel 
surface and its structure leads to Ar smaller than apparent contact area (Aa), which in this case is 
15 mm
2
. These differences between Ar and Aa are also found on grinding process. Therefore, 
after pin and disk conditioning the next step is to quantify the real contact area between pin and 
disk. The quantification of Ar is performed measuring the just dressed wheel topography using 
confocal microscopy. Images are taken at magnification of 10x and stitching technique is 
implemented in order to analyze a higher area. 2x2 images are overlapped in order to study an 
area of 1.6x1.8 mm
2
. Moreover, the analyzed height range is 600 µm or 300 µm. 




Figure 56: Abbot Firestone curve and the attainment of functional parameters. 
 
Figure 57: Steps to achieve reference plane of dressed disk surface using 3D functional parameters. 
Once the topography of the just dressed surface is obtained, the Abbot-Firestone curve and 
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functional study, Smr1 and Smr2 values corresponding to areal material ratio that divides the 
reduced peaks and valleys respectively from core roughness (Sk) are obtained following the 
ISO 25178 standards as it is shown in Figure 56. From represented case of dressed WFA, in the 
second step of Figure 57, Smr1= 0.74% and Smr2= 59.74% values are obtained. These values are 
inserted in the dynamic Abbot-Firestone curve, represented in the third step of Figure 57, where 
the corresponding material distribution is also represented. To determinate the reference plane, 
Smr1 is an useful parameter, which delimitates the core roughness with reduced peaks. Therefore, 
from this step, the value of c1 is achieved, which is the height from the top of the topography to 
Sk parameter. This height sets the reference plane that it is going to be used to determinate the Ar 
between pin and disk. For the represented case, the reference plane is established at 23.12 µm 
from the top of the topography. In the fourth step of Figure 57 the slice of dressed topography at 
this height is revealed. As it is shown, the material accumulated up to this slice corresponds 
only to the peaks. 
 
Figure 58: Parallel slice to reference plane sets in order to quantify real contact area depending on wear depth. 
Once the reference plane is defined; parallel planes are conducted at different depths of the 
analyzed 3D surface. Furthermore, after conducting the pin-on-disk tests, the worn alumina is 
measured. The depth of worn alumina establishes the plane at which the contact area is 
quantified, which allows to obtain the Ar value for each studied surface, and hence, the real 
contact pressure. In Figure 58 are represented the slice planes at distance of 15 µm, 20 µm and 
25 µm measured from the reference plane with its corresponding real contact area quantification. 
These values correspond to WFA measurements. Therefore, once the tests are conducted and 
worn depth is measured the correlation with Ar can be done. 
IV.4.2. Methodology for Pin-on-disk tests 
Following wheel and pin conditioning, and dressed surface measurement to real contact area 
quantification, the pin-on-disk tests are carried out. Sliding speed, pneumatic pressure and 
theoretical force are varied in order to observe the influence of each parameter. Table 20 
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displays the complete battery of experimental tests. Sliding speed is varied from 20 to 30 m/s, 
values corresponding to conventional grinding, and theoretical grinding forces achieve values of 
7200 N, 8400 N and 9600 N. A total of 9 tests are conducted for each grinding wheel in order to 
evaluate not only the influence of contact parameters in the wear of abrasive grains but also the 
influence of crystalline structure. In Figure 59 schematic and real set up of tribological tests are 
represented. Also, the force directions are highlighted. The theoretical force applied to the pin 
corresponds to the direction of Fn. 
Table 20: Pin-on-disk parameters 
 
Pneumatic Pressure [MPa] / Theoretical Force [N] 
0.6 / 7200 0.7 / 8400 0.8 / 9600 
Sliding speed 
[m/s] 
20 1a 2a 3a 
25 1b 2b 3b 
30 1c 2c 3c 
 
 
Figure 59: Set up of the first contact between pin and disk (a) schematic representation of the set up and (b) 
real tribological tests set up. In both cases force directions are represented. 
Furthermore, the pneumatic pressure is established and due to the characteristic of the designed 
pneumatic system, the corresponding theoretical force is achieved. During the tests forces are 
measured using a dynamometric device, described in Section IV.3. Short contact time between 
pin and disk is achieved during tribological tests comparing to grinding process. The contact 
time of these tests is limited by the length of the pins, 25 mm. Due to the slenderness of the 
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contact area of the pin leads to high and continuous temperatures in the contact for steel pin, 
enhancing a faster wear of the steel. 
The first contact between pin and disk is a critical point of these tests. To ensure a more realistic 
contact comparing to grinding tests, firstly, the rotation of the wheel is set and secondly the 
linear movement of pneumatic cylinder is activated and the pin contact with the disk. This way, 
the initial interlock of the pin in the irregular disk surface is avoided. Likewise, before starting 
the tests, the pneumatic cylinder stroke is restricted to a certain pin length in order to avoid the 
contact between pin holder and the disk. Despite 25 mm pins are manufactured, work length of 
the pins are about 11 mm and the other 14 mm are meant to be held to the pneumatic cylinder 
and to establish a security distance with the pin holder. In Figure 60 (b) in the left the new and 
the worn pin are shown, in which the generated burr is marked. In the right part of the image the 
sliding direction is highlighted in red and also pin dimensions can be differentiate. Moreover, in 
Figure 60 (a) the groove generated for three tests on the disk are shown.  
 
 
Figure 60: (a) 3 tests conducted on flat vertical surface of the disk. (b) Comparison between new and worn pins, 
generated burr and the marks of sliding direction in pin surface. 
IV.4.3. Methodology for abrasive grain wear measurement 
Subsequent to the pin-on-disk tests, alumina wear is characterized. Confocal microscopy is used 
to analyze the wear generated on the disk, to quantify the groove generated in the flat surface of 
the disk. The measured area (x, y) is 6.69x1.77 mm
2
 and z scan range of 600 µm, with a 
resolution of 4 µm. In addition, monochromatic light is used and the disk is covered with 
graphite in order to minimize the brightness of the images. As it is shown in Figure 61 (a) the 
measured area involves both worn and just dressed alumina. This is necessary in order to 
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worn depth. From now on, to show the methodology to characterize the wear of alumina 
abrasive grain the Test 1a for WFA is chosen. Therefore, Figure 61and Figure 63 correspond to 
this case of study. However, the methodology is the same for every tests whatever the type of 
alumina. 
 
Figure 61: (a) WFA disk highlighted measured area, (b) 2D representation of digitalized area and (c) 3D 
surface digitalization 
In order to characterize alumina wear not only is the depth of groove generated in the disk 
surface measured, but also 3D functional parameters are analyzed. In Figure 61 (c) 3D surface 
topography reveals the generated groove in the dressed surface. Each test is measured in six 
different sections equally spaced along the wheel toward avoid point surface defects and thus to 
minimize measurement errors. Therefore, the mean value of the depth of groove is obtained for 
each test.  
In order to quantify the wear depth, for each digitalization 100 profiles are extracted and 
superimposed, as shown in the 1
st
 step of Figure 63. The upper line limiting all the profiles 
shows the shape of the groove. In the 2
nd
 step of this figure the upper line involving all 
superimposed profiles is extracted in order to quantify the depth of the groove. However, the 
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which generates the distortion of the profile. Therefore, this upper profile is filtered using 
morphological filters as it is shown in the 3
rd
 step of Figure 63. 
 
Figure 62: Representation of (a) closing and (B) opening morphological filters [127] 
Morphological filters are widely used to analyze engineering surfaces, and they are suitable for 
extracting geometrical features of surfaces such as the shape [127]. In Figure 62 the operation of 
closing and opening filter are shown being a disk the structuring element. In this study, an 
alternate opening-closing sequence of filters is used for eliminating high and thin peaks and 
valleys. The structuring element employed to apply the morphological filter is a circular disk of 
0.5 mm diameter. 
In Figure 63 the profile of the 3
rd
 step corresponds to the enveloping line after the sequence of 
morphological filters application. On this profile the depth of groove can be measured without 
being disturbed due to the brightness of the disk surface. Finally, in order to enable wear 
quantification, the profile after morphological filters application is leveled using Matlab 
software. In purple is delimited the depth and the width of the groove. For this particular case, 
the measured depth is about 20 µm. Likewise, the generated groove is about 3 mm width, which 
is approximately the same for all the tests carried out due to the correspond to pin dimensions. 
Finally, following groove depth measurement, a functional disk surface characterization is 
carried out. Following the nomenclature of Chapter III, worn and just dressed, new, alumina are 
studied. For the previous digitalized areas a sample of 2x1.5 mm
2
 is extracted from new and 
worn alumina. 3D functional study based on ISO 25178 standard is used to compare the 
behavior of both WFA and 3SG wheels under grinding conditions with an exhaustive control of 
the contact and to find differences between new and worn states of each type of alumina. 
(a) (b) 
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Figure 63: Depth of worn alumina quantification: 1st step, profiles superimposition, 2nd step, upper line profile, 
3rd step, profile after morphological filter application and 4th step, leveled profile and depth quantification 
IV.5. Pin-on-disk experimental results 
Pin-on-disk tests are conducted varying the pneumatic pressure of the cylinder, thus, the normal 
force imposed, and the sliding speed for both WFA and 3SG alumina disks. In Table 20 the 
parameter variation is built, being their influence on alumina wear analyzed hereafter. Likewise, 
the influence of crystalline structure on the abrasive grains wear is also studied in this section. 
In order to perform an accurate analysis, it must be considered the real contact area between 
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IV.5.1. Real contact area quantification 
The main objective of this original design of pin-on-disk tribometer is to control the real contact 
pressure, which requires the determination of the real contact area between the alumina disk and 
steel pin. Therefore, once the tests have been conducted, the first step before starting with the 
analysis of the results is to quantify the Ar through disk surface characterization. It is established 
the hypothesis that the contact between pin and disk occurs at the depth of disk wear. So, before 
obtaining the real contact area, the groove generated in the alumina must be quantified. 
 
Figure 64: Quantification of groove depth generated on WFA and 3SG alumina disks. Variation with sliding 
speed, pneumatic pressure and the mean value is represented. 
The quantification of wear depth is carried out for each test following the steps shown in Figure 
63. The mean value of the groove depth for each abrasive grain structure, for each sliding speed 
and for each pneumatic pressure is represented in Figure 64. This graphic show that the 
influence of sliding speed and pneumatic pressure is almost negligible for the studied range. A 
deeper analysis is addressed in the following section, when the influence of contact parameters 
in the wear of abrasive grains is analyzed. Related to the abrasive grain structure, a greater depth 
of groove is measured for WFA than for 3SG alumina disk. Therefore, in order to determinate 
the Ar, the mean value of worn depth is used for each crystalline structure. WFA presents a 
mean depth of 23 µm while 3SG has a mean depth of 17 µm. 
Once the groove depth is quantified Ar can be determined. For each abrasive grain structure, 
different depths are measured. Thus, the depth at which the real contact area is obtained is 
different for each disk. As it was previously explained, a reference plane is defined for each just 
dressed surface, new surface. In Figure 58 slices parallel to the topography at different depths 
are represented in order to show the differences in real contact area depending on the contact 
depth. Now, to determinate Ar, from the reference plane, slices are made at a wear depth of 
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Figure 65: Real contact area quantification from wear depth. Reference plane and contact depth slices for 
WFA and 3SG disk. 
Three different measurements are done for each crystalline structure. The mean value and the 
error of each one is obtained. In Figure 65 one of the studied cases is represented, showing both 
the reference plane and the slice plane at the corresponding contact depth for WFA and 3SG 
surfaces. Measured new surface area is 2.88 mm
2 
and the apparent pin area is 15 mm
2
. In the 
case of WFA, with a Ar 29.33 ± 1.86%, 4.4 mm2 and for 3SG alumina this is 22.43 ± 0.99%, 
3.36 mm
2
. The Ar of 3SG alumina is slightly lower than WFA due to the sharper surface. 
Furthermore, the wear depth of 3SG disk is smaller than WFA disk, this fact also has an 
influence on the differences in the contact area. 
From now on, the real contact area is used to analyze the wear of alumina abrasive grains and 
particularly to obtain real contact pressure between alumina disk and steel pin, being one of the 
limitations in order to reproduce grinding contact conditions using the pin-on-disk tribometer. 
To develop these pin-on-disk tests, works carried out by Klocke [16,128] are taken as reference. 
However, on these works the phenomenon of real contact area is not described, despite the use 
of Ar to achieve pr. The reduction from Aa to Ar values leads to higher contact pressures from 0.5 
to 1.5GPa. This fact is one of the most relevant achievements of these works and on the 















Depth of 17µm, 22.43 ± 0.99% 
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contrary, how to quantify the real contact area is not detailed. Therefore, in the present work 
great importance has been given to the quantification of Ar. 
IV.5.2. Influence of the contact conditions in the wear of the abrasive grains 
Once the real contact area is quantified for both WFA and 3SG alumina disks, a deep analysis is 
carried out in order to determinate the influence of sliding speed and real contact pressure on 
alumina wear. As it has been previously mentioned, real forces, both normal and tangential, are 
measured during the tests. The directions of these forces are shown in Figure 59. 
 
Figure 66: Normal and tangential forces evolution with sliding speed for 0.6MPa (test1a, test1b and test1c) 
Both normal and tangential forces are plotted. In Figure 66 the evolution of the forces versus the 
sliding speed is shown. Despite being represented for 0.6MPa, the behavior is the same 
regardless of the pneumatic pressure. Higher normal and tangential forces are achieved to lower 
sliding speed. For WFA tests and a sliding speed of 20m/s, the mean value of Fn is 514 N. 
However, for 30 m/s, a value of 455 N was reached. In contrast, there is no clear tendency of the 
variation of the forces with pneumatic pressure as it is shown in Figure 67, where results for 
30m/s are plotted. For WFA almost a constant value of about 450N is achieved regardless the 
pneumatic pressure of the test. For 3SG disk a higher variation is appreciated, increasing from 
490 N to 580 N with the increase of pneumatic pressure. Likewise, the behavior of tangential 
forces are comparable with the corresponding normal forces. These slightly variations are due to 


















                   WFA                                        3SG 
Chapter IV: New design of a pin-on-disk tribometer for alumina abrasive grain wear analysis 
118 
 
Figure 67: Normal and tangential force evolution with pneumatic pressure for 30m/s (Test1c, Test2c and Test3c) 
Regarding the contact time of the tribological tests, it can be obtained analyzing the forces. 
Therefore, in Figure 68 the normal and tangential force of Test 1a are plotted, whilst the 
alumina steel contact time is also shown. The small Aa=15 mm
2
 together with high sliding speed 
enhances high temperatures on the contact, softening hardened steel and increasing abrasive 
grain wear. Therefore, the contact time is very short, tc≈1.15 s, which denies reaching the 
theoretical forces. This is the main reason why the studied cases do not present significant 
variations with pneumatic pressure. Similarly, the wear that occurs in 1.15 s is too high 
compared to the wear suffered during a real grinding process. This fact is due to the heavy 
initial wear and then the wear increases slower. 
From now, only sliding speed variation is considered on the pin-on-disk tests, therefore, results 
are analyzed according to s and abrasive grain crystalline structure variation. The values shown 
for each sliding speed correspond to the mean value of the three pneumatic pressures studied. 
Regarding the influence of sliding speed on wear, very similar values of wear depth are shown 
in Figure 64 for the three speeds tested, about 23 µm for WFA disk and 17 µm in the case of 
3SG disk, as it has been previously mentioned. Therefore, for the s range studied, there is no 
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Figure 68: Normal and tangential force signals and contact time for Test 1a on WFA 
On the contrary, the studied range of sliding speed presents differences on achieved grinding 
forces and hence, on the real contact pressure as it is shown in Figure 69. Real contact area is 
defined as follow in Eq.9. Here the importance of quantify real contact area. For the studied 
range of sliding speed, higher s leads to lower real contact pressures, varying from 190MPa for 
s=20 m/s and 160 MPa for s=30 m/s in the case of 3SG alumina disk. The pr is reduced about 
15% for 3SG alumina disk while for WFA the reduction is of 11%. In this regard, Klocke [16] 
obtained pressures of approximately 0.5-1.5 GPa at a sliding speed of 2m/s. In the case of this 
study, the sliding speed is at least 10 times higher, and close to the observed during the grinding 
process, whilst high values of real pressure values are obtained. Therefore, the obtained results 
on pin-on-disk tribometer can be readily extrapolated to the grinding process, and are useful for 
characterizing abrasive grain behavior under controlled real contact conditions. Likewise, pr 
presents higher variations with abrasive grain structure than with sliding speed. Therefore, in 
Section IV.5.3 is addressed a deeper analysis of the real contact pressure with crystalline 
structure of alumina. 
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Figure 69: Variation of real contact pressure with sliding speed and crystalline structure. 
Concerning to the friction coefficient, values between 0.21 and 0.25 are maintained. On 
grinding tests carried out in previous chapter, the obtained friction coefficient range is 0.33-0.38 
(Section III.4.1.5 of Chapter III). This difference is primarily due to the wear mechanisms that 
occur during contact. In the case of the grinding process, cutting, ploughing, and rubbing are 
involved in the contact. In contrast, in the case of pin-on-disk tests, the effect of cutting is 
minimized and ploughing and rubbing are the main wear types. This behavior is deeply 
analyzed in the following section, comparing the contact of 3SG and WFA disks due to the 
dissimilarities measured on the two disk surfaces. 
IV.5.3. Influence of crystalline structure of abrasive grains in the wear. 
Related to the influence of crystalline structure of abrasive grains, the differences on wear 
depth, disk topography and also on real contact pressure achieved between the pin and the disk 
are discussed in this section. As it has been mentioned during the analysis of the results, greater 
depth of groove is measured for WFA than for 3SG alumina disk. WFA presents a mean depth 
of 23 µm while SG has a mean depth of 17 µm as it is shown in Figure 64. Both disks have been 
designed with abrasive grain size of 300 µm, therefore, measured wear depth represents 7.67% 
of a total abrasive grain for WFA and 5.67% in the case of SG abrasive grains. In this sense, 
linking the wear suffered by grinding wheel during a real grinding process to the wear of 
alumina disk on pin-on-disk tribometer can be verified due to the lack of abrasive grain pull out.  
Furthermore, in the case of WFA abrasive grains, it can also be confirmed the no existence of 
grain breakage on WFA abrasive grains. This affirmation can be done because if one crystal of a 
complete abrasive grain is broken, approximately 1/3 of abrasive grain size, thus 100 µm would 
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can occur is flatness of abrasive grains due to tribochemical reactions. Similarly to grinding 
wheel wear on a real process, this type of wear represents wear flat. In contrast, this is not the 
case for 3SG alumina disk, because of the size of the microcrystals of SG abrasive grains, 
approximately 0.1-5 µm. Therefore, the distinction between grain breakage and grain flatness 
cannot be done only with wear depth quantification. 
 
Figure 70: Comparison between new and worn states of WFA and 3SG alumina disk (a) reduced peak height 
and (b) peak material proportion 
To identify each type of abrasive grain wear, particularly the 3SG alumina disk, in tribological 
wear tests, 3D functional parameters are used. Reduced peak height (Spk) and peak material 
proportion (Smr1) parameters are the most significant parameters to determinate the differences 
between new and worn states of alumina disk for both WFA and 3SG. The values of these states 
are represented in Figure 70 respectively. Regarding WFA, if new and worn states are compared, 
higher values of Spk are achieved for new alumina. Just dressed state is rougher than worn 
alumina; a sharper surface due to dressing is achieved on the disk. As it is shown in Figure 
70 (a) the height of the peaks is halved for worn alumina. Additionally, in worn WFA surface an 
increase of 20% is shown on material proportion in the peaks in Figure 70 (b). These two facts 
lead to a loss of sharpness of the worn surface, being higher the quantity of material 
accumulated in lower height. Therefore, it is confirmed that wear flat is the wear type that 
occurs in WFA disk studied under controlled contact conditions. 
Regarding 3SG alumina disk, and in contrast to WFA behavior, Spk increases from new to worn 
by less than 25%, showing a sharper surface on worn alumina. With respect to Smr1, the same 
increase of 25% in the peak material proportion is shown, maintaining the relation between 
peaks and material increase and hence maintaining the surface characteristic. Both new and 
worn 3SG alumina disk present a very similar sharpness. Therefore, the main wear type of 3SG 
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sharpening. Likewise, analyzing valley material proportion Smr2, Figure 71, for both WFA and 
3SG disk there are no differences shown between new and worn states. Therefore, it can be 
confirmed the absence of dulling of abrasive surfaces. 
 
Figure 71: Valley material proportion to compare of new and worn states of WFA and 3SG disk 
The conclusions reached regarding mainly to Spk and Smr1 functional parameters, are 
corroborated on the surfaces shown in Figure 72, 3D digitalized topographies show 
dissimilarities on the worn alumina which can be clearly appreciated on the envelope line of 
profiles after applying morphological filter, in the down part of the figure. The groove generated 
after the tribological test is marked in red both in 3D topography and in the envelope line. A 
flatter surface is shown on worn WFA disk compared to worn 3SG alumina disk, and greater 
peaks are plotted on the 3SG worn profile, corresponding to the effect of self-sharpening of SG 
abrasive grains. 
Regarding the real contact pressure achieved between the alumina disk and the steel pin, the 
crystalline structure of alumina abrasive grains is the parameter which presents higher influence 
on it. The real contact pressure, pr, achieved for 3SG disk is approximately 35% higher than for 
WFA regardless of the sliding speed as it is shown in Figure 69. Two effects are responsible for 
these dissimilarities regarding crystalline structure of abrasive grains. On the one hand, higher 
real contact area values are measured on WFA, due to the abrasive grain shape and surface. 
Likewise, new 3SG surface is sharper than that of the WFA. While Ar is about 30% of Aa for 
WFA disk, for 3SG is of 25%. Furthermore, as it is shown in Figure 72 not only new but also 
worn 3SG alumina presents a sharper surface. On the other hand, normal forces reached during 
the tests are approximately 16% lower for the WFA than for the 3SG alumina disk. Therefore, 
following the Eq.9 higher real contact pressures are achieved for the 3SG alumina disk, reaching 
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Figure 72: 3D wheel surface digitalization and envelope of filtered superimposed profiles for (a) WFA and (b) 
3SG alumina. 
Making a similarity to the grinding process, during the pin-on-disk tests, of the three wear 
mechanisms that take place during grinding contact, rubbing and ploughing are the most 
relevant. However, for 3SG disk topography, due to the sharper surface comparing with WFA 
disk surface, cutting also takes place, but to a lesser extent than real grinding tests values. The 
rubbing mechanism in WFA has a higher importance, which is confirmed with the Spk parameter 
comparing the effect of the wear. Therefore, rubbing phenomenon increases the contact 
temperature and hence, the pin temperature. The hardened steel pin becomes soft and it is worn 
quicker than the case of 3SG alumina disk. As it is shown in Figure 73, SG abrasive grains 
contact more times with the pin than the WFA ones. Thus, the contact time of 3SG tests is 
slightly higher and pin wear is not as quick as the WFA tests. The theoretical force is imposed 
for the pneumatic cylinder but the short contact time enhanced the material softening due to 
high temperatures in the contact leads to a lower contact force than the programmed ones. 
Furthermore, the fact that high temperatures are reached in the contact also explain the high 
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Figure 73: Number of contacts of each type of abrasive grain with the steel pin on a complete test. 
IV.6. Preliminary conclusions 
On the basis of the designed pin-on-disk and the tests carried out using contact conditions close 
to grinding process, the following conclusions can be drawn: 
 An original design of a pin-on-disk tribometer is presented for the analysis of the behavior of 
abrasive grains in the grinding processes conditions. The achieved contact conditions are 
close to those of the real grinding process. This consideration allows the extrapolation of 
results obtained on the pin-on-disk tribometer to the design of industrial grinding wheels for 
a specific grinding operation. 
 With the designed pin-on-disk tribometer not only are sliding speeds and real contact 
pressures close to those achieved in grinding process reproduced but also the thermal cycle 
suffered by abrasive grains is considered. Regarding sliding speeds, 20-25-30 m/s are 
studied. In contrast, the maximum real contact pressure achieved is about 190MPa, being the 
pressure of grinding process about 1-2 GPa. Despite this difference, this work is the closest 
approach to real grinding process.  
 Grinding contact conditions are imposed and thoroughly controlled on the tests carried out in 
the pin-on-disk tribometer with the aim of differentiate wear behavior of two types of 
alumina crystalline structure: WFA and SG abrasive grains. 
 The real contact area is quantified once the abrasive surface of the disk is dressed. In the case 
of WFA, the real contact area is 29.33 ± 1.86% of apparent area and for 3SG alumina surface 
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 Due to the heavy contact conditions and the small pin area, high temperatures are reached in 
the contact, leading to a very short contact times of about 1.1 s. Therefore, the theoretical 
forces could not be achieved. Likewise, the influence of imposed pneumatic pressure is 
negligible in the obtained results. Only the influence of sliding speed on the test results is 
taken into account. 
 Lower sliding speed leads to higher contact forces regardless of the alumina studied. 
Moreover, a lower real contact area is measured on SG alumina. Therefore, the real contact 
pressure decrease with sliding speed, from 20 m/s to 30 m/s a decrease of 15% is measured. 
Extrapolating the influence of s to the grinding process, it can be concluded that higher 
cutting speed implies lower real contact pressure on abrasive grains. 
 For the studied sliding speed range, s does not present a significant influence on abrasive 
grain wear. However, the influence of the crystalline structure of abrasive grains is 
appreciable both on the depth of wear and the appearance of the worn surface. WFA presents 
a 23 µm wear depth whilst 3SG disk presents a wear depth of 17 µm. Moreover, the 3SG 
worn surface is sharper than the WFA worn part. 
 Regarding the friction coefficient, the values reached on the pin-on -disk tests vary from 0.22 
to 0.25. However, on grinding tests these values are higher, from 0.33 to 0.38. These 
differences are due to the predominant wear mechanisms on contact. In the case of grinding 
tests, cutting, rubbing and ploughing appear. In contrast, during the tribological tests rubbing 
and ploughing are predominant although for WFA its influence is heavier, leading to a flatter 
worn surface. 
 The presented device appears to be suitable for the analysis of the behavior of abrasive 
grains in the grinding process, suggesting that this could be a useful industrial tool for the 
design of grinding wheels for specific application. The materials in contact, grinding wheel 
characteristics (grain crystalline structure, material, size…), contact conditions even the 
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 FIRST APPROACH TO MODELING THE WEAR OF ALUMINA V.
ABRASIVE GRAINS 
V.1. Introduction 
As pointed out in Chapter III and Chapter IV, the wear of grinding wheels is a handicap in the 
design and implementation of the grinding process. Furthermore, in Chapter II it is addressed 
the randomness of abrasive wheels and the difficulties of modeling the grinding process, 
particularly grinding wheel wear. In this sense, and following the tribological study carried out 
in Chapter IV, the main contribution of the present chapter is to reproduce the contact between a 
single abrasive grain and the workpiece under real conditions in order to understand the 
phenomenon which leads to grain wear. Discrete element method (DEM) is used to develop the 
model of wear of an alumina abrasive grain. As on a whole research work, from the different 
type of wears, the characterization of wear flat is addressed. In Chapter III it is determined the 
importance of tribochemical reactions on wear flat generation. Third body adhered to worn 
abrasive grains changes contact conditions during grinding. Likewise, in Chapter II Section 
II.6.3 tribological studies using DEM are shown, being the main advantage the consideration of 
detached elements of the main bodies as a third body. Using DEM, the third body is maintained 
in contact with the other bodies even if it is adhered to the bodies.  
Therefore, due to the importance of the tribological behavior and the third body influence on the 
contact during grinding and wear generation, DEM is used to model the wear of an abrasive 
grain under grinding contact conditions. GranOO is a free C++/Python discrete element 
workbench used for the development of the model. In this sense, the present work was 
performed in the facilities of the department of i2M dept. DUMAS of the ENSAM in Talance, 
supervised by Prof. Ivan Iordanoff.  
This chapter is distributed as follows. Firstly, the basis of wear modeling is presented, so the 
main objective of the wear model is clarified. After that, the definition of two different behavior 
of alumina are justified, showing the variation of alumina properties with the temperature. 
Likewise, 2D finite element thermal model is carried out in order to determinate the height of 
the isotherm at which the alumina presents the higher variations on its behavior. This height is 
an important requisite to develop the discrete element model to predict wear of a single abrasive 
grain. DEM is the last issue that is going to be addressed in the present chapter. 
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V.2. Alumina abrasive grain wear model 
V.2.1. Objectives of the wear model 
The work developed in previous chapters is focused in the study of abrasive grain wear from an 
experimental point of view. On the one part, the wear flat occurrence in alumina abrasive grains 
during real grinding is analyzed. On the other part, tribological experiments are carried out in 
order to quantify the wear of alumina abrasive grain under controlled contact conditions. The 
results obtained from both experimental works are representative of real grinding process 
behavior. In contrast, as it is known, the experimental work presents limitations. For this case of 
study, the two main limitations are related to the temperature reached in the contact and to the 
tribochemical behavior that leads to third body generation and grain wear. 
Regarding the contact temperature, the short contact time and the difficulties to access to 
contact zone make almost impossible the measurement of the temperature during tests. However, 
to know this temperature is of interest because of the changes in the behavior of the alumina. 
Properties of alumina change with temperature, presenting a behavior closer to a ductile 
material near the contact and to brittle material, as at room temperature. Likewise, 
experimentally is not possible to know the proportion of the abrasive grain affected by the 
temperature. To this end, a thermal model is required to analyze the thermal field of the abrasive 
grain. 
Concerning to the third body and tribochemical wear, on grinding tests is observed the presence 
of the third body adhered to the flat abrasive grains. Moreover, on tribological test only final 
wear of the alumina is quantified. Initial and final states of the alumina can be analyzed, but the 
intermediate states of the wear and the third body evolution cannot be known. Likewise, it is of 
interest to know how the third body is generated and how contact conditions affect to the third 
body generation and hence, to the wear of the abrasive grain. In this sense, wear simulation 
helps to reach a better understanding of the generation of the third body and grain wear from the 
beginning of the contact to the last state. 
Therefore, the general objective of this chapter is to understand the behavior of the wear of the 
abrasive grains under real contact conditions during grinding process. To this end, the following 
two intermediate goals are set. Firstly, the temperature in the contact and inside abrasive grain is 
determinate using a thermal analysis. The distribution of the isotherms inside the abrasive grain 
is of interest. Secondly, the generation of third body in the contact and its influence on the wear 
of thee abrasive grains is evaluated developing a discrete element model in which real contact 
conditions are imposed. 
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V.2.2. Basis of the wear model 
As it is known, a grinding wheel is composed of abrasive grains randomly embedded on a 
bonding matrix, presenting also a certain porosity. Therefore, the reproduction of the behavior 
of a complete grinding wheel is a difficult task, and vast majority of works are focused on the 
single grain models [65,78,107]. Likewise, to reproduce the mechanical properties of an 
heterogeneous body is one of the handicaps to model grinding wheels under process real 
conditions. In this sense, the use of DEM is the most appropriate method to reproduce an 
heterogeneous bodies [115,129]. Moreover, the generation of both grinding wheel structure and 
its surface with accuracy is also a tedious task. For simplicity, a single abrasive grain model is 
developed as a first approach to model the wear of alumina abrasive grains under real contact 
conditions. This abrasive grain slides against a hardened steel workpiece. 
Regarding the shape of the abrasive grain, real abrasive grains present random shape with a 
numerous cutting edges. In the bibliography a wide range of simple shapes are chosen by 
different researchers. Abrasive grains can be assumed spherical [130], conical [131] or 
pyramidal [132] in shape. The sharpness of cutting edges is usually defined by the radius and 
the slope of each cutting edge. While conical and pyramidal shapes reproduce well the slope of 
the cutting edges, in the case of the sphere, the radius is well reproduce but also the slope 
because the inclination changes depending on the depth of the abrasive grains. Therefore, it is 
concluded that the best shape to reproduce an abrasive grain is sphere. So, for the present wear 
model a spherical abrasive grain is going to be modeled. Moreover, the size of this abrasive 
grain is 300µm of diameter, like the abrasive grain size of grinding wheels used for the 
tribological tests in Chapter IV. For the implementation of the wear model, the loads applied to 
the abrasive grain are also obtained from the tribological test data. These parameters are going 
to be detailed in the next paragraphs. 
The abrasive grain is embedded on a wheel matrix, being more than 50% of the abrasive grain 
inside the wheel, surrounded by the bond. At worst, for the case of study, 150 µm are subject to 
be worn. This fact allows to model a semi-sphere instead of a complete sphere. This hypothesis 
has also the advantage of the reduction of the model computational cost. However, this 
reduction is not the unique advantage of modeling a semi-sphere, the presence of a flat surface 
enable the application of model inputs as is detailed in following paragraph. 
With concern to the model inputs, as on tribological tests carried out in Chapter IV, sliding 
speed (s) and real contact pressure (pr) are implemented. In Figure 74 the two bodies in contact 
are shown, abrasive grain and workpiece and the two model inputs. The values of sliding speed 
and contact pressure are going to be the same that the ones used in the tribological tests in order 
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to compare the results obtained from the simulations with the experimentally achieved values. 
As it is mentioned above, only a semi-sphere is modeled. Thus, in the upper part of the abrasive 
grain a flat surface is generated. This surface allows the homogeneous application of the 
pressure on all the abrasive grain, being therefore another advantage of simulating only a half of 
a sphere. 
 
Figure 74: Scheme of contact modeling, two bodies in contact and the model solicitations.  
The few numerical works referred to the study of the wear of grinding wheels are based on 
probabilistic methods or statistical analysis between others, simulating a complete topography 
of grinding wheel. These methods do not differentiate the type of wear or the phenomenon that 
leads to the wear as it is deeply analyze in Chapter II. On the contrary, the aim of the present 
model is to determinate the tribochemical wear of the abrasive grain. This wear is mainly 
represented by the generation of the third body, both attached to the worn abrasive grain and 
removed from the contact. Due to the suitability of discrete elements to modeling the third body 
generation and to the faculty of reproduce the wear. A single abrasive grain is modeled using 
discrete element method. 
When two bodies are in contact and external forces are applied the third body is generated. In a 
real contact this third body consist of detached particles from the two first bodies in contact, in 
this case particles of alumina and particles of steel and also of other compounds generated due 
to the chemical reactions. However, for simplicity, from the two initial bodies in contact, 
alumina abrasive grain and hardened steel workpiece, the hypothesis of consider a 
non-degradable body to workpiece is assumed. Therefore, the third body is going to be 
composed of alumina detached particles. As the third body generates, alumina abrasive grain 
wears down. 
DEM is usually suitable to model discontinuous material. However, in this case alumina is 
considered a continuous material. The reason, as it is previously mentioned, is that DEM is well 
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this sense, the discretization of the body is useful to model the wear and third body generation, 
as it is behaves as a discontinuous material. Likewise, in order to simulate continuous material 
using DEM a 3D cohesive beam model was created [133], which is implemented in order to 
model the alumina abrasive grain. The basis of this cohesive beam model is deeply detailed in 
Section V.4.4 hereafter. 
 
Figure 75: Domains division regarding the temperature in the contact. 
One of the most important parameter that affects the wear of the abrasive grain is the 
temperature reached in the contact. In Chapters III and IV it is remarked the importance of the 
temperature in wear flat development and in the acceleration of chemical reactions. Therefore, it 
is necessary to consider the effect of temperature to model the wear of the abrasive grain. A 
thermal discrete element model is not accomplished. In contrast, a higher temperature of the 
contact part comparing to the inner part of the abrasive grain is considered. To this end, the 
semi-sphere, which models the abrasive grain, is divided in two different domains as it is shown 
in Figure 75. The down domain (in blue) is in contact with the workpiece and the temperatures 
reached in this domain are higher than temperatures in the up domain, in red. This 
differentiation allows to consider the temperature in the discrete element model without the 
necessity to develop a thermal DEM. 
Finally, the wear of both WFA and SG abrasive grains are simulated. Properties of conventional 
and microcrystalline alumina are quite different. However, in the bibliography, are not clearly 
defined the crystalline structure of the alumina when mechanical or thermal properties are 
defined. Therefore, the dissimilarities between two crystalline structures are taken into account 
both in thermal and wear model with the following assumptions. For the thermal model, the heat 
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case of study is calculated with a real heat generated in the tribometer, being higher for SG 
alumina abrasive grain. To bear in mind the different behavior of alumina in wear model, 
different beam failure criteria is defined. These two hypothesis to consider the crystalline 
structure in the thermal and finally in wear model are deeply analyze during this chapter. 
V.3. Determination of 2 domains in the abrasive grain 
Once the necessity of differentiate two domains in the abrasive grain is established, the next 
step is to quantify the height of the abrasive grain corresponding to the down domain and to up 
domain. Moreover, it is of importance to bear in mind the variations of mechanical and thermal 
properties of alumina with temperature. Hereafter, the variations of these properties are 
analyzed and the alumina properties are shown. Likewise, in order to determinate with accuracy 
the height of down domain, a 2D thermal analysis is carried out to alumina abrasive grain. 
V.3.1. Variation of Al2O3 properties with temperature 
Thermal, mechanical and physical properties of alumina are a key input for the model in order 
to simulate the wear of the abrasive grain. On the one hand, depending on the porosity, 
crystalline structure and even the purity of alumina, the properties of alumina may be different, 
in some cases in a wide range of values. On the other hand, properties of alumina vary with the 
temperature. Therefore, in the bibliography a great discrepancy of alumina properties is found. 
To carry out the simulation of the wear of the alumina abrasive grain, the following alumina 
properties are considered, taking into account the changes with temperature. In Figure 76 the 
evolution with temperature of thermal conductivity (K), specific heat capacity (cp) and Young´s 
modulus (E) is plotted [134]. As it is shown, the increase of temperature varies the properties of 
alumina, being necessary to take into account this variation in the behavior of the alumina 
during wear simulation. 
As it is previously mentioned, the influence of temperature in the wear of alumina is considered 
establishing two different domains in the abrasive grain. Down domain corresponds to high 
temperature domain because it is the part of the abrasive grain in contact or close to the contact, 
in which high temperatures are achieved. The behavior of this part is affected by high 
temperatures and presents a more ductile behavior than if room temperature governs. In contrast, 
up domain correspond to room temperature domain. The alumina, a ceramic material, presents 
low thermal conductivity, therefore, the increase of the temperature in the alumina is negligible 
comparing to the temperature reached in the contact. This fact it is corroborated in the thermal 
analysis carried out on a single abrasive grain in Section V.3.2. 
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Figure 76: Variation of alumina properties with temperature [134] 
Once the necessity to define two different domains in the abrasive grain is established, the next 
step is to determinate the proportion of the abrasive grain which corresponds to the down 
domain and to the up domain. To this end, thermal model of a single alumina abrasive grain is 
developed in the following section, with the aim of obtaining the height corresponding to the 
down domain. 
V.3.2. 2D finite element thermal model of alumina abrasive grain 
The 2D thermal model is developed using a finite element method (FEM). The software used to 
carry out the simulation is ANSYS
®
 Mechanical APDL. This software is a powerful scripting 
language that allows to automate common tasks and to parameterize the model. For simplicity, 
the model consists of a single abrasive grain with a heat source in the contact area. The aim of 
this thermal model is simply the determination of the height of the isotherm at which the 
behavior of alumina is different due to the changes on its properties. 
Thermal conductivity is continuously decreasing and specific heat capacity continuously 
increasing with temperature. The steady properties of alumina are reached at temperatures 
higher than 1300ºC. However, the changing values of properties at lower temperatures have also 
an effect on the wear of the alumina, not only when temperature of 1300ºC is reached. 
Therefore, for the present thermal model and also for the wear model, the hypothesis of 
establishing differences in the behavior at a temperature of 200ºC is assumed. Therefore, the 
height corresponding to 200ºC isotherm is determined in the abrasive grain, and this value of 
height defines the 2 domains. 
With this hypothesis, it is considered that alumina behaves similarly from room temperature up 
to 200ºC but from this temperature the changes of alumina properties lead to changes in the 
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highest temperatures are reached [16]. In the experimental grinding tests explained in Chapter 
III, the effect of high temperature in worn alumina is discussed, showing also the plastic 
deformation in the most superficial layers of the grinding wheel, confirming the high 
temperatures reached in the contact. Based on the previous affirmation, in which the behavior of 
the alumina is different depending on the temperature and assuming the isotherm of 200ºC as a 
temperature at which the behavior of alumina changes, the development of the thermal model is 
deeply explained hereafter. 
V.3.2.1. Simplifications for the finite element thermal model 
As it is previously mentioned, the aim of this thermal model is to establish the height from the 
contact at which the behavior of alumina changes due to the temperature. To this end, a single 
abrasive grain is modeled. The shape of the abrasive grain is shown in Figure 77, being the 
equivalent diameter of the abrasive grain of 350 µm. Moreover, the contact distance of the 
abrasive grain is calculated following the approach doing by Malkin [27], being in this case 
35 µm, as it is marked in red in Figure 79. This length is considered to generate the shape of the 
abrasive grain and is the part of the grain in which heat source is applied. 
 
Figure 77: Heat distribution in grinding 
To calculate the heat source, results obtained in tribological tests in Chapter IV are used. As on 
tribological tests, three different cases are simulated for each type of crystalline structure of 
alumina, WFA and SG, at three different sliding speeds of 20-25-30 m/s. The data acquired 
from the tribometer is the real contact area (Ar), tangential force (Ft) and real contact time (tc) 
for each case of study. Total heat flux on the contact is calculated using the tribometer data 
following Eq.10. Moreover, in Figure 77 and Eq.11 the distribution of total heat flux is shown. 
The heat flux of the grain and of the workpiece is at least two orders of magnitude bigger than 
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chip and the fluid is negligible comparing to heat flux of the grain and the heat flux of the 
workpiece. From now on, it is going to assume that the total heat flux is the summation of grain 
and workpiece heat flux as it is described in Eq.12. 




    
  
 Eq.10 
                Eq.11 
         Eq.12 
Likewise, the heat flux of the workpiece is also expressed as in Eq.13. The partition of heat that 
is directed to the workpiece, Rw, is of maximum interest in thermal aspects of grinding. While 
Rw is mainly studied due to the thermal damage generated in the workpiece, for the case of study 
is of interest to determinate the heat flux directed to the abrasive grain in order to analyze the 
wear of the grain. Nevertheless, the value of Rw is widely studied by different authors 
[27,32,63,135], showing a wide range of values varying from 0.25 to 0.9 depending on the 
wheel, workpiece materials and grinding kinematics. As it is mentioned, for the present thermal 
model, the heat flux of the grain is required, which it can be directly calculated if the total heat 
flux and partition of heat of the workpiece is known as it is shown in Eq.14. 
         Eq.13 
              Eq.14 
 
 
Figure 78: Values of heat partitioning ratio to workpiece depending on equivalent chip thickness and 
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For the case of study, a single abrasive grain sliding against hardened steel is evaluated, being 
ploughing and rubbing the wear mechanisms that take place. Moreover, Garcia [63] analyze Rw 
depending on the equivalent chip thickness and on the crystalline structure of the alumina 
abrasive grains as it is shown in Figure 78. He concludes that for low equivalent chip thickness 
(heq=4-7 nm), where ploughing and rubbing are the predominant wear mechanisms, also low 
values of Rw are reached. This means that the heat to the abrasive grain is higher if ploughing 
and rubbing are the predominant wear mechanisms. So, to calculate the heat source of the 2D 
thermal model, Rw=0.48 for WFA abrasive grains and Rw=0.54 for SG alumina are used. 
V.3.2.2. Thermal model definition 
Once the simplifications and hypothesis to develop a thermal model of a single abrasive grain 
are established, the next step is to define boundary conditions. Heat source and the environment 
temperature are the boundary conditions that are considered in the thermal model as it is shown 
in Figure 79. With the aim of reproducing the tribological tests but modeling a single abrasive 
grain, the use of coolant is also taken into account. Thus, on grain free areas heat losses by 





Figure 79: Abrasive grain boundary conditions and mesh density 
Moreover, with Rw established in the previous section and the total heat flux obtained from the 
tribometer results of Chapter IV (Ft and Ar) the heat flux to the abrasive grain is calculated. In 
Table 21 the heat source for each case of study are built, which is one of the input parameter for 
2D thermal model. The contact time is also a very important input for the thermal model. In this 
case, to get the contact time (tc), the length of the pin, the sliding speed (s) and the number of 
contacts on each tribological test are taken into account. Due to the short tc and the high s, the 
intermittent contact of each abrasive grain is not considered in the thermal model. In Table 21 tc 
for each test are built. 
qs
Convection
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Table 21: Input parameters for 2D thermal model. 
Sliding speed [m/s] 20 25 30 
Contact Time [s] 0.00525 0.00092 0.000858 
qg [W/m
2
]  WFA 304624 450 337743356 384326196 
qg [W/m
2
]  SG 386785714 413917411 483455357 
 
Apart from the heat flux to the grain and the contact time, alumina properties are also 
determinants in order to develop a 2D thermal model. In the bibliography a wide range of values 
are found depending on the temperature of alumina, its purity even the crystalline structure of 
alumina, as it is mentioned in Section V.3.1. Therefore, for this particular model, in which the 
aim is to get the height of 200ºC isotherm, the properties of alumina at 200ºC are chosen as it is 
shown in Table 22. Finally, the model is meshed using triangular elements. The density of the 
mesh is higher in the down part of the abrasive grain and also in all the edge of the grain as it is 
shown in Figure 79. 




Thermal Conductivity K [W/mK] 20 
Specific heat capacity cp [J/kgK] 1046 
 
V.3.2.3. Results of 2D thermal simulations 
A total of six simulations are carried out in order to determinate the height of the isotherm 
corresponding to 200ºC. Three for each alumina crystalline structure, at different sliding speeds 
as it is shown in Table 21. The results of each simulation are plotted in Figure 81, showing very 
similar results for 25 and 30 m/s tests and a higher heat for 20 m/s sliding speed. While for 
20 m/s the isotherm height is higher than 100 µm, for 25 and 30 m/s is lower than 50 µm, as it is 
shown in Figure 80 (b). Likewise, comparing the influence of crystalline structure, upper height 
is achieved for SG abrasive grain comparing with WFA, as it is also shown in Figure 81 and 
Figure 80 (b). 
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Concerning to the maximum temperature, in Figure 81 the distribution of temperature through 
the abrasive grain are shown and in Figure 80 (a) the maximum temperature reached near the 
contact is summarized. In general, the maximum temperature is 900ºC for 20 m/s and between 
550 and 700ºC for 25 and 30 m/s. Comparing the influence of crystalline structure, higher 
temperatures are reached in the contact for SG abrasive grain, about 100ºC higher. In this 
thermal model the heat source is different for SG and WFA abrasive grains because is directly 
obtained from the results of tribological tests. However the results shown the initial hypothesis 
done to calculate the heat flux is correct owing to the temperatures reached are in concordance 
with thermal conductivity results obtained by Klocke [16]. 
 
Figure 80: (a) Temperature maxima reached in the abrasive grain and (b) the height of 200ºC isotherm. 
Regarding the maximum values of temperature reached in the contact, in Chapter III it is 
mentioned that the temperature in the contact is close to melting temperature of workpiece 
material, about 1300ºC for hardened steel. In contrast, thermal analysis of single abrasive grain 
shows a maximum value of 900ºC. This dissimilarity is due to the short contact time comparing 
to the grinding process. Therefore, there is not enough time to achieve such high temperatures. 
Comparing different tests,a higher temperature is reached for the case of 20 m/s. So, the sliding 
speed has an influence on temperature reached in the alumina abrasive grain. In this sense, 
Klocke’s results show great regions of alumina affected by plastic flow, however, in the actual 
grinding experimental tests, this phenomenon is not so relevant. This differences, apart from 
due to the thermal cycle suffered by the abrasive grains are also due to the differences in sliding 
speed, being 2 m/s in Klocke´s tests and from 20 to 30 in the tests of the present work. 
Therefore, this finite element model brings out the influence of sliding speed in the achieved 
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Figure 81: 2D thermal simulations results for the six cases of study. 
Finally, to develop a discrete element model, the same height is going to be used for 25 and 
30 m/s tests because the difference in height is lower than 10%. The sliding speed 20 m/s is not 
considered to carry out wear model. In contrast, differences due to the crystalline structure are 
bearded in mind to analyze the wear of WFA and SG abrasive grains. In Table 23 the heights 
that are going to be used in discrete element abrasive grain wear model are built and also, the 
height corresponding to 20 m/s. 
Table 23: Mean values of 200ºC isotherm height to define DEM 
 
20 m/s 25-30 m/s 
WFA 105 µm 38 µm 
SG 134 µm 47 µm 
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V.4. Abrasive grain wear simulation model 
V.4.1. DEM for alumina abrasive grain wear simulation: GranOO 
Discrete element methods are numerical methods generated by a large number of small particles, 
which demands high computational cost. DEM presents the capacity to describe a granular 
medium, therefore, is commonly used to study the damage of heterogeneous media. Thus, DEM 
is suitable to model discontinuous materials [133]. The discrete nature of this method leads to 
an accurate results for a numerous applications. On the contrary, not only can heterogeneous 
solids be modeled using DEM, but also the behavior of homogeneous materials such as 
machining of ceramics are also analyzed [136]. Moreover, the problems of wear or fracture are 
not well adapted to continuous simulations using FEM because wear is a discontinuous 
phenomenon. Therefore, in order to consider a discontinuous phenomenon the use of DEM is a 
well adapted alternative. 
In this sense, to develop the simulation of wear of alumina abrasive grain, DEM is chosen. 
Despite being alumina a continuous material, the discretization of the body is useful to model 
the wear of the abrasive grain, presenting discontinuous behavior. One of the main reasons to 
implement a DEM to simulate the wear of abrasive grain is the easiness to detach DEs 
corresponding to worn alumina. However, the main difficulty of DEM is the simulation of 
continuous material. To this end a 3D cohesive beam model is implemented [133]. The basis of 
this model is deeply explained in Section V.4.4 hereafter. 
From the different software or DEM workbenches that are available, GranOO C++ Workbench 
is used to carry out the abrasive grain wear model [137]. Its modularity together with its explicit 
DEM code specialized in modeling continuous materials allows the simulation of alumina 
abrasive grain. From the different choices of GranOO, only mechanical model is going to be 
implemented. Moreover, the regular contact laws implemented on GranOO enable to tackle the 
discontinuous dynamic problem of wear. 
V.4.2. Main algorithm of the abrasive grain wear model 
Figure 82 shows the flowchart that summarizes the simulation of the wear of the alumina 
abrasive grain using discrete element model. The simulation time is the real contact time, tc, 
defined in Table 21, varying from 5 to 0.85 ms depending on the case of study. The most 
important variables to adjust in the model are the failure stress of the beams (σfµ) and the 
adhesion parameter (γ), related to the third body adhesion both on abrasive grain and between 
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third body particles. These two parameters and all issues that have to be considered to develop 
the wear model are deeply described hereafter. 
 
Figure 82: Flowchart to predict alumina abrasive grain wear 
V.4.3. Discrete element model definition 
Following the hypothesis of wear model detailed above in Section V.2 the contact between 
single alumina abrasive grain and the workpiece is studied using DEM. In this first approach of 
modeling of the wear of the abrasive grain only the differences in crystalline structure are 
considered. In this sense, the first model is developed for WFA abrasive grain. Once the model 
for WFA reproduces the wear, σfµ is adjusted until reproduce SG abrasive grains wear. 
The sliding speed presents a great influence in the temperature reached in the abrasive grain and 
hence, on its wear. However, different sliding speeds are not considered in the model. The 
results of thermal analysis have shown similar isotherm height for 25 and 30 m/s, so the same 
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height is evaluated for both cases as shown in Table 23. In contrast, the case of 20 m/s is not 
analyzed in this first approach. 
The contact behavior between the abrasive grain and the workpiece is determined by the contact 
laws defined for the grain, the workpiece and the generated third body. The correct definition of 
these contact laws allows to reproduce the real contact behavior and to generate the wear as on 
the real process. In the following paragraphs the contact laws are deeply analyzed. As it is 
previously detailed, from the two initial bodies in contact, the abrasive grain is a degradable first 
body while workpiece is a non-degradable first body. Therefore, in the model third body is only 
composed of detached grain particles. Even so, implementing an adequate contact law between 
third body and surrounding elements, the real behavior of third body in the contact can be 
simulated. 
Regarding the workpiece, this body is modeled as non-degradable and non-deformable first 
body, a plane. The dimensions of this plane are 600x600 µm, positioned in the down part, just in 
contact with the abrasive grain as it is shown in Figure 83. The role of the workpiece in the 
model is to stablish contact with the abrasive grain, with the purpose of impose the sliding speed. 
 
Figure 83: (a) Front view of model disposition and (b) upper view 
In contrast, the abrasive grain is modeled as degradable and deformable first body being a 
semi-sphere Ø300 µm. The discretization of the abrasive grain is carried out using spherical 
DEs. In order to reproduce the continuous behavior of alumina material, 3D cohesive beam 
model is imposed. Thus, the DEs composing the abrasive grain are joined by beams. This issue 
is addressed in the next paragraph. For the grain generation, the radius of spheres are randomly 
chosen within a range of 25% around a mean value of the programmed radius 3 µm, a complete 
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However, in order to reduce the simulation time, between others, only a half of the sphere is 
modeled as it is previously justified in Section V.2. 
As it is mentioned, two domains are defined in the abrasive grain in order to consider the effect 
of temperature in the wear simulation. Depending on the crystalline structure of the abrasive 
grain, the height corresponding to the down domain, affected by the temperature, is different. In 
Figure 84 the differences in down domain height are shown on WFA, 38 µm, and SG, 47 µm. 
 
 
Figure 84: Domains and pressure surface definition on (a) WFA and (b) SG abrasive grains. 
In the abrasive grain different sets of DEs and beams are defined in order to impose to each set 
different properties. For the case of study, four sets are distinguished: down domain, up domain, 
Pressure Surface and third body. Down and up domains are required to implement different 
behavior on beams. Therefore, up domain beams present the properties of alumina at room 
temperature. In Figure 84 up domain correspond to red+green DEs, while blue DEs represent 
down domain. 
Table 24: Alumina macro properties for the different domains. 
 Down domain (650ºC) Up domain (Room Tª) 
Density [kg/m
3
] 3900 3900 
Young´s modulus [GPa] 343 385 
Poisson´s ratio 0.22 0.22 
 
Alumina properties at 650ºC are imposed to down domain beams. In Table 24 the properties of 
alumina at room temperature and at 650ºC are built. Moreover, pressure surface is needed in 
(a) (b)
47 µm38 µm
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order to apply pressure to the model. Flat and homogeneous surface just in the upper part of the 
semi-sphere is generated halving the initial sphere. Finally, third body set allows implementing 
contact law between DEs corresponding to third body and the rest of the abrasive grain, with the 
workpiece and even between third body DEs. It is to be mentioned that DEs corresponding to 
third body are not connected by beams. In contrast, the adhesion force maintains third body 
attached to the abrasive grain or to other third body DEs. 
V.4.4. 3D cohesive beam model to alumina modeling 
As it is previously mentioned, DEM is suitable to model discontinuous materials, however, 
because of the development of 3D cohesive beam model a continuous material can be modeled 
[133]. Cylindrical beams are defined by geometrical and mechanical properties. The length Lµ 
and a rµ., the ratio between cohesive beam radius and the average DE radius are geometrical 
properties. Figure 85 shows the scheme of the cohesive beam configuration. Young`s modulus 
Eµ and micro Poisson´s coefficient νµ are mechanical properties which define the behavior of 
the beams. It is important to point that the micro properties of the beams are not the same as 
those mechanical properties of the alumina. These micro properties have to be calibrated as it is 
described hereafter. 
The ends of the beams are fixed to DE centers and the beam is represented by the median line. 
Initially the beams are relaxed, but when the DEs moves, load is applied in the beams. Bending 
moment, axial force and torque are different type of load in the beam. The formulation 
describing forces and force reactions in the cohesive beam model are developed in [133]. 
 
Figure 85: Cohesive beam bond [133] 
Unlike the mechanical and geometrical properties, the beams do not have a mass. In DEM the 
mass is imposed to the discrete elements. This mass has to be calibrated and depend on the 
discrete element volume and density. The discrete element volume is known once the body of 
the abrasive grain is built. However, micro density of DEs has to be calculated from macro 
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Eq.15 
For the case of study, a semi-sphere is modeled as the abrasive grain. The density of the alumina 
is the same at room temperature and at 650ºC. So, to calculate the micro density the two 
domains in the semi-sphere are not differentiated. The total volume corresponding to 




. To calculate the density of the 
model not only has the mass of the real abrasive grain to be considered, but also the mass of the 
complete system, thus, the mass of the grinding wheel. This consideration is required due to the 
pressure applied as a force in the wear model, this fact is deeply analyze in Section V.4.5. 
Therefore, to obtain the micro density of the model, the equivalent macro density of the abrasive 
grain has to be calculated first. This equivalent macro density corresponds to the total wheel 
mass in the semi-abrasive grain. The wheel mass is 10 kg and the macro volume of a semi 














It is important to note that this ρµ has to be recalculated if the shape or the size of the modeled 
DE body changes. 
V.4.4.1. Calibration of mechanical properties of the abrasive grain 
From the four parameters that define the cohesive beams, Lµ, rµ, Eµ and νµ, beam length depends 
on the distance between the discrete elements and it is imposed by built discrete domain but the 
other three are free parameters, so, they have to be calibrated. The calibration is carried out 
using a numerical uniaxial tensile test on cylindrical body following the procedure set by André 
et al. [133]. In this work is affirmed that macro Young´s modulus is influenced by Eµ and rµ and 
macro Poisson´s ratio only by rµ. Likewise, micro Poisson´s ratio does not present influence in 
macro properties. Moreover, 10000 DEs cylinder is built to carry out the tensile test, which is 
considered a domain with acceptable precision. 
 
Figure 86: Force applied in tensile tests on a cylinder generated with 10000 DEs [133] 
For the case of study, two different domains are defined in the semi-sphere. The up domain 
corresponds to alumina at room temperature and down domain to 650ºC. Properties of alumina 
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change with temperature as shown Table 24. Therefore, the calibration of beams is carried out 
for both domains. In the following paragraphs calibration steps are described showing the 
results for room temperature case. Nevertheless, in Table 25 the results of the calibration for 
down and up domain are summarized. 
 
Figure 87: Results of the first tensile test. rµ calibration obtaining stable and constant macro Poisson ratio. 
 
Figure 88: Results of the last tensile test. Eµ calibration obtaining stable and constant macro Poisson ratio and 
macro Young´s modulus. 
Loading force is applied to the tensile tests as a linear ramp and axial and traversal strain are 
measured. Due to the lack of influence of micro Poisson´s ratio in macro parameters, an 
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arbitrary value can be established. So, in the present study νµ=0.3 is set, as it is usual. The 
calibration of the other two parameters is carried out in two steps: first the calibration of rµ is 
done because νM only depends on this parameter and then Eµ is obtained. Micro parameters that 
are introduced in the model have to be iterated until achieve real macro parameters. In Figure 87 
and Figure 88 the results of micro properties calibration at room temperature are shown. 
In the first tensile test, the iteration of micro parameters is done until achieve stable and constant 
value for νM=0.22. In this case, Figure 87 shows that the value obtained for EM is not taken into 
account. In the first step rµ=0.445 is fixed. In the second test, both EM and νM have to be 
constant and stable as shown in Figure 88. The value of Eµ=4015 GPa is obtained in the last test, 
completing the calibration of the cohesive beams. As Table 25 shows, only macro and micro 
Young´s modulus are affected by the temperature for the case of study.  
Table 25: Micro properties of alumina for down and up domains 











Radius ratio 0.445 0.445 
Young´s modulus [GPa] 3575 4015 
Poisson´s ratio 0.3 0.3 
 
V.4.4.2. Failure criteria calibration and wear criteria definition. 
The third body, wear, is generated when discrete elements are removed from the degradable first 
body, the abrasive grain. It is established that one DE is detached from the first body if every 
beams connected to this DE with the rest of the body breaks. In Figure 89 (a) beams breakage is 
represented. The failure criterion that it is imposed is the maximum failure stress on beams, 
which is detailed in the following paragraphs. Therefore, the behavior of alumina is modeled 
with the failure stress of the beams. In this sense, differences on the behavior depending on the 
crystalline structure of alumina are modeled imposing different failure stress. For the case of 
study, firstly the failure stress for WFA abrasive grains is achieved and then this value is 
adjusted to reproduce the wear of SG abrasive grains. 
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Figure 89: (a) First body set of DE pointing the break of beams (b) detached element in green due to the break 
of beams supporting it 
In Figure 89 (b) the generation of the third body is shown. The adhesion force is imposed to 
detached DEs in order to simulate the effect of the third body adhered to the worn abrasive grain. 
Related to the failure stress, it is assumed that beams corresponding to up domain are 
unbreakable beams. This assumption is done owing to the absence of the influence of 
temperature in this part of the abrasive grain. In contrast, down domain is affected by the 
temperature. Moreover, the high temperature reached just in the contact leads to modifications 
in the behavior of alumina. Thus, it is considered that down domain behaves as a ductile 
material instead of a brittle material. To implement this hypothesis in the model Von Mises 
yield criterion is used. Applying Von Mises criterion on a beam, the stress is defined in Eq.16, 
where σ is the normal tension of the beam and τ is the tangential tension. Therefore, the failure 
criterion is defined using Von Mises stress (σvm) as follow in Eq.17.The beam breaks if micro 
failure stress (σfμ) reaches σvm.  
    √ 
      Eq.16 
If            the beam breaks Eq.17 
The micro failure stress of beams (σfμ) has to be also calibrated to complete the calibration of a 
cohesive beam model. The usual way to calibrate the micro failure stress is implementing 
tensile failure tests using macro failure stress values, as it is done for rµ, Eµ and νµ calibration. 
However, it is much more difficult to obtain the macro failure stress value of alumina abrasive 
grains. Therefore, an alternative for the calibration of micro failure stress is developed without 
the necessity of quantify macro failure stress. 
In tribology, it is accepted that generated third body between two first bodies in contact 
corresponds to the wear. Therefore, in this wear model it is assumed that generated third body is 
(a) (b)
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equivalent to the wear suffered by alumina on pin-on-disk tests. So, for the present wear model, 
σfμ is calibrated comparing the third body generated in numerical model with the wear measured 
on pin-on—disk tribometer tests.  
Wear height about 23 µm for WFA and 17 µm for SG is measured in tribological tests. The 
correlation of these values with the correspondent discrete volume is done, as Table 26 shows. 
Therefore, the value of σfμ which provides the same volume third body generated as wear in the 
real tests is the value for micro failure stress. The micro failure stress have to be adjusted until 
achieve the optimal behavior of the model.  
Table 26: Discrete volume of abrasive grains wear obtained on pin-on-disk tests 
 
WFA SG 
Wear Height [µm] 23 17 








V.4.5. Model inuts 
V.4.5.1. Sliding speed 
The sliding speeds used on pin-on-disk tribometer (20-25-30 m/s) are higher than habitual 
sliding speeds evaluated on tribological tests. This fact allows implementing of a simplification 
of the sliding speed in the wear model. As it is previously detailed, for both sliding speeds of 25 
and 30 m/s almost the same wear is achieved and also the height of the isotherm is the same. 
Therefore, from now on, the wear model is carried out with s=30 m/s. 
This simplification is based on Coulomb Law. This law, to low sliding speeds, presents initial 
static part, in which friction coefficient increases with speed. After that, stable friction 
coefficient is reached; this corresponds to dynamic friction coefficient. The static friction 
coefficient does not affect the contact for the case of study because of high sliding speed of tests. 
Therefore, a constant dynamic friction coefficient is assumed during a complete contact. In 
Figure 90 the evolution of friction coefficient on static and dynamic states is plotted pointing the 
sliding speed for the case of study. 
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Figure 90: Regularized Coulomb Law 
Ftµ=μµ Fnµ Eq.18 
The sliding speed generates a tangential force on the contact, which is the force responsible of 
the friction. This force is applied to each DE as it is shown Figure 91 (a), being different to the 
global force in the wear model. This tangential force is defined in Eq.18. On this way, it is not 
required to introduce the sliding speed on the model, but it is necessary to achieve the optimal 
micro friction coefficient (μµ) representative of 30 m/s sliding speed. Micro friction coefficient 
is different from a macro friction coefficient that it is achieved during tribometer tests. This 
friction coefficient has to be adjusted to simulate the wear of the abrasive grain. 
V.4.5.2. Pressure 
To impose the pressure in the abrasive grain the simplification of the force application is 
imposed. When applying force, the most influent parameter in the model is the mass. As it is 
previously mentioned the mass of the complete system affects to the behavior of the model. The 
abrasive grain is embedded on a matrix composed by abrasive grains and bond. Thus, for the 
case of study, in the abrasive grain Ø300 µm, being a very small part of a complete grinding 
wheel, the total mass about 10 kg have to be taken into account, as it is previously detailed. To 
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Figure 91: Model solicitations: (a) Micro tangential force applied in the contact to impose the sliding speed and 
(b) force imposed in the Pressure Surface to impose the real contact pressure 
In order to apply the force homogeneously on the abrasive grain, a set of DEs denominated 
Pressure Surface is generated. Figure 91 (b) shows in green the set of DEs corresponding to 
Pressure Surface and the force applied in this surface. The force is applied in all the DEs that 
composed the Pressure Surface. The value of the applied force is calculated with the real 
pressure obtained on pin-on-disk tribometer tests. As it is previously established for sliding 
speed, the values corresponding to 30 m/s are used on the wear model. Thus, the real contact 
pressure is about 105 MPa for WFA and 160 MPa for SG abrasive grains. 
V.4.6. Boundary conditions 
The abrasive grain is embedded in a wheel matrix; therefore, the abrasive grain cannot oscillate 
as Figure 92 shows. In order to avoid the free movements of the abrasive grain mainly due to 
the micro tangential force applied, the movement of DEs of pressure surface on X and Y 
directions are restricted. Likewise, rotation in directions, X, Y and Z are also restricted. With 
these boundary conditions the real behavior of the abrasive grain inserted on a very rigid body is 
simulated. 
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V.4.7. Contact problem: definition of contact laws 
Once the two bodies are defined, model inputs are described and the boundary conditions are 
taken into account, the next step is to define the contact between the bodies and the different 
sets of DEs, which are mentioned in the previous sections. In Table 27 are summarized the sets 
of DEs and their correspondents sets of bonds for the abrasive grain wear simulation. 
Contacts between different sets are defined using contact laws. The adequate definition of 
contact laws is a trivial issue to model the wear of abrasive grain. Detection method, contact law 
and the parameters needed to calculate the force on each DE have to be defined. The parameters 
could be physical or mathematical, and both of them have an influence on the behavior of the 
wear. 
Table 27: Set of DE and bond used on the model 
Set of DE Set of bond 
Up domain Up Grain + bond on interface between down and up 
Down domain Down Grain 
Pressure Surface (belongs to up) Pressure Surface 
Semi-sphere (Up + Down) Semi-sphere 
Third Body No Bonded 
 
 Mathematical parameters: stiffness (κ), coefficient of restitution (COR). The stiffness is 
calculated with properties and dimensions of the beams, and its value is the same to every 
contact laws κ=1x10
6
. The restitution coefficient is related to the damping effect, for the 
case of study also a constant value COR=0.8 is used.  
 Physical parameters: adhesion (γ), micro friction coefficient (μµ) and micro failure 
criterion (σfμ). These three parameters have to be adjusted in order to achieve the abrasive 
wear as close to real wear as possible. μµ and σfμ are defined in the paragraphs above. γ is 
the parameter that characterizes the third body and it is detailed hereafter.  
Regarding the third body, DEs forming this set are not joined by beams. Once beams are broken, 
adhesion force is the unique force responsible to maintain the particles of the third body in 
contact with the abrasive grain, adhered between them. This parameter is adjusted to obtain an 
optimal behavior of the third body. If very high γ is chosen, the third body maintains adhered to 
the grain but the particles do not leave the contact and the abrasive grain wear does not occur. 
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On the contrary, if γ is too low the third body is generated and consecutively leaves the contact 
[124]. 
The adhesion between two particles is higher if both particles are third body or third body and 
grain, and slower if the adhesion is between third body and the workpiece. Following with the 
effect of the third body in the contact, due to its low viscosity, the presence of third body 
reduces the effect of friction. So, a very low value of friction coefficient is established when 
third body participate in the contact. 
Regarding the sliding speed, a new contact law named Tangential Friction is created. The 
objective of this contact law is to impose the sliding speed in the contact between abrasive grain 
and the workpiece. This law applies the tangential force on DEs which are in contact with the 
workpiece. On this law the dynamic friction coefficient, micro friction coefficient is the main 
parameter and it has to be adjusted. 
V.5. Validation of the abrasive grain wear DEM model 
This section presents the results obtained from the DEM wear model. The first issue is to 
compare the behavior between modeling the semi-sphere or only down domain of the abrasive 
grain. Once the verification of the reduction of computing time is accomplished, the result of 
wear of the WFA abrasive grain is done. Finally, to achieve the modeling of SG abrasive grain 
wear some modifications have to be implemented. 
V.5.1. Verification of only down domain simulation 
To reduce the computational cost of the wear model is of interest. Therefore, the first issue that 
it is addressed is the minimization of this computational cost. To this end, the simulation of 
semi-sphere and only down domain of the abrasive grain is simulated. This verification is 
carried out for WFA abrasive grain. The number of DEs is reduced from 41671 to 5448 as 
Figure 93 shows; therefore, the reduction about 85% is achieved modeling only the down part 
of the grain.  
In previous sections it is detailed the procedure to obtain the equivalent micro density of the 
discrete domain for the semi-sphere. Now, the micro density of down domain has to be 
calculated in order to generate equivalent bodies. Moreover, the pressure applied to WFA 
abrasive grain is 105MPa, being the corresponding force applied on Pressure Surface different 
in the both cases. This fact is due to the radius of the Pressure Surface (R’) is different for 
semi-sphere and down domain. In Table 28 recalculated parameters are built. 
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Figure 93: Discretization of semi-sphere and only the down domain of WFA abrasive grain 
 
Table 28:Micro properties and model solicitations for semi-sphere and down domain 
 
ρµ [kg/m3] pr [MPa] R'[µm] F [N] 
SEMI-SPHERE WFA 2.12x10
12
 105 150 7.42 
DOWN DOMAIN WFA 1.62x10
13
 105 106 3.71 
DOWN DOMAIN SG 1.18x10
13
 160 114 6.58 
 
Once the models are equivalent, the model inputs are imposed. The same behavior of both 
models is achieved imposing on the Pressure Surface 7.42 N for semi-sphere and 3.71 N for 
down domain. Moreover the micro friction coefficient which reproduce the effect of sliding 
speed in the model is µµ=0.7. The contact time of the wear simulation is 0.85ms, as on real 
tribological tests. 
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In Figure 94 the third body volume generation during the contact time is plotted. The third body 
increase similarly for the semi-sphere and for the down domain. Focusing the attention in the 
tendencies, it can be concluded that the behavior of both models are equivalents. The value 
achieved for the third body is analyzed in the following section. Additionally, the reduction of 
the total computational time proves the hypothesis of modeling down domain. Therefore, this 
results justifies the use of only down domain to model the abrasive grain.  
V.5.2. Wear model for WFA abrasive grains 
As it is demonstrated above, the wear model is developed modeling only the down part of the 
abrasive grain. The first model is developed for WFA abrasive grain. To simulate the contact 
conditions between WFA abrasive grain and the workpiece the model inputs are calculated and 
adjusted to behaves as on real experimental tests. On the one hand, the micro friction coefficient 
that reproduces better 30 m/s sliding speed is µµ=0.7, and the normal force equivalent to 
105 MPa imposed on the Pressure Surface is 3.71 N, as it is built in Table 28. On the other hand, 
adhesion and micro-failure stress values are adjusted in order to reproduce wear behavior. 
 
Figure 95: Incorrect micro failure stress (0.8GPa) of WFA abrasive grain, down view 
For WFA abrasive grain the adhesion value that reproduces better the contact is γ=0.001. This 
adhesion corresponds to the contact between two third body particles or grain-third body 
particles. The adhesion between workpiece and third body is one order of magnitude lower than 
γ=0.0001. The last parameter to adjust is the failure stress. High values lead to no wear 
generation and low values tends to break the beams in the upper part of the grain, as it is shown 
in Figure 95, in which 0.8 GPa is used. Therefore, the optimal value of micro failure stress is 
σfμ=1 GPa. 
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Figure 96: Third body generation in WFA abrasive grain 
In Figure 96 the third body (in blue) generated in the contact between abrasive grain and 
workpiece is shown. The third body is accumulated in the left pat of the abrasive grain instead 
of accumulate on the center of the grain due to the effect of the sliding speed. Moreover, in 
Figure 98 the maximum stress of the beams is plotted, showing in yellow 1 GPa. For WFA 
abrasive grain the beams which have reached failure stress, are represented by yellow beams in 
the contact, corresponding to break beams due to the failure criteria imposed. In the Pressure 
Surface yellow and also red color (corresponding to 2.2 GPa) appears. However, these beams 
are unbreakable and do not become third body. 
Third body evolution during a contact of 0.85 ms is shown in Figure 97. As it is highlighted, 
three different parts can be differentiated in the evolution of the wear. During the first 0.18 ms 
there is not wear. After that, until 0.38 ms approximately, the third body occurs but the increase 











Comparing the wear obtained in experimental tests with the wear of numerical model. The error 
of the experimental result is about 8%, being the wear model a good approach to reproduce the 
wear of the abrasive grain.  
 
(a) (b)
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Figure 97: Third body evolution with contact time for WFA 
V.5.3. Model variations to reproduce SG abrasive grain wear 
Once the behavior of WFA is reproduced, the behavior of SG alumina abrasive grain is modeled. 
The differences in the crystalline structure are considered in the thermal model when the heat 
flux is imposed to the abrasive grain, and thus, in the proportion of the domain affected by the 
temperature. Moreover, the density of the discrete elements also differs in both cases. Finally, 
micro failure stress of beams also varies from WFA to SG wear model. 
Table 29: Parameters in which the effect of the crystalline structure of abrasive grains is considered 
 Down domain height Micro density Normal Force 




 3.71 N 




 6.58 N 
 
The SG suffers less wear than WFA, therefore, the failure stress of beams have to be higher than 
the WFA ones. All the other parameters adjusted for WFA are also valid for SG wear model. In 
Table 29 the parameters which are inputs of the wear model and are affected by the influence of 
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Figure 98: Beams stress of WFA and SG abrasive grains 
Therefore, if the micro friction coefficient µµ=0.7 and adhesion γ=0.001 are maintained, just the 
failure stress have to be adjusted to reproduce the wear of SG abrasive grains. The beams are 
broken if Von Mises stress is higher than the failure stress, as it is shown in Eq.19. Failure 
constant, C, multiplies to micro failure stress. For the case of WFA C=1. However, for SG 
abrasive grains C has to be adjusted to reproduce the wear of SG alumina.  
            Eq.19 
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The best behavior of SG abrasive grain is achieved for C=2.2, thus, the failure stress for SG 
abrasive grains is 2.2 GPa while for WFA is 1 GPa. In Figure 98 the differences of the 
maximum stress reached in both cases are shown, WFA and SG abrasive grains. Furthermore, it 
can be observe the concentration of beams that reach the highest stress just in the contact. 
In Figure 99 the wear generated on WFA and SG abrasive grains is compared. As it is explained 
for Figure 97, SG wear also present three parts, matching with WFA parts even in the time of 
each part. In contrast, WFA present higher wear than SG abrasive grains, as occur in 





 on pin-on-disk tribometer. For numerical model the maximum wear achieved 




. The error between experimental and numerical results is about 
15%. The error on SG wear model is higher than on WFA model, however the evolution of the 
wear is very similar in both cases. 
V.6. Preliminary conclusions 
The present chapter proposes a discrete element wear model for alumina abrasive grains. To this 
end, before implement the wear model, 2D finite element thermal model of a single abrasive 
grain is carried out. From the thermal model of the abrasive grain the following conclusions can 
be drawn: 
 The two domains inside the abrasive grain are established with the hypothesis that the 
alumina, from room temperature to 200ºC behaves with the properties at room temperature 
and from 200ºC to the contact temperature acquire the properties of the contact temperature.  
 The height of the isotherm at 200ºC is higher than 100 µm to 20 m/s and lower than 50 µm 
for 25 m/s and 30 m/s, which present a very similar value. Likewise, the contact temperature 
reached for the case of 20 m/s is 900ºC, about 23% higher than the other two cases. 
 Regarding the influence of crystalline structure in the temperature, SG abrasive grain reaches 
about 720ºC in the contact while WFA 600ºC for 30 m/s. This dissimilarity is shown for the 
three studied sliding speeds. The 200ºC isotherm height is about 19% higher for SG abrasive 
grain. This result is in concordance with experimental tests, in which the appearance of worn 
surface for SG alumina is smoother than WFA worn alumina. Moreover the transformed 
bond shown on SG experimental tests are justified for the higher temperature reached in the 
contact for SG alumina. Thus, lower thermal conductivity of SG abrasive grains is 
represented. 
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 The thermal behavior at 25 and 30 m/s is similar in both SG and WFA abrasive grains. 
However, at lower sliding speed, 20 m/s, the thermal behavior changes and the abrasive 
grain heat increases faster, reaching higher temperatures in the contact. Therefore, it can be 
affirmed that lower sliding speeds leads to higher temperatures in the contact and therefore 
the probability of thermal damage in the workpiece increase. 
 Therefore, the wear at a sliding speed of 20 m/s is not analyzed for the wear model. Only the 
mean value of 200ºC isotherm height is used for 25 and 30 m/s. For WFA the height of the 
isotherm which separates thermal affected alumina and no affected alumina is about 38 µm 
and for SG abrasive grain about 47 µm. 
Once the thermal model is accomplished, 3D cohesive beam wear model is carried out. The aim 
of this model is to understand the phenomenon that enhances abrasive grain wear under real 
grinding contact conditions. Wear model allows the study not only of the wear but also, of the 
third body evolution during the contact time. The conclusions taken from this work are shown 
hereafter: 
 In order to analyze the behavior of the alumina at high temperatures, it is assumed that the 
alumina behaves as a ductile material in the part of the alumina affected by the temperature, 
close to the contact. Therefore, Von Mises failure criterion is implemented in 3D cohesive 
beam model. 
 The sliding speed is introduced in the model as a tangential force imposed on DEs in the 
contact. Due to the high sliding speed of tribological tests, 30 m/s, a constant dynamic 
friction coefficient is established, micro friction coefficient, µµ. The value corresponding to 
sliding speed of 30 m/s is µµ=0.7. 
 To impose the pressure in the contact, a force is imposed in the abrasive grain. In order to 
reproduce the behavior of the abrasive grain embedded in the grinding wheel, the total mass 
of the system (10 kg) is imposed to the modeled abrasive grain. 
 The hypothesis of simulating only the down domain of the abrasive grain in order to analyze 
the wear and the behavior of the third body in the contact is verified, showing the similar 
tendencies in wear and the third body generation. With this assumption the computational 
cost is reduced 85% comparing to the simulation of a semi-sphere. 
 The adhesion coefficient of γ=0.001 and failure stress coefficient of σfμ=1 GPa are the 
parameters that best reproduce the wear of alumina abrasive grains. Moreover, for WFA 
failure constant present the value C=1 and for SG abrasive grain C=2.2. 
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 The error obtained comparing experimental and numerical tests is about 8% for WFA and 
15% for SG abrasive grains. 
 Finally, the evolution of the third body generation, wear, can be shown from the beginning to 
the end of the contact. The first wear occurs at 0.18 ms approximately, increasing slowly in 
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 CONCLUSIONS AND FUTURE WORKS  VI.
In the present chapter the main conclusions and the future works are gathered. 
VI.1. Conclusions 
This section summarizes the main conclusions drawn from developed research work. The 
complete study involves experimental and numerical parts. The experimental analysis is referred 
to the real grinding tests and the tribological tests carried out in the pin-on-disk tribometer and 
the main conclusions are presented as follow: 
 The evolution of wear flat in alumina grinding wheels is deeply analyzed isolating and 
promoting this effect during real grinding tests. This isolation allows the study of the 
influence of crystalline structure of abrasive grains and the influence of grinding parameters 
in wear flat evolution. 
o The wear flat presents a linear increase with similar slope regardless of the 
crystalline structure of abrasive grains. However, 3SG grinding wheel shows a %A 
23% higher than WFA and MA. 
o Regarding the influence of grinding parameters, the workpiece speed does not 
present clear tendency in the wear flat occurrence. In contrast, increasing depth of 
cut from 3 to 5 µm, the %A increases from 10% to 14% for 3SG grinding wheel. 
o The maximum value of measured wear flat is 14% for 3SG grinding wheel after 
100 mm
3
/mm material removed at vw=15000 mm/min and ae=5 µm. 
 The initial wheel surface is designed to promote wear flat, ensuring the sliding as the 
predominant phenomenon. Therefore, normal and tangential forces and friction coefficient 
are quasi-constant during grinding. Friction coefficient varies from 0.33 to 0.38 regardless 
of the crystalline structure and grinding parameters. These values are obtained due to the 
presence of the third body in the contact. 
 The analysis of the wheel surface is essential to evaluate the influence of crystalline 
structure in wear flat occurrence, showing the importance of not only %A value but also, the 
surface appearance on both new and worn states. 
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o 3D functional roughness parameters allow to identify wheel wear: Spk is related to 
sharpness loss, Svk shows the absence of dullness and Sk and Spk identify the 
flatness of abrasive grains. New 3SG wheel is sharper than WFA and MA. In 
contrast worn 3SG and MA are smoother than worn WFA. 
o SEM analysis of the three crystalline structures show smoother surface for new 
3SG grinding wheel at lower magnification. New WFA abrasive grains are 
composed by different layers. However, the microcrystals of the new 3SG wheel 
are detected at higher magnification, leading to a rougher surface and promoting 
the adhesion of the third body. 
o In contrast, 3SG and MA worn surfaces present a very homogenous appearance. 
Moreover, worn 3SG wheel presents more quantity of the third body adhered, 
being WFA the surface with less third body adhered to flat surface. The lower 
thermal conductivity of SG alumina accelerates chemical reactions, modifying the 
bond on the contact. 
 Each crystalline structure presents different behavior with grinding parameters. The main 
problem of SG abrasive grains is the excessive wear flat generated during the process owing 
to the finishing parameters. With this parameters MA grinding wheels achieve lower %A. 
This idea is in accord with what is found in industrial practice and will help wheel 
manufacturers to select the most suitable abrasive grain basing, not only on the experience 
but also, on scientific knowledge. 
 One of the handicaps of real grinding tests is the impossibility of control real contact 
conditions. To this end, an original design of pin-on-disk tribometer is developed in order to 
evaluate the wear of abrasive grains. 
o Contact conditions, close to the real grinding contact, are reproduced and 
thoroughly controlled. The sliding speeds between 20 and 30 m/s are tested and 
maximum real contact pressure of 190MPa is obtained.  
o The thermal cycle suffered by the abrasive grains is reproduced, changing the role 
of pin and disk in the tribometer. All these conditions are the closest approach to 
reproduce the real grinding contact. 
 Short contact time about 1.1 s is measured during the tribological tests. Therefore, the 
theoretical force is not reached and the real contact pressure is lower that designed ones. 
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 The methodology to quantify real contact area on grinding wheels is established. About 
29.33% for WFA and 22.43% for 3SG of apparent contact area is measured. This 
quantification is required to know real contact pressure, which is one of the most important 
parameter in the wear generation. 
 The real contact pressure decreases with sliding speed, from 20 m/s to 30 m/s a decrease of 
15% is measured. Extrapolating to grinding process, it is concluded that a higher cutting 
speed implies a lower real contact pressure on abrasive grains. 
 The range of studied sliding speed does not present influence on the wear of the abrasive 
grains. However, the influence of the crystalline structure is appreciable both on the depth 
of wear and on the appearance of the worn surface. WFA presents a wear depth of 23 µm 
while 3SG disk 17 µm. Moreover, the 3SG worn surface is sharper than the WFA. 
 The pin-on -disk friction coefficient varies from 0.22 to 0.25. In contrast, values between 
0.33 and 0.38 are obtained in the grinding tests. These differences are due to the 
predominant wear mechanisms in the contact. In the case of the grinding tests, cutting, 
rubbing and ploughing occurs but during the tribological tests only rubbing and ploughing 
take place. 
 On designed pin-on-disk tribometer the materials in contact, grinding wheel characteristics, 
contact conditions even the cooling of grinding process are taken into account. Therefore, it 
is suggested as useful industrial tool for the design of grinding wheels for specific 
application. 
Due to the limitations of the experimental work, two numerical models are developed to a better 
understanding of the real phenomena. The first model is related to the temperature reached in 
the contact between the abrasive grain and the workpiece and the influence of the temperature 
inside the abrasive grain. The other model is a wear model, developed in order to understand the 
influence of the tribochemical nature of the wear flat in the complete contact. The main 
conclusions obtained from these two numerical models are summarized: 
 2D FEM thermal model is developed imposing the heat flux obtained from the tribometer 
data to the contact zone on the abrasive grain. The main conclusions of the thermal model 
are gathered: 
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o Contact temperatures about 900ºC for 20m/s tests and about 720ºC for 30 m/s are 
achieved, being about 17% lower for WFA than for SG alumina. 
o Moreover, two domains inside the abrasive grains have been established in order 
to differentiate the alumina affected by a high temperature and alumina that works 
at room temperature. The 200ºC isotherm is used to delimitate the two domains. 
For WFA the isotherm height is 38 µm and for SG is 47 µm. 
 One of the handicaps of the pin-on-disk tests is that only initial and final states of grinding 
wheel surface can be analyzed. Moreover, in the grinding tests the influence of third body in 
the wear flat generation and the influence in the contact are shown. Therefore, 3D wear 
model of a single abrasive grain is developed using DEM. The main findings derived from 
the discrete element wear model are as follow: 
o Discrete element method is used to develop 3D the wear model of alumina 
abrasive grain. Cohesive beam model is implemented in order to represent 
continuous material using DEM. Moreover, Von Mises stress is imposed as beam 
failure criteria due to the high temperature in the contact. Likewise, DEM present 
the ability of reproduce the wear of the abrasive grain through the third body 
generation. 
o The real sliding speed of 30 m/s, and the contact pressure about 160MPa for SG 
and 105MPa for WFA are imposed to the wear model. The sliding speed is 
modeled imposing tangential force on DEs in contact with the workpiece being the 
value corresponding to 30 m/s represented with µµ=0.7. The real contact pressure 
is achieved applying a normal force to the abrasive grain, which has the mass of 
the complete grinding wheel. 
o The hypothesis of simulate only the down domain of the abrasive grain in order to 
analyze the wear and third body behavior in the contact is verified, showing the 
similar tendencies in the wear evolution. With this assumption the computational 
cost is reduced 85% comparing to the simulation of a semi-sphere. 
o The adhesion coefficient of γ=0.001 and failure stress coefficient of σfμ=1 GPa are 
the parameters that best reproduce the wear of the abrasive grains of the alumina. 
The failure constant is established in order to differentiate the influence of 
crystalline structure in the modeled abrasive grains. For WFA failure constant 
present the value C=1 and for SG abrasive grain C=2.2.  
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o The main advantage of simulate the wear of the abrasive grain of the alumina is to 
know the evolution of the third body generation in the contact between the abrasive 
grain and the workpiece. Using the pi-on-disk tribometer only the final state of the 
alumina can be analyzed. In contrast, the wear model allows to study the evolution 
of wear from the beginning to the end of the contact. The numerical simulation 
shows the first wear at 0.18 ms approximately for both WFA and SG abrasive 
grains, increasing slowly in the next 0.2 ms and presenting a higher increase, until 
0.85 ms. Likewise, the error achieved comparing the experimental and the 
numerical tests is about 8% for WFA and 15% for SG abrasive grains at the end of 
the contact. 
VI.2. Future works 
From the conclusions derived from presented research work the necessity of a constant research 
in grinding wheel wear is shown. The identified future research lines are summarized as follow: 
 To develop a software to detect and quantify the wear flat in alumina grinding wheels 
automatically. The range values of the filters applied to the raw images have to be set in 
order to automate wear flat measurements. Moreover, this software can be implemented on 
an industrial tool in order to increase the outputs to analyze after grinding operation. 
 To characterize the behavior of abrasive grains with different shapes. In the present research 
work only the crystalline structure of abrasive grains is tested. However, in the industry the 
use of microcrystalline abrasive grains with different shapes is booming, TG or TGX, 
between others. Therefore, it is of interest to analyze wear behavior of abrasive grains 
depending on its shape.  
o From experimental point of view, designed pin-on-disk tribometer can be used in 
order to characterize the behavior of the abrasive grains with different shapes. The 
unique change is to use a grinding wheel with this type of abrasive grains. 
o From numerical point of view, the new version of GranOO 2.0 allows to detect the 
contact between DEs with different shape. In 1.0 version DEs are spheres. 
Therefore, wear modeling of grinding wheels using the same shape on the real 
process and on the numerical simulation can be done. 
 To improve the simulation of the wear flat on a single abrasive grain. To this end, the third 
body generation and the wear of the abrasive grains is going to differentiate. The force 
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balance in the DE is used to differentiate between them. If the adhesion force in the DE is 
higher than the repulsive force on it, the DE will be adhered to the grain and third body is 
generated. On the contrary, if repulsive force is higher, the DE leaves the contact, being 
considered wear, loss of volume occurs. 
 To develop a more realistic wear model. In the present work only the first approach of wear 
model is accomplished. In this model the wear of the abrasive grain due to tribochemical 
reactions is simulated without taking into account the other type of wears. Thus, only the 
wear flat is modeled. In a new wear model grain fracture could be included in order to 
develop more realistic wear model of abrasive grain. To this end, groups of DEs could be 
defined, in the abrasive grains. The behavior of beams inside the defined groups would be 
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